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. THESE DETAILS HAVE BEEN PREPARED IN AN

EFFORT TO STANDARDIZE THE CONSTRUCTION
DETAILS USED BY VARIOUS CONTRACTING

AGENCIES IN MARICOPA COUNTY. THEY ARE TO

BE USED IN CONJUCTION WITH THE CURRENT
METRIC EDITION OF THE "UNIFORM STANDARD
SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION”
SPONSORED AND DISTRIBUTED BY THE MARICOPA
ASSOCIATION OF GOVERNMENTS.

. MANY NOTES WITHIN THESE DETAILS REFER

TO VARIOUS SECTIONS OF THE "UNIFORM
STANDARD SPECIFICATIONS FOR PUBLIC WORKS
CONSTRUCTION.” WHERE THIS REFERENCE

IS MADE, ONLY THE ABBREVIATION "SECT.”

IS USED. AN EXAMPLE OF THIS REFERENCE
WOULD BE: "CLASS 'A’ CONCRETE PER

SECT. 725.”

. MANY NOTES WITHIN THESE DETAILS REFER

TO OTHER DETAILS WITHIN THIS BOOK. WHERE
THIS REFERENCE IS MADE, THE ABBREVIATION
"DETAIL” IS USED. AN EXAMPLE OF THIS
WOULD BE: "SEE DETAIL 391 FOR VALVE

BOX INSTALLATION.”

. MANY DETAILS COVER MORE THAN ONE SHEET.
THESE SHEETS HAVE BEEN GIVEN THE SAME
NUMBER WITH A SUFFIX NUMBER, EXAMPLE:
391—1 AND 391-2.

. AN EFFORT HAS BEEN MADE TO INCLUDE THE
MOST COMMONLY USED CONSTRUCTION DETAILS
IN THIS BOOK. ITEMS WHICH REQUIRE DESIGN
CONSIDERATION BY THE DESIGNING ENGINEER
HAVE NOT BEEN INCLUDED.

6. SOME OF THE DETAILS PRINTED HEREIN
MAY BE USED BY SOME OF THE AGENCIES BUT NOT
OTHERS. THE DESIGNING ENGINEER SHOULD THEREFORE
CONTACT THE AGENCY WITHIN WHOSE JURISDICTION
HE IS WORKING FOR DIRECTION AS TO
WHICH DETAIL OR PORTIONS OF DETAILS
SHOULD BE USED.

7. DETAIL DRAWINGS ARE NOT TO SCALE.

DETAIL NO.

MARICOPA STANDARD DETAIL
101 | AN\ re=scamene: * "ENGLISH

REVISED DETAIL NO.

GENERAL INFORMATION 101




CONCRETE PVMT. SECTION MANHOLE —(— SINGLE CURB
SUBGRADE SEAL SECTION SEWER CLEANOUT o MAIL BOX f
SELECT MATERIAL SECTION RAILROAD T EXISTING WATER LINE " W
AGGREGATE BASE SECTION IRRIGATION LINE . EXISTING TELEHONE LINE =~ ——T——
BITUMINOUS PVMT. SECTION - IRRIGATION STANDPIPE @ EXISTING SEWER LINE © s
EXISTING PAVEMENT "” HEADWALL 7"  EXISTING GAS LINE Y _6—
OBLITERATE PAVEMENT TELEPHONE OR TEL. LINE  -o - —e- EXISTING STORM DRAIN LINE —Z-sp——
CONCRETE PAVEMENT 772722222 POWER OR JOINT LINE & EXISTING IRRIGATION LINE =~ —Z |RR—
BITUMINOUS PAVEMENT DOWN GUY & ANCHOR ) e
STREET LIGHT »*—o

SECTION LINE —_—— STREET SIGN %F
ROADWAY CENTER LINE — TRAFFIC SIGN -
SURVEY MONUMENT TRAFFIC SIGNAL LIGHT
FIRE HYDRANT SIDEWALK —
WATER METER o CURB & GUTTER =
WATER OR GAS VALVE ® VALLEY GUTTER
GAS METER o: SINGLE GUTTER —

: REVISED :
10 | AL e, NG R PLAN SYMBOLS 1o




ROLL CURB AND GUTTERJ

CENTER LINE

i OF PAVEMENT‘\

S

T \SECTION LINE OR

MONUMENT LINE

VERTICAL CURB
AND GUTTER Ty

S

DIMENSION SHOULD BE GIVEN ONCE ON EACH SHEET AND SHOULD BE

PLACED NEAR THE CENTER OF THE SHEET.

IF ANY OF THE GIVEN

CONDITIONS CHANGE, THEY SHOULD BE REDIMENSIONED AT THE POINT

OF CHANGE.

GIVEN DIMENSIONS IN ORDER STARTING WITH THE LONGEST AND ENDING

WITH THE SHORTEST, AS SHOWN IN THE SKETCH.

GIVE COMPLETE DIMENSIONS.

IF THE CENTERLINE OF PAVEMENT DOES NOT FALL ON THE SECTION
LINE OR MONUMENT LINE OF THE STREET, DIMENSION AS ABOVE AND
SHOW THE DIFFERENCE BETWEEN THE SECTION OR MONUMENT LINE

AND THE CENTERLINE.

DETAIL NO. MARICOPA STANDARD DETAIL DIMENSIONING REVISED PETAIL NO.
112 A\/ “eovemuments ENGLISH FOR ROAD IMPROVEMENT PLANS 112
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BACKFILL PER
SECT. 702 & 601
CLSM PER SECT.
604 & 728
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A.C. PAVEMENT MATCH GRADATION
AND THICKNESS OF EXISTING
PAVEMENT AND COURSES

CHIP SEAL COAT
PER SECT. 330 & 336

A.B.C., GRANULAR BACKFILL O

PER SECT. 604 & 728
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SECT. 601 N
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\ e e
RAT

X
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NN
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NOTES:
1. BEDDING PER SECTION 601.

. ASPHALT CONCRETE SHALL BE IN ACCORDANCE
WITH THE REQUIREMENTS OF SECTION 321.

TRENCHES IN ASPHALT PAVEMENTS LESS THAN 18" WIDE
SHALL BE BACKFILLED WITH CLSM OR ABC SLURRY (NO CEMENT)
AS SPECIFIED BY THE SPECIAL PROVISIONS, PLANS OR ENGINEER

TYPES 'D’ AND 'E' REQUIRE 9" OF A.B.C. AT
TOP OF TRENCH WHEN THERE IS AN EXISTING BASE.

THE TYPE OF CLSM SHALL BE 1/2 SACK OR 1 SACK

n . X
2| fAC. BASE  A.C. SURFACE —I<
12" AB.C. <| | COURSE COURSE
OR EXSTING —_—
SUBGRADE =/ _ A i
WHICHEVER Do S 20%e S 20008 9% 8% o i g
IS GREATER
AL ﬁogooeoooogoo?: Ogoof:oioooooooi?oooocmif
R At AR IR S
o o °o 600 o o S oo o @O
i B / 0000?,0”000020000 N \ wZ
: R o 0020 o 000 ROV e
IR AB.C. PER SECT. | 2 onbote o0 <%
D005 0% So0 50 0% S I IS 702 AND 601 T
0030;’0800‘)12’05230:% YRR OR CLSM PER °?:°2902§°°25’0 'j_:a:)
0" SECT. 604 & 728 5 VA ) %
<. TRENCH 7 122 | mencH |12 ==
C. WDTH — WDTH O
Fo 0% 9 Eogkc’oi S, =
000 0% 0 0,00 o [
S25lom B et PIT— CLSM PER SECTION 728 _T_TOP
0959 0 %09, 0 oo"oo
?:0 03 0% 3% o°
N SURFACE OUTSIDE OF TRENCH LINES

DAMAGED DURING CONSTRUCTION SHALL
BE RESTORED TO ORIGINAL THICKNESS

BACKFILL

DENSITY PER SECT. 601

A.B.C. OR
DECOMPOSED
GRANITE PER
SECT. 702

TYPE D AS SPECIFIED BY THE SPECIAL PROVISIONS, PLANS OR ENGINEER
DETAIL NO. \/ MARICOPA STANDARD DETAIL BACKFILL, PAVEMENT REVISED DETAIL NO.
200 A;A feovemnments  ENGLISH AND SURFACE REPLACEMENT 01-03-2002 200




A.C. PAVEMENT

AGGREGATE BASE
PER STANDARD
SECT. 310

GRADING PER
STANDARD
SECT. 301

A.C. PAVEMENT

AGGREGATE BASE
PER STANDARD
SECT. 310

GRADING PER
STANDARD
SECT. 301

127

D = DESIGN THICKNESS OF A.C.
PAVEMENT PLUS AGGREGATE BASE.

KGR,

MIN.

DETAIL NO. REVISED DETAIL NO.
201 | AL e SANESH " | PAVEMENT SECTION AT TERMINATION | 100005 | 201




NOTES:

‘ L | ‘ L 1. USE TYPE 1 PLATE INSTALLATION WHERE POSTED SPEED LIMIT IS
: : LESS THAN 30 MPH. USE TYPE 2 PLATE INSTALLATION WHERE POSTED
______________ B | | SPEED LIMIT IS 30 MPH OR GREATER.
: : 2. FOR TYPE 2 PLATE INSTALLATION, THE STEEL PLATE SHALL BE RECESSED BY
w TRENCH WIDTH A W | TRENGH | MILLING INTO THE EXISTING ASHPALT TO SET FLUSH WITH THE SURFACE OF THE
| woTH | EXISTING ASPHALT. FULL DEPTH CUTTING OF PAVEMENT SECTION OUTSIDE OF
—————————————— — | | TRENCH IS NOT PERMITTED. MILLING DEPTH SHALL MATCH THICKNESS OF PLATE.
B |/ | THE GAP BETWEEN THE EDGE OF THE PLATE AND THE ADJACENT EXISTING
ASPHALT PAVEMENT MUST BE FILLED WITH TEMPORARY ASPHALT.
5 A 3. TRENCH WIDTHS ARE BASED ON AN ANALYSIS PER THE 14TH EDITION OF
STANDARD SPECIFICATIONS FOR HIGHWAY BRIDGES BY AASHTO. AN ASSUMED
AXLE LOADING OF 12 TONS WITH A 30% IMPACT FACTOR WAS USED.
LONGITUDINAL TRANSVERSE THE AXLE LENGTH IS 6 FEET: THEREFORE THE NUMBER OF WHEELS CARRIED
STEEL PLATE STEEL PLATE BY A PLATE DEPENDS ON THE ROADWAY WIDTH.
4, STEEL PLATE MUST BE ABLE TO WITHSTAND H—20 TRAFFIC LOADINGS
WITHOUT ANY MOVEMENT.
5. PLATES SHALL BE FABRICATED FROM ASTM A36 STEEL (MIN).
PLATE SIZE 6. PLATES SHALL BE SECURED FROM LATERAL MOVEMENT AND VERTICAL VIBRATION
A A W ARY ASPHA X.
ONGITUDINAL TRANSVERSE (ASSOCIATED NOISE) WHILE IN USE BY TEMPORARY ASPHALT (COLD MIX.)
A B) |[THICKNESS | (W L A B
1<2) (18): g (4? <8? 5()8) (19):: TEMPORARY TEMPORARY
- - . - : _ . _ASPHALT VARIES ASPHALT |
12 18 1 4 100 | 58 31
24" | 18" 1” 5 | 10 | 70" | 25”
36 | 18 1 5 | 100 | 44 | 38 M'N MAX M'N'
48" | 18" 1" 7 [ 10 | 527 | 347
60" | 18" 1” 8 | 100 | 58 | 317 &
127 | 18" 1-1/4" 4 | 15 | 88" | 47" STEEL PLATE ON TOP N EXISTING
24" | 18" | 1-1/4" | 5 | 12 | 104" | 20” OF EXISTING ASPHALT // ASPHALT
36" | 18" | 1-1/4” | 6 | 122 [ 66" | 397 N -
36" | 18" | 1-1/4" [ 6 | 16 [ 66” | 63"
48" | 18" | 1=1/4” | 7 | 127 | 76" | 33" TYPE 1
0 » /4 g ' g » , . TEMPORARY
48” 18” 1 1/4” 7’ 16, 76” 58" 27 VARIES L2 ASPHALT
50 | | =i/ | & |15 | 86" | 47 STEEL PLATE FLUSH B A
5 0 > ; , 5 5 WITH EXISTING ASPHALT ‘\ MIN. MAX. EXISTING ASPHALT
60 18 1-1/4 8 16" | 86 63 (BOTH SIDES)  _ w / _
60" | 18” | 1-1/4” | & | 20 | 86” | 77" :
60" | 18" | 1-3/8" | & | 20° | 102" | 69” 5 e
/. N
STEEL PLATE
RECESSED ON N %
TOP OF MILLED \ y /
SURFACE ASPHALT
TYPE 2
DETAIL NO. REVISED DETAIL NO.
ARICOPA STANDARD DETAIL
oft | ALNAsEmmene TENGLISH | STANDARD TRENCH PLATING DETAIL 211




JOINT
047 7" ROADWAY WIDTH
) 24” PAVEMENT
7 ROADWAY SIDE—
s, pe  WDTH Y NOTES: (TYPE A) WALK 9-1/2" | 9-1/2" 5”
P ‘—j = 12" 1. ALL EXPOSED SURFACES TO 1
: BROOM FINISH BE TROWEL FINISHED EXCEPT ]
oA AS SHOWN. SEE SECT. 340. _ PN
T 2. H=6" OR AS SPECIFIED ON PLANS. _— i -
" + 3. CONTRACTION JOINT SPACING T ﬂ‘
'Eé" a — = ) 10" MAXIMUM. T R A v Bl T
< p ety r e T T T s Y] 40 EXPANSION JOINTS AS PER A TR | i
R N L I e \‘ - SECT. 340. ‘ I
PR TR T S F U 5. CLASS 'B’ CONCRETE PER 725. U onh T TER PN
S | ~
,, 6. WHEN THE ADJACENT PAVEMENT SECTION o
1/2 BATTER L:_ SLOPES AWAY FROM THE GUTTER, THE ROLL CURB AND GUTTER
OPTIONAL SLOPE OF THE GUTTER PAN SHALL MATCH (TYPE C)
PAVEMENT CROSS SLOPE. ATPE V)
VERTICAL CURB AND GUTTER SPECIAL SECT. USE FOR HIGH
(TYPE A) SIDE CURB WITH SHEET DRAINAGE
ACROSS STREET PAVEMENT
CoLD . FLUSH WITH
JOINT N LIP OF
PAVEMENT 7" ROADWAY WIDTH GUTTER
PARKWAY OR 5 opf — NOTES: (TYPE B SIbE- 24
SIDEWALK
’ SEE NOTE 3 1. CONSTRUCT CURB AND INSTALL 9-1/2" 9-1/9 5
7 ROADWAY WIDTH 1/2" MASTIC EXPANSION JOINTS, <
. A.S.TM. D—1751. SECT. 340.
g,z,@mz e T 2. BROOM FINISH ALL SURFACES.
I RTINS e e R LT 3. RIBBON CURB MAY SLOPE - TS
ol ———- R | TOWARDS PAVEMENT OR
IR oy - PARKWAY AS INDICATED SRSl T
R S S TR IR B A A || ON PLANS. R
— 1 4. CONTRACTION JOINT SPACING ‘ "
107 MAXIMUM. 1/2” BATTER W
5. CONCRETE SHALL BE CLASS 'B’ OPTIONAL >
, i PER SECT. 725 AND INSTALLED
24 ‘ BLT%R PER SECT. 505. QTYPE D)
RIBBON CURB OPTIONAL NOTES: (C & D)
S 1. ALL WORK AND MATERIALS SHALL CONFORM TO SECT. 304,
(TYPE B) 505 AND 725. BROOM FINISH TO EXPOSED SURFACE.
—_ 2. CONTRACTION JOINT SPACING 10" MAXIMUM.
3. EXPANSION JOINTS AS PER SECT. 340.
4. CLASS 'B’ CONCRETE PER 725.
DETAIL NO. REVISED DETAIL NO.
AAMARcoRs  STANDARD DETAIL CURB AND GUTTER
220_1 IALNN covernvienTs EN GLl SH TYPES A B C AND D 01-01-2007 220_1
14 14




MOUNTABLE CURB AND GUTTER (TYPE E)

24"
ROADWAY
WIDTH
12” PAVEMENT
BROOM FINISH
0 5 +
v V N v v ‘vv. N :q.
- ©| N
o e v g v -7 v 9 —

30"

2

ROADWAY WIDTH

12” PAVEMENT

BROOM FINISH

TYPE 'F" MOUNTABLE
CURB AND GUTTER —\

12"

MOUNTABLE CURB AND GUTTER (TYPE F)

1—1/4”

1/4”

TYPE 'E' MOUNTABLE
CURB AND GUTTER —/\

TYPE 'A’ VERTICAL
CURB AND GUTTER

CURB TRANSITION TYPE 'E’ TO TYPE ‘A’

TYPE 'A’ VERTICAL
CURB AND GUTTER

30"

| 24"

17"

CURB TRANSITION TYPE 'F’ TO TYPE 'A’

NOTES: (E & F)

1. ALL EXPOSED SURFACES TO BE TROWEL FINISHED EXCEPT

AS SHOWN. SEE SECT. 340.

EXPANSION JOINTS PER SECT. 340.

g GN

CLASS 'B’ CONCRETE PER SECT. 725.
WHEN THE ADJACENT PAVEMENT SECTION SLOPES AWAY FROM

CONTRACTION JOINT SPACING 10" MAXIMUM.

THE GUTTER, THE SLOPE OF THE GUTTER PAN SHALL MATCH

THE PAVEMENT CROSS SLOPE.

DETAIL NO.

220-2

NMARICOPA

S 9% ASSOCIATION of

STANDARD DETAIL
ENGLISH

CURB AND GUTTER
TYPES E AND F

REVISED DETAIL NO.

220-2

01-01-2007




CURB TRANSITION TYPE 'A’ TO TYPE 'C

24"

TYPE 'C’ ROLL
CURB AND GUTTER

TYPE A’ VERTICAL
CURB AND GUTTER

24"

NOTES: (CURB AND GUTTER TRANSITIONS)

CURB AND GUTTER TRANSITION

5 CURB

TRANSITION *%ﬂ

TYPE 'C

(@]
T
(%)

ON

INTEGRAL ROLL CURB

GUTTER AND SIDEWALK

1/2” EXPANSION JOINT
FILLER SHALL BE
BITUMINOUS TYPE
PREFORMED, A.S.T.M.
D-1751

1. THE CURB TRANSITION WILL BE PAID FOR AS TYPE 'C’. WHEN
A PROJECT RETURN AND GUTTER THROUGHOUT, THE ENTIRE
RETURN AND GUTTER THROUGHOUT, THE ENTIRE RETURN SHALL
BE MEASURED AND PAID FOR AS TYPE 'A’.

2. WHERE PROPOSED CONSTRUCTION IS TO BE CONNECTED 1/2" R

1.5%

& 7 ROADWAY/ WIDTH
SCORE MARK 1/8 17
WIDE x 1/2” DEEP —
TOOL BOTH EDGES .
o

TO EXISTING CURB AND GUTTER, THE TRANSITION SHALL
BE INDICATED ON PLANS.

3. CLASS 'B’ CONCRETE PER SECT. 725.

4. TRANSITION BETWEEN TYPICAL SECTIONS SHALL BE
ACCOMPLISHED BY THE USE OF DIRECT STRAIGHT LINE
TRANSITIONS OF THE FLOW LINE AND OTHER SURFACE FEATURES.

NOTES:

CONCRETE TO BE MONOLITHIC POUR.
FINISH AS PER SIDEWALK AND GUTTER DETAIL.

CONTRACTION JOINT SPACING 5" MAXIMUM.
EXPANSION JOINTS PER SECT. 340.
CLASS 'B’ CONCRETE PER SECT. 725.

INTEGRAL ROLL CURB, GUTTER AND SIDEWALK

EXPOSED SURFACE

1.
2.
3.
4.
DETAIL NO. A Mamcoea  STANDARD DETAIL
221 AN e eaumenrs  ENGLISH

CURB AND GUTTER TRANSITION TYPE A TO TYPE C
INTEGRAL ROLL CURB, GUTTER AND SIDEWALK

REVISED

01-01-2008

DETAIL NO.

221




£ (MIN), "

RESIDENTIAL STREETS VARIES z

5 (MIN), ‘:

1/4" R MAJOR STREETS OR /4 R

AS SHOWN ON PLANS 1

EXISTING J; =
SLOPE 1.5% (R TO TOP CURB) ¢ k5

|
|
\
\
-
1
MIN

-

o
%z
x(./)
=T
m
>0
=<

CURB AND GUTTER
CONTRACTION JOINT
SHALL MATCH
SIDEWALK JOINT

_______ jl GRADE
_______ L COMPACTED SUBGRADE
4 (MIN), w
4 (MIN.) RESIDENTIAL STREETS VARIES = Z
WITH PARKWAY 5 (MIN), -
1 /4" R MAJOR STREETS OR =
FINISHED AS SHOWN ON PLANS 1 /a7 R E
PARKWAY }%
‘n:
o

EXISTING VERTICAL OR
ROLL TYPE CURB

NOTES:

1.

SIDEWALK CONSTRUCTION SHALL CONFORM TO SECT. 340.

FINISHED
PARKWAY
GRADE

CURB AND GUTTER
CONTRACTION JOINT
SHALL MATCH SIDEWALK
JOINT

10°

SCORE MARK

(1/2” MIN. DEPTH) |- "
. | [EVERY 5’
fe) R
" L
'_
=z
(®]
el
=
S
'_
(@]
= |
[a el
'_
=z
O
O
Z .)". .'.'y .
o 4" OR 5 L
= " SIDEWALK -
L
[an]

TROWEL AND USE . '
LIGHT HAIR BROOM .- .
FINISH——= 7. .

B ORI UH

2. EXPANSION JOINTS SHALL BE 1/2” BITUMINOUS TYPE 1/2 SEE NOTE 3
PREFORMED EXPANSION JOINT FILLER, A.S.T.M. D—1751. ’T ¢
3. LARGE AGGREGATE, IN CONTRACTION JOINT, SHALL BE 1 /4 ‘I 1/4" R W 4 R
SEPARATED TO A DEPTH OF 17, FINISH DEPTH SHALL S ! S S {TAX vl
BE A MINIMUM OF 3/4”. {1 - :
EXPANSION JOINT 50° MAXIMUM SPACING PER SECT. 340. j
CLASS ’B’ CONCRETE CONSTRUCTION AS PER SECT. 725. EXPANSION JOINT CONTRACTION JOINT
. REVISED .
DETAL NO A\ MARIEERA STANDARD DETAIL PETAIL NO
230 | AfNAszscamene ”  ENGLISH SIDEWALKS bioi-200s | 230
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SECTION 101
ABBREVIATIONS AND DEFINITIONS
101.1 ABBREVIATIONS:

Wherever the following abbreviations are used in these specifications, standard details or on the plans, they are to be construed
the same as the respective expressions represented.

AASHTO American Association of State Highway and Transportation Officials

AAN American Association of Nurserymen
AB Aggregate base

Aban Abandon

ABC Aggregate base course

AC Asphalt cement or concrete

ACB Asphalt concrete base

ACI American Concrete Institute

ACP Asbestos cement pipe

ACPA American Concrete Pipe Association
ACWS Asphalt concrete wearing surface
AFRB ArizonaFire Rating Bureau

AGC Associated General Contractors of America, Inc.
Agg Aggregate

ADOT Arizona Department of Transportation
Ahd Ahead

AlA American Institute of Architects

AIEE American Institute of Electrical Engineers
AISC American Institute of Steel Construction
ANSI American National Standards Institute
APA American Plywood Association
Approx Approximate

APWA American Public Works Association
AR Aged residue

ARS Arizona Revised Statutes

ASCE American Society of Civil Engineers
ASME American Society of Mechanical Engineers
Asph Asphalt

ASTM American Society for Testing Materials
Ave Avenue

AWPA American Wood Preservers Association
AWSC American Welding Society Code
AWWA American Water Works Association
Bbl Barrel

BC Beginning of curve

BCR Beginning of curb return

Beg Beginning

Bk Book or Back

Blvd Boulevard

BM Bench Mark or Board Measure

Brg Bearing

BST Bituminous Surface Treatment

BTB Bituminous Treated Base

BTU British Thermal Units

BVC Beginning of vertical curve

C Centigrade or Curb

101-1



CB
CBF&C
CCorC/C
CE
Cem

CF

cfs

CIP
CIPP
CLorC
Cm
CMP
CcO

Col
Conc
Const
CP
CTB

Cu

Deg
DF
DG
Dia
Dim
DIP
Div
Dr
Drwg

Dwy

Ea

Ease

E

EC

ECR

El or Elv
Equaor Eq
EVC

Ex or Exist

F

FB
F&C
FH
FL or F
F El
Fnd
fps
FS
FSS
Ft

Ga

SECTION 101

Catch Basin

Catch basin frame & cover
Center to Center

City or County Engineer
Cement

Curb face

Cubic Feet per second

Cast Iron pipe
Cast-in-place concrete pipe
Centerline

Centimeter

Corrugated meta pipe
Clean out

Column

Concrete

Construct

Concrete pipe (non-reinforced)
Cement Treated Base
Cubic

Degree

Douglas Fir
Decomposed granite
Diameter

Dimension

Ductile Iron Pipe
Division

Drive

Drawing

Driveway

Each

Easement

East

End of curve

End of curb return
Elevation

Equation

End of vertical curve
Existing

Fahrenheit

Field book

Frame & cover

Fire hydrant

Floor line or flow line
Floor Elevation
Found

Feet per second
Finished surface
Federal Specifications and Standards
Foot or feet

Gutter
Gage

101-2



Galv
GL
Gpm

HC
Hadwil
Horiz

Hwy

ICA
ID
IE
IEEE

Inv
IP
IPS
Irrig

JC
Jet
JS

Lb
L&T
LD
LF
LH
Lin
Long
Lt

MAG
Max
MCR
Meas
MH
MHF&C
Min
Misc
ML or M
mm
Mon
MTD

SECTION 101

Galvanized
Ground line
Gallons per minute
Grade

High or height
House connection
Headwall
Horizontal
Highway

Industrial Commission of Arizona
Improvement District or inside diameter

Invert Elevation

Institute of Electrical and Electronic Engineers
Inch

Invert

Iron Pipe

Iron Pipe Size

Irrigation

Joint

Junction Chamber
Junction

Junction Structure

Length

Pound

Lead and tack
Local depression
Linear Feet
Lamp hole
Linear
Longitudinal
Left

Map or maps

Maricopa Association of Governments
Maximum

Maricopa County Records
Measured

Manhole

Manhole frame and cover
Minutes or minimum
Miscellaneous

Monument line

Millimeter

Monolithic or monument
Multiple tile duct

101-3



NBS
NCPI
NE
NEC
NEMA
NFPA

NPI

ppm

PRC

Prod

Prop

ps

psf

PT or POT
P& TP
Pvmt

RC
RCP

Rd
Rdwy
Reinf
Ret Wall
RGRCP
rpm

Rt

SAE

SCCP

SECTION 101

North

National Bureau of Standards
National Clay Pipe Institute
Northeast

National Electric Code

National Electrical Manufacturer's Association
National Fire Protection Association
Non-plastic

Non pay item

National Safety Council

National Sanitation Foundation
Northwest

Number

On center
Outside diameter
Ounces

Point of curvature

Point of compound curve or Portland Cement Concrete
Point of intersection or plastic index
Property line

Point of Curve

Point of Spiral

Power pole

Parts per million

Point of reverse curve

Produced

Proposed or property

Pounds per square inch

Pounds per square foot

Point of Tangent

Power and telephone pole
Pavement

Rate of flow

Radius

Reinforced concrete
Reinforced concrete pipe
Road

Roadway

Reinforced, Reinforcing
Retaining Wall

Rubber Gasket Reinforced Concrete Pipe
Revolutions Per Minute
Right

Right-of-way

South or slope

Society of Automotive Engineers
Sanitary

Spiral to Curve

Steel cylinder concrete pipe
Storm drain or Sewer District
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Sdi Saddle

Sec Seconds

Sect Section

SE Southeast

Sht Sheet

Spec Specifications

SPR Simplified Practice Recommendation
Sp MH Specia manhole

SgFtYd Square Foot, Yard

SS Sanitary sewer

St Street

Sta Station

Std Standard

Str gr Structural grade

Struct Structure or structural

SwW Southwest

T Tangent Distance

Tel Telephone

Temp Temporary

TH Test hole

TP Telephone pole

Tr Tract

Trans Transition

TS Traffic signal or Tangent to spiral
TSC Traffic signal conduit

Typ Typica

UL Underwriters Laboratories Inc.
USC & GS United States Coast and Geodetic Survey
USGS United States Geological Survey
\% Velocity of flow

VC Vertical curve

VCP Vitrified clay pipe

Vert Vertical

w West or width

Wi Wrought iron

WS Wearing surface

Wt Weight

Yd Yard

feet or minutes
inches or seconds
degrees

percent

number or pound
at

per

equals

N~@#*x ° s °
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SECTION 101
101.2 DEFINITIONSAND TERMS:

Whenever in these specifications or in other contract documents the following terms or pronouns in place of them are used, the
intent and meaning shall be interpreted as follows:

Addendum: A supplement to any of the Contract Documents issued, in writing, after advertisement of but prior to the opening
of bids for a contract.

Advertisement: The public announcement, asrequired by law, inviting bidsfor work to be performed or material sto befurnished.
Agency: The governmental agency for which the construction is being done, either by permit or contract.

Architect: Theindividua or firm who has accomplished the architectural servicesfor the project, including his representatives.
Award: The formal action of the governing body is accepting a proposal.

Backfill: Material placed in an excavated space to fill such space. For trenches, this space will be the areafrom 1 foot above the
top of the pipe or conduit to the existing or proposed finished grade of pavement.

Base Cour se: The upper course of the granular base of a pavement or the lower course of an asphalt concrete pavement structure.
Bedding: Isthe materia placed in the area from the bottom of the trench to 1 foot above the top of the pipe or conduit.

Bidder: Any qualified individual, firm, partnership, corporation or combination thereof, acting directly or through a duly
authorized representative who legally submits a proposal for the advertised work.

Boar d of Supervisors: The MaricopaCounty Board of Supervisorsacting under the authority of the laws of the State of Arizona.
Bond Issue Project: A project financed from bonds issued by the City or County pledging credit or a revenue resource.
Bridge: A structure, including supports, erected over a depression or an obstruction, as water, highway, or railway, and having
atrack or passageway for carrying traffic or other moving loadsand having alength measured al ong the center of roadway of more
than 20 feet between undercopings of abutments or extreme ends of openings for multiple boxes.

(Length) The length of a bridge structure is the over-all length measured along the line of survey stationing back to back of
backwalls of abutments, if present, otherwise end to end of the bridge floor; but in no case less than the total clear opening of the

structure.

(Roadway Width) Theclear width measured at right anglesto thelongitudinal centerline of the bridge between the bottom or curbs
or guard timbers or in the case of multiple height of curbs, between the bottom of the lower risers.

Budget Project: A project financed by funds from General Tax levies and shared revenue funds set aside in the annual budget
adopted by the Council or Board of Supervisors.

Building: Any structure built for the support, shelter, or enclosure of persons, animals, chattel or movable property.

Building Code: A regulation adopted by the governing body establishing minimum standards of construction for the protection
of the public health, safety, and welfare in terms of measured performance rather than in terms of rigid specification of materials
and methods.

Calendar Day: Everyday shown on the calendar.

Call for Bids: The standard forms inviting proposals or bids.
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“Careful and prudent manner” means conducting excavation in such away that when it approaches within twenty-four inches
of the underground facility located and marked by the owner or operator, by stakes, paint or in some customary manner, the exact
location is manually determined, and the uncovered facility is supported and protected.

Change Order: A written order issued by the Engineer to the Contractor to make changesin the work or to perform extrawork,
and setting forth conditions for payment and/or adjustment in time of completion.

City: A municipal corporation, organized and existing under and by virtue of the laws of the State of Arizona.
City/County Clerk: The duly authorized person who performs the duties of clerk for the Contracting Agency.

Completion Time: Thenumber of calendar daysfor completion of anact, including authorized time extensions. In caseacal endar
date of completion is shown in the proposal in lieu of the number of calendar days, the contract shall be completed by that date.
The time within which an act is to be done shall be computed by excluding the first and including the last day; and if the last day
be Sunday or alega holiday, that shall be excluded.

Conflicting Utility: An existing utility, shown or not shown on the plansis conflicting when any part of the utility falls within
the dimensions of the new installation, such that it would be in physical contact with the new installation.

Construction Project: The erection, installation, remodeling, ateration, of durable facilities upon, under, or over the ground.
This shall include, but is not limited to buildings, roadways and utility pipes, lines, poles or other structures.

Contingent Bid Item: Thisisaminor biditemwhichislikely, but not certain, to occur during the course of work. If the Engineer
determinesthat thiswork isrequired, the Contractor will accomplish the work and payment will be made based on the contingent
unit bid price included in the proposal. Since the quantity listed in the proposal is primarily for bid comparison, the amount of
work required by the Engineer may vary materially from this.

Contract: The written instrument executed by the Contractor and the Contracting Agency by which the Contractor is bound to
furnish al labor, equipment, and materials and to perform the work specified, and by which the Contracting Agency is obligated
to compensate the Contractor therefor at the prices set forth therein. The Contract Documents are herewith by reference made a
part of the contract asif fully set forth therein.

Contract Documents: All the integral documents of the contract, including but not limited to, Call for Bids, Plans, Standard
Specificationsand Details, Special Provisions, Proposal, Addenda, Performance Bond, Payment Bond, Certificates of Insurance,
Ordinance, Contract, and Change Orders.

Contracting Agency: The legal entity that has contracted for the performance of the work or for whom the work is being
performed.

Contractor: Theindividual, firm, partnership, corporation or combination thereof entering into a contract with the Contracting
Agency to perform the advertised work.

Council: The City Council which by law constitutes the Legislative Department of the City.

County: Maricopa County, organized and existing under and by virtue of the laws of the State of Arizona.
Culvert: Any structure not classified as a bridge, which provides an opening under or adjacent to the roadway.
Days. Unless otherwise designated, days will be understood to mean calendar days.

Emer gency: Unforeseen occurrences and combinations of circumstancesinvolving the public welfare or the protection of work
already done under the Contract Documents, or which endanger life or property and call for immediate action or remedy.

Engineer: The person, appointed as City or County Engineer by the Council or the Board of Supervisors, acting directly or
through his duly authorized representative.
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SECTION 101
Equipment: (Construction) — All machinery and equipment, together with the necessary suppliesfor upkeep and maintenance,
and also tools and apparatus necessary for the proper construction and acceptable completion of work. (Installed) — All material
or articles used in equipping a facility as furnishings or apparatus to fulfill afunctional design.

ExtraWork: An item of work not provided for in the contract as awarded but found essential to the satisfactory completion of
the contract within its intended scope.

Flooding: Flooding will consist of the inundation of the entire lift with water, puddled with poles or barsto insure saturation of
the entire [ift.

Force Account Work: Work done by personnel of the Contracting Agency as in-house work.

Foundation: For buildingsor structures, thiswill bethe substructure. For pipethiswill bethe native material or prepared material
on which the pipe rests; normally, thisis the bottom grade line of the trench.

Full Depth Pavement: An asphalt concrete pavement structure in which the granular base and subbase are replaced by
proportionate thicknesses of asphalt concrete.

Improvement District Project: A project financed by assessments against the property included in aspecial assessment district
authorized under, or implemented by an act of the legislature of the State and/or a procedural ordinance of the City or County.

I nspector: The Engineer's authorized representative assigned to make detailed inspections of contract performance.

Jetting: Jetting is the densification of material, using a continuous supply of water, under pressure, transmitted to the material
through arigid pipe of sufficient length to reach the bottom of thelift being densified. Inall cases, theentirelift will be completely
saturated working from the top to the bottom.

Laboratory: The established materials testing laboratory of the Contracting Agency's Engineering Department, or other
|aboratories acceptable to and/or authorized by the Engineer to test materials and work involved in the Contract.

Major Item: A major item shall be the total of any item of work and/or materials specified in the bid schedule that exceeds the
amount established in Table 109-1.

M aterials. Any substance specifiedintheproject, equi pment and other material used or consumed inthe performance of thework.
Median: The portion of a divided highway separating the roadways used by traffic going in opposite directions.

Non Pay Item: Anitem of work for which no separate payment will be made under the proposal, but which must be included as
an incidental cost for payment on an associated item included in the proposal.

Notice of Award: A letter from the City or County Clerk advising the Contractor that heisthe successful bidder and the Council
or Board of Supervisors has accepted his proposal.

Notice to Proceed: A directive issued by the Engineer, authorizing the Contractor to start the work or improvements required
in the Contract.

Obligee: One to whom another is obligated.
Open Trench: Theexcavated areashall beconsidered asopen trench until all the aggregate base coursefor pavement replacement
has been placed and compacted or, if outside of a pavement area, until the excavated areais brought to finish grade or natural

grade.

Owner: The City or County, acting through its legally constituted officials, officers or employees.
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Pavement: Any surfacing of streets, alleys, sidewalks, courts, driveways, etc., consisting of mineral aggregate bound into arigid
or semi-rigid mass by a suitable binder such as, but not limited to, portland cement or asphalt cement.

Pavement Structure: The combination of subbase, base course, and surface course placed on a subgrade to support the traffic
load and distribute it to the roadbed.

Pay Item: A detail of work for which separate payments are to be made under the Contract, as specified in the proposal.

Payment Bond: The security provided by the Contractor solely for the protection of claimants, supplying labor and materialsto
the Contractor or his Subcontractors.

PerformanceBond: Thesecurity provided by the Contractor solely for the protection of the Contracting Agency and conditioned
upon the faithful performance of the contract in accordance with the plans, specifications and conditions thereof.

Permit: Thelicense to do construction in public rights-of-way and/or easements; issued by an Agency to a Contractor working
for another party.

Plans: All approved drawings or reproductions thereof pertaining to the work and details therefor, which are made a part of the
Contract Documents.

Plant: The Contractor's and/or subcontractor's facilities, including but not limited to small tools and mobile equipment, located
on and/or offsite, necessary for preparation of materials and prosecution of work for the project.

Principal: Theindividual, firm or corporation primarily liable on an obligation, as distinguished from a surety.

Professional Engineer: A person who has a current engineering registration granted by the Arizona State Board of Technical
Registration in one or more branches of engineering recognized by the board.

Profile Grade: The trace of a vertical plan intersecting the top surface of the proposed wearing surface, usualy along the
longitudinal centerline of the roadbed. Profile grade means either elevation or gradient of such trace according to the context.

Project: A specific coordinated construction or similar undertaking identified by a single project number and bid and awarded
as one contract. On occasion two or more projects may be bid and awarded as a single contract.

Proposal: The offer of abidder on the prescribed form, to perform the work and to furnish the labor and materials at the prices
quoted.

Proposal Form: The approved form on which the Contracting Agency requires bidsto be prepared and submitted for the work.

Proposal Guarantee: The security furnished with a bid to guarantee that the bidder will enter into the contract if his bid is
accepted.

Proposal Pamphlet: The book or pamphlet pertaining to a specific project, containing proposa forms, specia provisions and
other information necessary for and pertinent to the preparation of the proposal or bid.

Referred Documents. On all work authorized by the Contracting Agency, any referenced documentsin the specification, i.e.,
Bulletins, Standards, Rules, Methods of Analysis or test. Codes and Specifications of other Agencies, Engineering Societies or
Industrial Associations, refer to the Latest Edition thereof, including Amendments, which are in effect and published at the time
of Advertising for Bids or the issuing of a permit for the work, unless otherwise stated.

Right-of-way: A general term denoting land, property, or interest therein, usually in a strip, acquired for or devoted to a street,
highway, or other public improvement.

Road: A general term denoting a public way for purposes of vehicular travel, including the entire area within the right-of-way.

Roadside: A genera term denoting the area adjoining the outer edge of the roadway. Extensive areas between the roadways of
adivided highway may also be considered roadside.
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Roadside Development: Those items necessary to the complete roadway which provide for the preservation of landscape
materials and features; the rehabilitation and protection against erosion of all areas disturbed by construction through seeding,
sodding, mulching and the placing of other ground covers; such suitable planting and other improvements as may increase the
effectiveness and enhance the appearance of the roadway.

Roadway: The portion of the right-of-way intended primarily for vehicular traffic, and including all appurtenant structures and
other features necessary for proper drainage and protection. Where curbs exist, it isthat portion of roadway between the faces of
the curbs.

Sewer s: Conduits and related appurtenances employed to collect and carry off water and waste matter to a suitable point of final
discharge.

Shop Drawings: Drawingsor reproduction of drawings, detailing; fabrication and erection of structural elements, falsework and
forming for structures, fabrication of reinforcing steel, installed equi pment and instal | ation of systems, or any other supplementary
plans or similar data, which the Contractor is required to submit for approval.

Shoulder: The portion of the roadway contiguous with the traveled way for accommodation of stopped vehicles, for emergency
use, and for lateral support of base and surface courses.

Sidewalk: That portion of the roadway primarily constructed for the use of pedestrians.

Special Provisions: The special conditions, requirements, additions, and/or revisions to the Standard Specifications, applicable
to the work, to cover conditions or requirements peculiar to the project under consideration.

Specifications: The descriptions, directions, provisions, and requirement for performing the work as contained in the Contract
Documents.

Standard Details: Uniform detail drawings of structures or devices adopted as Standard Details by the Engineer.
Standard Specifications: Uniform general specifications adopted as Standard Specifications by the Engineer.
Storm Drain: Any conduit and appurtenance intended for the reception and transfer of storm water.

Street: Streets, avenues, aleys, highways, crossings, lanes, intersections, courts, places, and grounds now open or dedicated or
hereafter opened or dedicated to public use and public ways.

Structures. Bridges, culverts, catch basins, drop inlets, retaining walls, cribbing, manholes, endwalls, sewers, service pipes
underdrains foundation drains, fences, swimming pools, and other features which may be encountered in the work and not
otherwise classed herein.

Subbase: The lower course of the base of aroadway, immediately above the subgrade.

Subcontractors: Those having direct contracts with the Contractor and those who furnish material worked into a special design
according to the Plans and Specifications for the work, but not those who merely furnish material not so worked.

Subgrade: The supporting structures on which the pavement and its special undercourses rest.

Substructure: All of that part of the structure or building bel ow the bearings of simple and continuous spans, skewbacksof arches
and tops of footings of rigid frames, together with the backwalls, wingwalls and wing protection railings.

Superintendent: The Contractor's authorized representative in responsible charge of the work.

Superintendent of Streets: The person duly appointed by the Council of the Contracting Agency, as provided by Sections9-601
and 11-701 of the Arizona Revised Statutes.
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Superstructure: The entire structure or building except the substructure.

Supplemental Specifications: Additions and revisions to the Standard Specifications that are adopted subsequent to issuance
of the printed book.

Supplementary General Conditions: Requirements, or revisions, to the Standard General Conditions, applicable to the work,
and to cover conditions or requirements peculiar to the project under consideration.

Surety: Theindividual, firm or corporation, bound with and for the Contractor for the acceptable performance, execution, and
completion of the work, and for the satisfaction of all obligationsincurred.

Surface Cour se: The finished or wearing course of an asphalt concrete pavement structure.

Titleor Headings: The titles or headings of the sections and subsections herein are intended for convenience of reference and
shall not be considered as having any bearing on their interpretation.

Township, City, Town or District: A subdivision of the County used to designate or identify thelocation of the proposed work.
Traveled Way: The portion of the roadway for the movement of vehicles, exclusive of shoulders and auxiliary lanes.

“Underground Facility” means any item which shall be buried or placed below ground for use in connection with the storage
or conveyance of water, sewage, electronic, tel ephoneor tel egraphic communications, el ectric energy, oil, gasor other substances,
and shall include, but not be limited to pipes, sewers, conduits, cables, valves, lines, wires, manholes, attachments and those
portions of poles and their attachments below ground.

Utility: Pipe lines, conduits, ducts, transmission lines, overhead or underground wires, railroads, storm drains, sanitary sewers,
irrigationfacilities, street lighting, traffic signals, and firealarm systems, and appurtenances of public utilitiesand those of private
industry, businesses or individuals solely for their own use or use of their customers which are operated or maintained in, on,
under, over or across public right-of-way or public or private easement.

Waterworks(Water Supply System): Thereservoirs, pipelines, wells, pumping eguipment, purification works, mains, service
pipes, and all related appliances and appurtenances utilized in the procurement, transportation and delivery of an adequate, safe,
and pal atable water supply for the Contracting Agency.

Work: Any or al of the improvements mentioned and authorized to be made, and the construction, demolition, reconstruction,
and repair of all or any portion of such improvements, and all labor, services, incidental expenses, and material necessary or
incidental thereto.

Working Day: A calendar day, exclusive of Saturdays, Sundays, and Contracting Agency recognized legal holidays, on which
weather and other conditions not under the control of the Contractor will permit construction operationsto proceed for the major
part of the day with the normal working force engaged in performing the controlling item or items of work which would bein
progress at that time.

101.3 In order to avoid cumbersome and confusing repetition of expressionsin these specifications, it is provided that whenever
anythingis, or isto be, done, if, as, or, when, or where contempl ated required, determined, directed, specified, authorized, ordered,
given, designated, indicated, considered necessary, deemed necessary, permitted, reserved, suspended, established, approval,
approved, disapproved, acceptabl e, unacceptabl e, suitable, accepted, satisfactory, unsatisfactory, sufficient, insufficient, rejected,
or condemned, it shall be understood as if the expression were followed by the words by the Engineer or to the Engineer.

End of Section
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SECTION 104
SCOPE OF WORK
104.1 WORK TO BE DONE:

104.1.1 General: The Contractor shall perform all work as may be necessary to complete the contract in a satisfactory and
acceptable manner in full compliance with the plans, specifications and terms of the contract.

Inthe event aconflict exists between Contract Documentsthe order of precedencelisted in descending order shall be asfollows:

Change Orders

Addenda

Specia Provisions

Project Plans

Contracting Agency’ s supplements to the MAG Uniform Standard Specifications and Details
MAG Uniform Standard Specifications

MAG Standard Details

Unless otherwise specified in the specia provisions, The Contractor shall furnish all 1abor, material's, equipment, transportation,
utilities, services and facilities required to perform all work for the construction of the project within the time specified.

All existing concrete or bituminous surfaced sidewalks, driveways and alleys which were disturbed by the Contractor at the
direction of the Engineer, shall be replaced. Private concrete or bituminous surfaced sidewalks and driveways, which were
disturbed by the new improvements must be replaced. The slope of the replaced sidewalk or driveway must comply with the
agency's minimum standards. If the standard cannot be constructed within the disturbed area, the Contractor shall remove and
replace to a distance required to obtain the slope. Payment for such work will be made under the respective pay items provided
for in the contract, or by agreed pricesin advance, if no pay items are provided for in the contract.

104.1.2 Maintenance of Traffic: The Contractor's operations shall be in accordance with the traffic manual and/or policies of
the appropriate public agency having jurisdiction over the project and Section 401. These operations shall cause no unnecessary
inconvenience to the public and public access rights shall be considered at all times. Unless otherwise authorized in the
specifications or on atemporary basis by the Engineer, traffic shall be permitted to pass through the work area. The Contractor
shall coordinate with the various agencies both commercial and public, involved in the collection and removal of trash and
garbage, so that adequate services are maintained.

Safe and adequate pedestrian and vehicular access shall be provided and maintained to fire hydrants, commercia and industrial
establishments, churches, schools, parking lots, motel, hospitals, fire stations, police stations, and establishments of a similar
nature. Access to residential properties shall be in accordance with Section 107.

Grading operations, roadway excavation and fill construction shall be conducted and maintained in such amanner asto provide
areasonably satisfactory and safe surfacefor vehicular and pedestrian traffic. When rough grading iscompl eted, the roadbed shall
be brought to and maintained in areasonably smooth condition, satisfactory and safefor vehicular traffic at the posted speed limit.
Pedestrian walkways shall be provided and maintained in alike manner. The Contractor shall accomplish any additional grading
operationsand/or repairs, including barricade replacement or repairsduring working and nonworking periodswhich, intheopinion
of the Engineer, are required.

In the event of abnormal weather conditions, such as windstorms, rainstorms, etc., the Contractor shall immediately inspect his
work area and take all necessary actions to insure that public access and safety are maintained.

The Contractor shall provide the Engineer with the emergency address of his representatives as required by Section 105.
104.1.3 Cleanup and Dust Control: Throughout all phases of construction, including suspension of work, and until final
acceptance of the project, the Contractor shall keep the work area clean and free from rubbish, excess materials and debris

generated by Construction Activities.

At disposal sites and storage sites, other than agency landfills, the Contractor shall be responsible for al required dust control
measures. This includes temporary yard or staging areas.
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SECTION 104

The Contractor shall take whatever steps, procedures or means required to prevent any dust nuisance due to his construction
operations. The dust control measures shall be maintained at all times to the satisfaction of the Engineer and in accordance with
the requirements of the Maricopa County Bureau of Air Pollution Control Rules and Regulations.

Failure of the Contractor to comply with the Engineer's cleanup orders may result in an order to suspend work until the condition
iscorrected. No additional compensation or timewill be allowed asaresult of such suspension and the Engineer hasthe authority
to take such other measures as may be necessary to remedy the situation. Subsection 104.2.5 applies.

104.1.4 Final Cleaning Up: Before final acceptance, al private or public property and grounds occupied by the Contractor in
connection with the work shall be cleaned of all rubbish, excess materials, temporary structures and egquipment, and all parts of
the work area shall be left in an acceptable condition.

104.2 ALTERATION OF WORK:

*104.2.1 By the Contracting Agency: The Contracting Agency reservestheright to make, at anytime during the progress of the
work, such alterations in the details of construction and such increases or decreases in quantities as may be found necessary or
desirable. Such alterationsand changes shall not invalidatethe contract nor rel ease the surety and the Contractor agreesto perform
the work as altered, the same as if it had been a part of the original contract. The Engineer will issue Change Orders to cover
unforeseen circumstances which make it impossible to carry out the work in accordance with the original contract plans and
specifications.

If the alterations or changes made by the Contracting Agency increases or decreases the total cost of the contract or thetotal cost
of any major item by more than 20 percent, either party may request an adjustment in payment in accordance with Section 109.

104.2.2 Dueto Physical Conditions:

*(A) Should the Contractor encounter or discover during the process of the work, subsurface or latent physical conditions at the
site differing materially from those indicated in the contract, or unknown physical conditions at the site of an unusual nature,
differing materially from those ordinarily encountered and generally recognized asinherent in work of the character provided for
inthe contract, the Engineer shall be promptly notified in writing of such conditions before they are disturbed. The Engineer will
thereupon promptly investigate the conditions and, if he finds they do so materially differ and cause an increase or decrease in
the cost of or the time required for performance of the contract, an equitable adjustment will be made and the contract modified
inwriting accordingly.

*(B) If at the time of opening up any portion of the work, material from which the subgrade, backfill or bedding is to be
constructed contains an excess of moisture so that the required compaction cannot be obtai ned without additional manipulation,
the Engineer will determine the cause of such condition. If the cause of such condition is determined to have been unforeseeable
and beyond the control of and without fault or negligence of the Contractor, the Engineer will determinewhether the material shall
be aerated or removed and replaced. Such work shall be done as directed and will be paid for as provided in Section 109.

*(C) Failure to notify the Engineer of the conditions described in A and B above prior to doing any work may be just cause to
reject any claims for additional monies and/or time.

*(D) Materia in ditches and ditch banks that contains moisture in an amount considered excessive by the Engineer shall be
removed and shall be aerated to the extent required by the Engineer before compaction is effected. No measurement or direct
payment for the removal and aeration of such materia will be made.

*(E) After any portion of thework has been opened up, saturation of material caused by irrigation water, storm drainage, weather
or such similar causes will be considered as within the responsibility of the Contractor.

*104.2.3 Dueto ExtraWork: The Contractor shall perform unforeseen work, for which thereisno unit bid priceinthe proposal,
whenever it isdeemed necessary or desirable by the Engineer in order to fully complete thework as contempl ated. Such work shall
be governed by all applicable provisions of the contract documents and payment will be made in accordance with the provisions
set forth in Section 109.

*Not applicable to Improvement District Projects.
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Shouldthe Contractor claimthat any instructionsreceivedinvol ve extrawork under the contract, heshall givethe Engineer written
notice within two work days after receipt of such instructions, and in any event before proceeding to execute the work, except in
emergencies endangering life or property. No claim shall be valid unless written notice is given.

If this extrawork is performed by others, the Contractor agrees to cooperate fully with the other source accomplishing thiswork
and agrees that this action shall not invalidate the Contract or release the surety.

104.2.4 At the Contractor's Request: Changes in the plans or specifications, which do not materially affect and are not
detrimental to the work or to the interests of the Contracting Agency, may be granted to facilitate the work. Requests shall bein
writing and submitted to the Engineer for approval. These changes, if approved and when resulting in a saving to the Contractor,
will be made at an equitable reduction in cost or in no case at any additional cost to the Contracting Agency.

104.2.5 Dueto the Failure of the Contractor to Properly Maintain the Project:

(A) If the Contractor failsto provide adequate Maintenance of Traffic or Cleanup and Dust Control or to correct deficiencies
resulting from abnormal weather conditions, the Engineer has the authority to suspend the work wholly or in part until this
condition has been corrected.

(B) If the Contractor failsto comply with the Engineer's written order to provide adeguate maintenance of traffic, cleanup, dust
control, or to correct deficiencies resulting from abnormal weather conditions, the Engineer has the authority to have this work
accomplished by other sources.

(C) The Contractor agreesto cooperate fully with the other source accomplishing thiswork and agrees that this action shall not
invalidate the Contract or release the surety.

End of Section
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SECTION 201
CLEARING AND GRUBBING
201.1 DESCRIPTION:

This work shall consist of removing objectionable material from the right-of-way, easements and such other areas as may be
specified in the specia provisions. Clearing and grubbing shall be performed in advance of grading operations.

201.2 PRESERVATION OF PROPERTY:

Existing improvements, adjacent property, utilities and other facilities, and trees and plants not to be removed, shall be protected
frominjury or damage resulting from the Contractor's operations, see Section 107.

201.3 CONSTRUCTION METHODS:

The construction site and areas on each side of the roadway from centerline to the toe of an embankment, the top of a cut sope,
the slope rounding limit or to aline 10 feet outside the edge of the surfaced area, whichever is greater, but not beyond the limits
of the right-of-way, shall be cleared of all trees, stumps, brush, roots, rubbish, debris and other objectionable matter, except as
follows.

All trees and shrubs found suitable for improvement and beautification, which will not interfere with excavation or embankment
or cause disintegration of the improvements shall not be disturbed. In any event, the Contractor shall avoid, asfar as practicable,
injury to shrubbery, vines, plants, grasses and other vegetation growing outside of the clearing limits. The dragging and the piling
of materials of various kinds and the performing of other work which may beinjuriousto vegetation shall, insofar as practicable,
be confined to areaswhich have no vegetation or which will be covered by embankment or disturbed by excavation during grading
operations.

For the full width of all water courses within the right-of-way lines, no stump, root or other obstruction shall be left higher than
the natural stream bed.

From excavated areas, all stumps, roots and other obstructions 3 inches or over in diameter shall be grubbed to a depth of not less
than 18 inches below finish grade.

In embankment areas or other areasto be cleared outside the road prism slope lines, all stumps, roots and other obstructions shall
not be left higher than specified in Table 201-1.

TABLE 201-1
EMBANKMENT CLEARING AND GRUBBING

Height of Embankment Height of Clearing
Over Stump and Grubbing
0 Feet to 2 Feet All stumps or roots 6 inches or over in diameter shall be grubbed to 18

inches below original grade. All others shall be cut flush with the ground.

2 Feet to 3 Feet All stumps 1 foot and over in diameter shall be grubbed to 18 inches
below original grade. All others shall be cut flush with the ground.

Over 3 Feet No stumps shall be left higher than the stump top diameter, and in no case
more than 18 inches.

Cavities left below subgrade elevation by removal of stumps or roots shall be carefully backfilled and compacted.

Tree branches extending over the roadway, which hang within 12 feet of the profile grade or that restrict sight distance shall be
cut off close to the trunk or stem of the tree in a neat and workmanlike manner. The Contractor shall remove additional tree
branches under the direction of the Engineer, in such a manner that the tree will present a balanced appearance. Scars resulting
from the removal of branches shall be treated with a heavy coat of an approved tree sealant.
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All tree trunks, stumps, brush, limbs, roots, vegetation and other debris removed in clearing and grubbing shall be removed to
locations outside of and out of sight of the right-of-way, or otherwise disposed of so asto leave the construction site and adjacent
areas in aneat and finished condition, free from unsightly debris.
201.4 REMOVAL AND DISPOSAL OF SALVAGEABLE ITEMS:
Itemsand material sof sal vage val ue asdetermined by the Engineer, unlessincorporated inthe new work, shall remain the property
of the Contracting Agency and shall be storaged in adjacent areas as directed by the Engineer. Such items and materials shall be
carefully removed and in such a manner as to permit reuse.
201.5 PAYMENT, CLEARING AND GRUBBING:
Unless otherwise provided in the special provisions or bid proposal, no payment will be made for clearing and grubbing as such;
the cost thereof shall be included in the bid price for the construction or installation of the items to which said clearing and
grubbing are incidental or appurtenant.
201.6 MEASUREMENT, REMOVAL AND DISPOSAL OF TREES:

If the proposal includes separate estimates of quantities for the removal of trees, the tree will be classified by size asfollows:

(A) Trees12inchesor lessin diameter at 1-foot above the original ground surface will beincluded in the bid pricefor clearing
and grubbing or excavation and no additional compensation will be alowed therefore.

(B) Treesmorethan 12 inchesin diameter at 1-foot abovethe original ground will be included as separate bid item and payment
will be made at the unit bid price quoted in the proposal .

201.7 PAYMENT, REMOVAL AND DISPOSAL OF TREES:

Payment for removal of trees will be on a unit price for each tree measured and removed, in accordance with the above
classifications, at the unit price stipulated in the proposal.

End of Section
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SECTION 205
ROADWAY EXCAVATION
205.1 DESCRIPTION:

Roadway excavation shall consist of excavationinvolvedinthe grading and construction of roadways, except structureexcavation,
trench excavation and any other excavation separately designated.

205.2UNSUITABLE MATERIAL:

Material shall be considered unsuitablefor fill, subgrade, shouldersand other usesif it contains organic matter, soft spongy earth,
or other matter of such nature that compaction to the specified density is unobtainable.

Material that isunsuitable for theintended use, shall be excavated and removed from the site or otherwise disposed of asdirected
by the Engineer.

The removal and disposal of such unsuitable material will be paid for as roadway excavation.
205.3 OVERSHOOTING:

Material outside the authorized cross section which may be shattered or loosened because of blasting shall be removed by the
Contractor at no additional cost to the Contracting Agency. The Contractor shall discontinue any method of blasting whichinthe
opinion of the Engineer leads to excessive overshooting or is dangerous to the public or destructive to property or to natural
features.

205.4 SLIDESAND SLIPOUTS:

Material outside the planned roadway or ditch slopes which in the opinion of the Engineer is unstable and constitutes potential
dlides, material which has come into the roadway or ditch, and material which has slipped out of new or old embankments shall
be excavated to designated lines or slopes either by benching or in such manner as directed by the Engineer. Such material shall
be used in the construction of the embankments or disposed of as directed by the Engineer.

The removal and disposal of slide and slipout material as specified above, not resulting from overshooting as specified above,
will be paid for at the contract prices for roadway excavation; however, if due to the character of the work, the removal and
disposal of such material isnot properly compensable at the contract pricesfor roadway excavation, the work may be paid for as
extrawork provided the Contractor requests in writing such payment prior to performing any such work.

Only those quantities of dlide or slipout material which are actually removed as ordered by the Engineer will be paid for.
205.5 SLOPES:

Excavation slopes shall be finished in conformance with the lines and grades shown on the plans. Debris and loose material shall
be removed. When completed, the average plane of the slopes shall conform to the dopesindicated on the plans and no point on
the completed slopes shall vary from the designated plane by more than 6 inches measured at right angles to the slope, except
where excavationisinrock no point shall vary morethan 2 feet fromthe designated plane of the lope. In no case shall any portion
of the slope encroach on the roadbed.

Topsof excavation slopesand ends of excavations shall be rounded as shown on the plans and these quantitieswill not beincluded
in the quantities of excavation to be paid for. This work will be considered as a part of finishing slopes and no additional
compensation will be allowed therefore.

Embankment slopesshall befinishedin conformancewith linesand grades shown onthe plans. When compl eted the average plane

of slopesshall conform to slopesindicated on the plansand no point on the completed slopes shall vary from the designated plane
by more than 6 inches measured at right angles to the slope.
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SECTION 205
205.6 SURPLUSMATERIAL:

Unless otherwise shown on the plans, specified in the special provisions, or approved by the Engineer, no surplus excavated
materia shall be disposed of within the right-of-way. The Contractor shall make all arrangements for disposal of the material at
off-site locations as may be approved by the Engineer, and shall upon request file with the Engineer the written consent of the
owner of the property upon which he intends to dispose of such material.

If the quantity of surplus material is shown on the plans or specified in the special provisions, the quantity shown or specified is
approximate only. The Contractor shall satisfy himself that there is sufficient material available for the completion of the
embankments before disposing of any indicated surplus material inside or outside the right-of-way. Any shortage of material
caused by premature disposal of surplus material by the Contractor, shall be replaced by himand no compensationwill beallowed
the Contractor for such replacement.

205.7 MEASUREMENT:
The following earthwork operations will be measured as roadway excavation for the quantities of material involved.

Excavating the roadway prism including public and private road approaches, connections and driveways, excavating unsuitable
material when shown on the plans or specified in the specia provisions; excavating slides and slipouts not resulting from
overshooting; excavating surplusmaterial; excavating sel ected material and topsoil fromwithin thelimitsof project and removing
such materials from stockpiles when stockpiling is ordered; excavating ditches and excavating borrow.

The Engineer will compute the quantities of material excavated by a method which in his opinion is best suited to obtain an
accurate determination.

Excavation in excess of the planned or authorized cross section will not be paid for, except as provided above. The Contractor
shall backfill and compact unauthorized excavated areas to the original ground elevation of authorized section at no additional
cost to the Contracting Agency.

Material resulting from excavating ditches or channels may be used to construct roadway embankments, dikes, or for other
purposes, or disposed of, as directed by the Engineer.

Care shall be exercised to prevent excavating bel ow the grade for the bottom of the ditch and areas excavated bel ow grade shall
be filled with suitable material and compacted by the Contractor at no additional cost to the Contracting Agency.

205.8 PAYMENT:
Quantities of roadway excavation will be paid for at the contract unit price per cubic yard. Such price shall include excavating,
doping, rounding tops and ends of excavations, loading, depositing, conditioning, spreading, and compacting the material

completein place and disposal of surplus material.

When the proposal does not include a pay item for roadway excavation the cost thereof shall be considered as being included in
the price bid for the construction or installation of the items to which such roadway excavation isincidental or appurtenant.

End of Section
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SECTION 206

STRUCTURE EXCAVATION AND BACKFILL
206.1 DESCRIPTION:

Structure excavation shall consist of the removal of material for the construction of foundations for bridges, manholes, retaining
walls, box culverts, head walls for culverts, and other structures, and other excavation designated on the plans or in these
specifications or in the special provisions as structure excavation.

Structurebackfill shall consist of furnishing material, if necessary, and placing and compacting backfill material around structures
to the lines designated on the plans or specified or directed by the Engineer.

Structure excavation and structure backfill shall include the furnishing of all materials and equipment and the providing of other
facilities which may be necessary to perform the excavations and place and compact the backfill, and the subsequent removal of
these facilities, except where they are required or permitted by the plans, specia provisions or Engineer to remain in place.

206.2 FOUNDATION MATERIAL TREATMENT:

When footing concrete or masonry isto rest upon rock, the rock shall be fully uncovered and the surface thereof shall be removed
to a depth sufficient to expose sound rock. The rock shall be roughly leveled off or cut to approximate horizontal and vertical
steps, and shall be roughened. Seamsintherock shall be grouted under pressure or treated asthe Engineer may direct and the cost
thereof will be paid for as extrawork.

When no pilesare used and footing concrete or masonry isto rest on an excavated surface other than rock, care shall be taken not
to disturb the bottom of the excavation and final removal of the foundation material to grade shall not be made until just before
the concrete or masonry is placed. Excavation below grade shall be replaced with the same class of concrete specified for the
structure or with 1 1/2 sack controlled low strength material as specified in Section 728. When the replacement material is
structural concrete, the material shall be placed at the same time as the structure material. Placement of controlled low strength
material shall be per Section 604 which will require atime lag between placement of the material and the structural concrete. The
placement of the additional material shall be at no cost to the Agency except when over-excavation is directed by the Engineer.

The excavation for structures shall be completed to the bottom of the footings before any piles are driven therein, and excess
material remaining in the excavation after pile driving shall be removed to the elevation of the bottom of the footings.

When piles are used and ground displacement results from pile driving operations, the Contractor shall at his expense excavate
or backfill the footing area to the grade of the bottom of the footing as shown on the plans with structure backfill material.

206.3 INSPECTION:

When any structure excavation is completed, the Contractor shall notify the Engineer who will make an inspection of the
excavation. No concrete or masonry shall be placed until the excavation has been approved by the Engineer.

206.4 STRUCTURE BACKFILL:

206.4.1 Preparation for Structure Backfill: Prior to the placement of structure backfill, the Contractor shall remove all loose,
unstable materials from the sides of the structure excavation that may constitute a safety concern or impact proposed backfill
operations. The Contractor shall then compact the bottom of the remaining open structure excavation to a uniform density of not
less than 95 percent maximum dry density. With the approval of the compaction of the bottom of the open structure excavation
by the Engineer, the Contractor may start the placement of the Structure Backfill.

206.4.2 StructureBackfill for Earth Retaining Structures: StructureBackfill to be placed against concrete structuresdesigned
to retain earth loads, such as bridge abutment backwalls and wingwalls, box culvert outside walls and wingwalls, and retaining
walls:

(A) Shal conform to the material requirements of Section 701.2.1 Crushed Rock, and the gradation requirements for Select
Material, Type A or B in Table 702-1 unless otherwise approved by the Engineer.

(B) Shall not be placed until the concrete has reached its full design strength.

(C) shall be placed in layers not more than 8 inchesin depth before compaction, when compacted by pneumatic or mechanical
tamping devices.
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(D) Shal be uniformly compacted to at least 95 percent of maximum density.

EXCEPTION: Catch basins constructed in accordance with standard details and having the outlet invert depth equal to or less
than six feet may place structure backfill when the concrete has attained a minimum compressive strength of 2500 psi in
compression as specified in Section 725 and in no case less than 72 hours after casting.

206.4.3 Structur e Backfill for Structures Other than Earth Retaining: Structure Backfill placed against concrete structures
not designed to retain earth loads:

(A) Shall not be placed until the concrete has attained a minimum compressive strength of 2500 psi in compression as specified
in Section 725 and in no case less than 72 hours after casting.

(B) Shall be uniformly compacted to at least 90 percent of maximum density.

206.4.4 StructureBackfill for Structureswithin Paved Areas: Where astructureislocated within an existing street, proposed
street, or paved area:

(A) Backfill within 2 feet of the surface shall be compacted to the minimum density specifiedin Table 601-2, for Typel or shall
be filled with 1/2 sack or 1 sack controlled low strength material as specified in Sections 604 and 728.

(B) All other structure backfill shall becompacted tothe minimumdensity specifiedin Table601-2, for Typelll or shall befilled
with 1/2 sack or 1 sack controlled low strength material as specified in Sections 604 and 728.

206.4.5 Structure Backfill for Precast Minor Structures: Minor structures, as defined in Section 505.1.1, when furnished as
precast structures, shall be placed on a compacted layer of Structure Backfill at least 6 inches in depth that conforms to the
material requirements of Section 206.4.2. The layer shall be shaped to fit the bottom surface of the precast unit and compacted
to not less than 100 percent maximum density. The Structure Backfill shall be at or near optimum moisture content, as approved
by the Engineer. After the unit hasbeeninitially set in place and checked for line and grade, it shall be removed, and any defects
initsbearing areaor line and grade shall be corrected by trimming and by placing and compacting similarly moistened Structure
Backfill and the unit reset in place. If in the opinion of the Engineer the bearing area or line or grade of a set precast unit is
defective, the Contractor shall removed the unit, correct the bearing area and reset the unit at no additional cost to the Agency.
Precast units shall be installed on compacted, shape-conformed Structure Backfill in reasonable conformity with the lines and
grades shown on the project plans.

206.4.6 Relative Compaction: Unless otherwise provided in the plans and/or specia provisions the maximum density shall be
determined using procedures defined in Section 301.

206.5 PAYMENT:

Unless otherwise provided in the specia provisions or proposal, no payment will be made for structure excavation and backfill
assuch; the cost thereof shall beincluded in the price bid for the construction or installation of the itemsto which such excavation
and backfill are incidental or appurtenant.

When the Special Provisions identify Structure Excavation and/or Structure Backfill as pay items, the following methods of
measurement and payment shall be used:

206.5.1 M easurement

(A) StructureExcavation: Structure Excavationwill be measured by the cubic yard, based on the volumes cal culated from the
measurement/pay limits shown on the Project Plans. If no limits are shown, the measurement for Structure Excavation shall be
inaccordancewith theapplicabledetailsshown onthe current ArizonaDepartment of Transportation (ADOT) Standard Drawings
B-19.30 and/or B-19.50.

No reduction in measurement for payment will be made when the Contractor electsto not excavate all material between thelimits
of the actual structure, and the pay limits shown on the Project Plans and/or the above referenced ADOT Standard Drawings.

No additional measurement for payment will be made for excavation resulting from lack of side support for structure excavations,
nor due to carel essness of the Contractor.

Revised 2008 206-2



SECTION 206
(B) Structure Backfill: Structure Backfill will be measured by the cubic yard, based on the volumes calculated from the

measurement/pay limits shown on the Project Plans. If no limits are shown, the measurement for Structure Backfill shall bein
accordance with the applicable details shown on the current ADOT Standard Drawings B-19.40 and/or B-19.50.

206.5.2 Payment

Structure Excavation and Structure Backfill: The accepted quantities of Structure Excavation and the accepted quantities of
Structure Backfill will be paid for at their respective contract unit prices.

Hauling, placing, and compacting surplus Structure Excavation in embankments, or otherwise disposing of the material, shall be
included in the contract price paid for Structure Excavation.

End of Section
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SECTION 210

BORROW EXCAVATION
210.1 LOCAL BORROW:
Local borrow shall consist of material excavated and used in the construction of fills or for use as selected material or for other
construction purposes. Local borrow shall be obtained by widening cuts or by excavating from other sources outside the planned
or authorized cross section within theright-of-way and withinthe limits of the project. Local borrow shall beexcavated tothelines
and grades established by the Engineer.
210.2 IMPORTED BORROW:
Imported borrow shall consist of material required for construction and unless otherwise designated in the specia provisions, the
Contractor shall make hisown arrangementsfor obtaining imported borrow and he shall pay all costsinvolved. Imported borrow

shall be obtained from sources indicated on the plans, designated in the specia provisions, or approved by the Engineer.

The material shall be free from wood, vegetation, or other deleterious matter. The maximum size of this material shall not be
greater than 2/3 the compacted thickness of the course placed in the subgrade.

The Contractor shall notify the Engineer sufficiently in advance of opening any material sites so that cross section elevationsand
measurements of the ground surface after stripping may be taken and sufficient time for testing and material will be allowed.

Borrow pitsshall beexcavated to regular linesto permit accurate measurement; depth of excavation throughout the area of borrow
pits shall be as uniform as practicable and the side slope shall be dressed to such slope as may be directed, leaving the borrow pit
areain aclean and safe condition.

210.3 PLACING AND COMPACTING:

Local borrow and imported borrow shall be placed and compacted as specified in Section 211.

The Contractor shall satisfy himself that there is sufficient space available in fill locations for placing any excavated material,
before placing borrow. Any excess excavation which devel opsasaresult of placing borrow in advance of completing excavations
shall bedisposed of by the Contractor at no additional cost to the Contracting Agency in accordancewith the provisionsin Section
205 and a corresponding reduction in the quantity of borrow to be paid for will be made, for which the Contractor will have no
claim for compensation.

2104 MEASUREMENT:

Quantities of borrow will be measured as specified for roadway excavation in Section 205.

Material excavated at the borrow site and not used on the work will be deducted from the computed quantitiesand will not be paid
for.

2105 PAYMENT:
Quantities of borrow excavation will be paid for at the contract unit price per cubic yard. Such price shall include excavating,

sloping and cleaning of borrow area, hauling, depositing, spreading and compacting the material completein place, and disposal
of surplus material, unless an alternate basis of payment is stipulated in the proposal.

End of Section
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SECTION 211
FILL CONSTRUCTION
211.1 DESCRIPTION:

Fill construction shall consist of constructing embankments except as may otherwise be specified, including the preparation of
the areas upon which they are to be placed; the construction of dikes; the placing and compacting of approved material within
areas where unsuitable material has been removed; and the placing and compacting of material in holes, pits, and other
depressions.

211.2 PLACING:

Rocks, broken concrete, or other solid material, which are larger than 4 inches in greatest dimension shall not be placed in fill
areas where piles are to be placed or driven.

Whenfill isto be made and compacted on hillsides or where new fill isto be compacted against existing fill or where embankment
isbuilt 1/2 width at atime, the slopes of original hillsides and old or new fills shall be benched a minimum of 4 feet horizontally
asthefill isplaced. A new bench shall be started where ever the vertical cut of the next lower bench intersects the existing ground.
Material thus cut out shall be recompacted along with the new embankment material by the Contractor at no additional cost to
the Contracting Agency, unless the width of the bench required exceeds 4 feet, in which case the excavated material in excess of
4 feet will be measured and paid for as excavation.

Clodsor hard lumps of earth of 6 inchesin greatest dimension shall be broken up before compacting the material in embankment,
except as provided in the following paragraph:

When thefill material includes large rocky material, or hard lumps, such as hardpan or cemented gravel which cannot be broken
readily, such material shall be well distributed throughout the fill. Sufficient earth or other fine material shall be placed around
the larger material asit is deposited so asto fill the interstices and produce a dense, compact fill. However, such material shall
not be placed within 2 feet of the finished grade of thefill.

211.3 COMPACTING:

Fill shall be constructed in compacted layers of uniform thickness and each layer shall be compacted in accordance with the
requirements herein specified with the following exception.

Wherefills are to be constructed across low, siwampy ground which will not support the weight of hauling equipment, the lower
part of the embankment may be constructed by dumping successive loads of suitable materialsin a uniformly distributed layer
of thickness not greater than that necessary to support the equipment while placing subsequent layers, after which the remainder
of the embankment shall be constructed in layers and compacted as specified.

Unless specified herein, or in the specia provisions, the construction of dikes, the placing and compacting of approved material
within the right-of-way where unsuitable material has been removed, and the filling of holes, pits and other depressions within
the right-of-way, shall conformto all of the requirements herein specified for compacting fills. Trenches, holes, depressions and
pits outside of areas where fills are to be constructed shall be graded to provide a presentable and well-drained area.

Areasover whichfillsare to be placed shall be cleared and scarified to adepth of 6 inchesto provide abond between the existing
ground and the material to be deposited thereon. Unless otherwise specified, the original ground area upon which fillsareto be
constructed shall be compacted to a uniform density of not less than 95 percent.

Theloosethickness off each layer of fill material before compacting shall not exceed 8 inches, except as provided inthefollowing
paragraph for rocky material. Each layer shall be compacted in accordance with the following requirementsto a uniform density
of not lessthan 90 percent, except that where a new or widened roadway and appurtenances are required, density of the upper 2
feet and when the fill iswithin 2 feet of the above shall be not less than 95 percent.
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When fill material contains by volume over 25 percent of rock larger than 6 inches in greatest dimension, thefill below aplane
3 feet bel ow finished grade may be constructed in layers of aloose thickness before compaction not exceeding the maximum size
of rock in the material but not exceeding 3 feet in thickness.

The interstices around the rock in each layer shall be filled with earth or other fine material and compacted. Broken portland
cement concrete and bituminous type pavement obtained from the project excavations will be permitted in the fill with the
following limitation:

(A) The maximum dimension of any piece used shall be 6 inches.

(B) Pieceslarger than 4 inches shall not be placed within 12 inches of any structure.

(C) Pieceslarger than 2 1/2 inches shall not be placed within 12 inches of the subgrade for paving.

(D) Nesting of pieceswill not be permitted.

At thetime of compaction, themoisture content of fill material shall be such that the specified rel ative compactionwill be obtained
and the fill be firm and unyielding. Fill material which contains excessive moisture shall not be compacted until the material is
dry enough to obtain the required relative compaction. Full compensation for any additional work involved in drying fill material

to the required moisture content shall be considered as included in the contract price paid and no additional compensation will
be allowed therefore.

Embankments shall be constructed so that each layer shall have acrossfall of at least 2 percent but no more than 5 percent.
2114 TESTS:

Unless otherwise provided in the plans or specia provisions the fill shall be thoroughly compacted to not less than the stated
densities when tested and determined by AASHTO T-99, Method A, and T-191 or ASTM D-2922 and D-3017 with the percent
of density adjusted in accordance with the rock correction procedure for maximum density determination, standard detail, to
compensate for the rock content larger than that which will passaNo. 4 sieve.

211.5MEASUREMENT:

The quantities of fill construction used to construct embankments or dikeswill be those of the complete bid item, in place, within
the limits of dimensions shown on the plans.

The Engineer will compute the quantities of fill by a method which in his opinion is best suited to obtain an accurate
determination.

211.6 PAYMENT:

Quantities of fill construction will be paid for at the contract unit price per cubic yard of fill as stipulated in the proposal. Such
price shall include placing and compaction and all related work as specified above, unless an aternate basis of payment is
stipulated in the proposal.

Unless otherwise provided in the specia provisions, no payment will be made for fill construction to replace unsuitable material
or for fill for holes, pits, and other depressions. The cost thereof shall beincluded in the price bid for the construction of theitems
to which such fill isincidental or appurtenant.

End of Section
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SECTION 301
SUBGRADE PREPARATION

301.1 DESCRIPTION:

This section shall govern the preparation of natural, or excavated areas prior to the placement of sub-base material, pavement,
curbs and gutters, driveways, sidewalks or other structures. It shall include stripping and disposal of al unsuitable material
including existing pavement and obstructions such as stumps, roots, rocks, etc., from the area to be paved.

301.2 PREPARATION OF SUBGRADE:

With the exception of areas where compacted fills have been constructed as specified in Section 211 in the areas where new
construction is required the moisture content shall be brought to that required for compaction by the addition of water, by the
addition and blending of dry, suitable material or by the drying of existing material. The material shall then be compacted to the
specified relativedensity. 1f pumping subgrade should becomeevident at any time prior to paving, the Engineer may require proof
rolling with apneumatic-tireroller or other approved equipment in order to identify the limits of the unacceptable area. The proof
rolling will be performed at no additional cost to the Contracting Agency.

301.3 RELATIVE COMPACTION:

The subgrade shall be scarified and loosened to a depth of 6 inches. When fill material isrequired, alayer of approximately 3
inches may be spread and compacted with the subgrade material to provide a better bond. The subgrade cut and fill areas shall
be constructed to achieve a uniform soil structure having the following minimum dry density when tested in accordance with
AASHTO T-99, Method A, and T-191 or ASTM D-2922 and D-3017 with the percent of density adjusted in accordance with the
rock correction procedures for maximum density determination, standard detail, to compensate for the rock content larger than
that which will passaNo. 4 sieve.

(A) Al S EELS . ..ottt e 95 percent
(B) Other traffiC Way s ... oottt e e e e 90 percent
(C) Curbs, guttersand Sidewalks . . ... ... o 85 percent

301.4 SUBGRADE TOLERANCES:

Subgrade upon which pavement, sidewalk, curb and gutter, driveways, or other structures are to be directly placed shall not vary
morethan 1/4 inch from the specified grade and cross-section. Subgrade upon which sub-base or base material isto be placed shall
not vary more than 3/4 inch from the specified grade and cross-section. Variations within the above specified tolerances shall be
compensating so that the average grade and cross-section specified are met.

301.5 GRADING OF AREASNOT TO BE PAVED:

Areas where grade only is called for on the plan shall be graded to meet the tolerances for the subgrade where sub-base or base
material isto be placed. The surface shall be constructed to a straight grade from the finished pavement elevations shown on the
plans to the elevation of the existing ground at the extremities of the areato be graded.

301.6 PROTECTION OF EXISTING FACILITIES:

The Contractor shall exercise extreme caution to prevent debris from falling into manholes or other structures. In the event that
debris should fall into a structure it shall immediately be removed.

301.7 MEASUREMENT:
Measurement for grading under pavement will be by the square yard.
301.8 PAYMENT:

Payment for this grading work will be made only when it is performed for street or roadway paving projects. Payment for
necessary grading for items outside of the lip of gutter shall be included in the cost of those items.

Payment will be made at the unit price bid per square yard, and such payment shall be compensationinfull for theitem complete
in place, including stripping, excavating, hauling, filling, compacting, and disposing of excess or unsuitable materials, together
with all costsincidental thereto.

End of Section
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SECTION 310
UNTREATED BASE
310.1 DESCRIPTION:

Untreated base, i.e., select or aggregate base course, shall comply with Subsection unless the use of a different type of material
is specifically authorized in the specia provisions.

310.2 PLACING:

Untreated base 6 inches or lessin compacted thickness may be placed in asingle layer and those more than 6 inchesin thickness
shall bebuilt upinsuccessive layers of approximately equal compacted thickness not to exceed amaximum thickness of 6 inches.
The requirements which follow are applicable to all types of material.

After distributing, thebase material shall first bewatered and thenimmediately bladed to auniformlayer that will net, after rolling,
the required thickness. If the materials deposited are not uniformly blended together, the blading operation shall be continued to
such extent as may be necessary to eliminate segregation. The quantity of water applied shall be that amount which will assure
proper compaction resulting in a relative density of not less than 100 percent as determined under Section 301. Care shall be
exercised in connection with watering operations to avoid wetting the subgrade or any lower base course to detrimental extent.

Upon compl etion, the base surface shall be true, even and uniform conforming to the grade and cross-section specified.
Untreated base may vary not more than 1/2 inch above or below required grade and cross-section.

310.3 DEFICIENCY:

When in the opinion of the Engineer there is reason to believe that a deficiency in thickness, or an excess of plasticity exists,
measurements or samples will be taken in the same pattern as that defined in Section 321. If the base has been covered or it is

otherwise impractical to correct the deficiency, the corrective measures in Table 310-1 shall be taken by the Contractor at no
additional cost to the Contracting Agency.

TABLE 310-1
THICKNESSAND PLASTICITY DEFICIENCY

Type Deficiency Corrective M easure

. . Place asphalt chip seal using precoated chips in accordance with
I #i;(?gg more but less than linch Section 330 for the full roadway width over the areainvolved but for
not less than 660 feet or one City block in length.

Place an additional asphalt concrete overlay, a 9.5 mm mix, of 1/2
the thickness of the deficiency in thickness for the full roadway

. Linch or morein thickness width over the areainvolved, not lessthan 660 feet or one City block

in length.
i A plasticity index of 6 to 7 Place an asphalt concrete overlay 1/2 inchinthicknessover the same
inclusive* total area asrequired for Typel and 1.

Remove deficient material from affected area and replace with
material complying with the specifications.

* The plagticity index shall be in accordance with AASHTO T-146 Method A (wet preparation), T-89 and T-90.

v A plasticity index of over 7*

310.4 PAYMENT:

Payment for untreated base will be made on the basis of the price bid per ton unless an alternate basis of payment is provided in
the proposal.

End of Section
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SECTION 315
BITUMINOUSPRIME COAT

315.1 DESCRIPTION:

Bituminous prime coat shall consist of furnishing bituminous material and applying this bituminous material to a prepared base
course, in accordance with these specifications.

3152 MATERIALS:

Bituminous material shall conform to the requirements of Section 712 for the type and grade specified.

315.3 CONSTRUCTION METHODS:

315.3.1 Preparation of Surface: The surface on which the bituminous prime coat isto be placed shall be uniformly smooth and
firm and reasonably true to grades and cross-sections as shown on the plans, and shall be so maintained throughout the period of
placing the prime coat. In no event shall a prime coat be placed on a soft, uneven base. Any holes, depressions or irregularities
shall be repaired by the removal of al loose and unsuitable material and replacement by suitable material, which shall be
compacted to produce adense surface conforming to the adjacent area. Uniformity of surfacetextureisof the utmost importance.

When required, the surface on which the prime coat is to be placed shall be lightly bladed and rolled immediately prior to the
application of bituminous material.

315.3.2 Application of BituminousM aterial: Bituminousmaterial shall be applied only whenthe surfaceiseither dightly damp
or dry. For extremely dry aress, alight application of water may be required prior to the application of bituminous material.

The approximate quantity of bituminous material to be used will be specified; however, the exact amount used will be determined
by the Engineer at the time of application. The bituminous material shall be uniformly applied to the prepared surface at the rate
so designated and in one application.

The application of bituminous material and distributing equipment shall conform to the requirements of Section 330.

When it is deemed necessary, areas having excess bituminous material shall be blotted with material as directed.

When so directed, the surface of the complete prime coat shall be rolled with a pneumatic-tired roller.

315.3.3 Maintenance of Surface: Traffic shall be kept off the bituminous materia until it has penetrated the base or subgrade
and cured sufficiently.

The integrity of the prime coat shall be maintained at all times until the next courseis placed or until the final acceptance. In the
event traffic has caused holes or breaks in the surface, such holes or breaks shall be satisfactorily repaired by the Contractor.

3154 MEASUREMENT:

Theaccepted quantitiesof bituminousmaterial for bituminousprime coat will be measured by the ton undiluted for the bituminous
material used.

No measurement or direct payment will be made for rolling.

Materials necessary for repair of holes or breaksin the surface after the prime coat has been accepted, when such holes or breaks
are caused by traffic other than that of the Contractor, will be measured for payment under the respective contract item for the
materials used.

3155 PAYMENT:

Payment for the bituminous material will be on the basis of the price bid per ton, undiluted, complete in place.

Payment for furnishing, applying and removing blotter material will be paid for as an extrawork item.

End of Section
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SECTION 321
ASPHALT CONCRETE PAVEMENT
321.1 DESCRIPTION:

This section covers the placement of asphalt concrete either as a surface course, base course and/or curb upon a previously
prepared base or subgrade in accordance with these specifications or as shown on the plans or ordered in writing by the Engineer.

321.2 MATERIALSAND MANUFACTURE:
Materials and manufacture shall conform with Section 710 for the type specified.
321.3WEATHER AND MOISTURE CONDITIONS:

Asphalt concrete shall be placed only when the surface is dry, and when the atmospheric temperature in the shade is 40°F. or
above. No asphalt concrete shall be placed when the weather is foggy or rainy, or when the base on which the material isto be
placed contains moisture in excess of the optimum. Asphalt concrete shall be placed only when the Engineer determines that
weather conditions are suitable.

321.4 APPLICATION OF TACK COAT:

A tack coat shall be appliedto al existing and to each new course of bituminous surfacesprior to the placing of asucceeding layer
of bituminous mixed material. The tack coat may be deleted when a succeeding layer of asphalt concrete is being applied over
afreshly laid course that has been subjected to very little traffic when approved by the Engineer.

The application of the tack coat shall comply with Section 329. The grade of emulsified asphalt shall be SS-1 h as specified in
Section 713.

The same material that is specified above for the tack coat shall be applied to the vertical surfaces of existing pavements, curbs,
and gutters, against which asphalt concreteis to be placed.

The surface to be covered may require repair or patching as directed by the Engineer.
321.5 PLACING, SPREADING, AND FINISHING:

Asphalt concrete shall be delivered and placed at a temperature within the job mix formula limits specified in Section 710.
Tarpaulins shall be furnished and used to cover all loads during transportation if the temperature of the mixture is below the job
mix formulalimits specified in Section 710. Thetemperature shall be taken at a point 6 inches bel ow the exposed surface of the
material, inthetruck, onthejob site, and just prior to placement. When releasing agents are placed in thetruck beds, no freefluid
shall be present in the truck bodies at the time of asphalt concrete loading. Diesel fuel shall not be used as a releasing agent.

The handling of the completed mixture shall at al times be such asto prevent segregation, and the material as spread shall befree
from areasof excesscoarse, or finematerial. Float rock devel oped in the process of raking shall be placed on an underlying course
or otherwise disposed of. In no case shall it be scattered over the surface of afinal course.

Placement shall begin on pavement at points farthest from the source of supply, and progress continuously toward the source of
supply, unless otherwise ordered by the Engineer, and no more than 1/2 day's delivery to the project shall be placed in any one
lane in advance of the other lanes. The end of each lane shall be staggered in relation to the adjacent lane.

At locations where the mixture isto be placed over areasinaccessible to the required spreading or compacting equipment or over
areas where the use of the required spreading and compacting equipment would not be practicable, the mixture may be spread
or compacted by other methods as approved by the Engineer.
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321.5.1 Base Preparation: The base prepared by the Contractor, on which the asphalt concrete isto be placed, shall be smooth,
firm, and trueto grade and cross-section as shown on the plans, and shall be so maintained throughout the period of placing asphalt
concrete. If necessary, in order to obtain the above specified base condition, and if ordered by the Engineer, aleveling course of
asphalt concrete compacted in layers not exceeding 2 inchesin thickness or aggregate base shall be spread to level irregularities
such as dips, depressions, and sags. All irregularities such as humps or high spots shall be removed in order to provide a smooth
base of uniform grade and cross-section, so that subsequent surfacing will be of uniform thickness.

No additional compensation will be allowed for furnishing and placing these materials, and full compensation for all materials
and for al work incidental to the correcting of irregularities will be considered as included in the contract price for asphalt
concrete.

Pavement termination per Detail 201, Type A or B, shall be installed on all street edges where no other curb or retainment has
beeninstalled. Thiswill include but not be limited to the center line of half streets, diagonal or perpendicular end terminations,
street edges without curb and gutter or single curb.

321.5.2 (A) Spreading and Finishing Equipment: Self-propelled mechanical spreading and finishing equipment shall be
provided with a vibrating screed or strike off assembly capable of distributing not less than the full width of atraffic lane. The
term screed includes any strike off device that operates by cutting, crowding, or other practical action which is effective on
mixtures at workable temperatures without tearing, shoving, or gouging, and which will produce a finished surface of the
smoothness and texture required. The screed shall be adjustable to the required template and elevation. The forward speed of
operation of self-propelled mechanical spreading and finishing equipment shall be so regulated that no irregularities will result
in the surface texture or smoothness of the mat due to excessive forward speed of the spreading machine. The forward speed of
operation shall not exceed 55 feet per minute unless the contractor can demonstrate to the satisfaction of the Engineer that higher
speeds will not affect the smoothness of the mat.

All material within the self-propelled mechanical spreading and finishing equipment shall be handled to prevent segregation of
the aggregate. Thisincludes but is not limited to devices such as augers, screws or slat conveyors. These devices shall extend
tothefinal or termination point wherethe material isbeing transported within the equipment. If any of the devicesfail to function,
the paving operation shall be terminated immediately until repairs are completed. Inthe case of the screed, auger extensionsand
vibrators shall be installed wherever the screed is extended more than one (1) foot beyond the end of the base auger or auger
extension. However, when placing material against an extremely uneven curb or edge over a short distance, the Engineer may
waive the auger extensions and vibrators.

Self-propelled mechanical spreading and finishing equipment shall be equipped with a control system capable of automatically
maintaining the screed elevation as specified herein.

The control system shall be automatically actuated from either areference line or surface through a system of mechanical sensors
or sensor directed mechanisms or devices which will maintain the paver screed at a predetermined transverse slope and at the
proper elevation to obtain the required surface. When directed, the transverse slope control system shall be made inoperative and
the screed shall be controlled by sensor directed automatic mechanisms which will independently control the elevation of each
end of the screed from reference lines or surfaces.

The controls shall be capable of working in conjunction with any of the following attachments:

(A) Ski-type device of not less than 30 feet in length.
(B) Taut stringline or wire set to grade.
(C) Short ski or shoe.

The Contractor shall furnish all necessary equipment to perform the paving operation including along ski or shoeand all required
stakes and wire. Should the automatic control system become inoperative during the day’s, work, the Contractor may be
permitted to place the remaining material on site using manual controls; however, no further material shall be delivered to the
project site, and work shall not be resumed thereafter until the automatic control system has been made operative.

In conditions where the curb and/or gutter is not even and true to grade, the Engineer may require the Contractor to use aski-type

device or stringline as described in A or B above to establish the grade of the asphalt concrete surface adjacent to the curb or
gutter.
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When trucks are backed into the self-propelled mechanical spreading and finishing equipment, it shall be in such a manner that
the equipment will not be jarred excessively or moved out of line. Once in position, the truck shall be securely attached to the
equipment during spreading and finishing.

When the Engineer deemsthat the automatic screed control operationisnot practical under a particular set of conditions, he/she
may order the use of manual control in lieu thereof. However, the machine shall be equipped with the automatic device.

Use of the spreader boxes will be permitted by the Engineer only in writing, under certain conditions, such asin alleys and on
narrow paving projectswhereit isnot practical to use self-propelled equipment. The spreader box will be equipped with areadily
adjustable strike off blade. In order to obtain a smooth surface manipulation of the controls of the spreader box shall be held to
aminimum. Trucks shall be backed into the spreader box in such a manner that the box will not be jarred excessively or moved
out of line and the trucks shall be securely attached to the spreading and finishing.

If approved in writing by the Engineer, asphalt base course material may be placed with a self propelled pneumatic tired blade
grader equipped with an automatic leveling device capable of accurately maintaining transverse slope of the blade at a preset
angle. The grader shall have a blade not less than 12 feet long. Motor graders shall be free from appreciable lost motion in the
blade control.

321.5.2 (B) Compaction Equipment: All rollersused in compaction of asphalt concrete shall be self-propelled and reversible,
with aminimum weight of 8 tons. All rollers shall be maintained to insure smooth operation in respect to steering, the ability to
stop, start and reverse. All rollers shall be equipped with an automatic device or devices capable of properly dispensing an
approved releasing agent on the wheel s to prevent the wheel s from picking up the asphalt concrete. Diesel fuel shall not be used
asareleasing agent. All rollers shall be equipped with scrapers to keep the wheels clean from asphalt and other debris.

Pneumatic-tired rollers shall be of the 2 axle tandem type, having arolling width of not lessthan 5 feet. All tires shall not be less
than 20 inches in diameter, shall be of the same size and shall have treads satisfactory to the Engineer. The roller shall be so
constructed that the operating weight per tire shall not belessthan 2000 pounds and thetires shall be spaced so that the entire gap
between adjacent tireswill be covered by thetread of the followingtire. Except as otherwise specified, each tire shall beinflated
to 90 psi and at all timesthe air pressure in each tire shall not vary more than 5 psi from the specified pressure. Pneumatic-tired
rollers shall be equipped with skirt-type devices mounted around the tires so that the temperature of the tires will be maintained
during the rolling process.

Steel-wheeled tandem rollers or vibratory rollers may be used where applicable. Inal cases, the larger of the two roller wheels
will be operated intheforward position. The steel wheels shall be straight, freefrom groovesand/or pits. Vibratory rollersshall
be operated in accordance with standard practices and manufacturer recommendations.

321.5.3 Leveling Course: A leveling course shall be used when specified, or as directed in writing by the Engineer, to bring
existing pavement to a uniform grade prior to placing an overlay or other course.

After the prime coat or tack coat has been applied, the leveling course mixture shall be spread to the proper width and to such
depth as will compact to the required thickness. Actual quantities of the mixture required will be determined by the Engineer.

The distance to which aleveling course may be spread in advance of covering it with the following course shall be as ordered by
the Engineer.

Theleveling course material shall beplaced inlayers, 2 inches maximum compacted thickness, prior to finishing by meansof self-
propelled spreading equipment, spreader box or motor graders as discussed above. Other means may be permitted for placing
the leveling course provided the method, at the discretion of the Engineer, can provide a finish surface that does not vary from
the design surface by more than the amount specified below. In order to obtain a smooth surface, manipulation of controls of the
paver shall be at a minimum. Unless otherwise permitted by the Engineer, adjustments shall not be made on less than 50 feet
intervals and any adjustment shall not result in a change in thickness of the pavement in excess of 1/8 inch. Except where the
machine is equipped with electronic grade controls.

The placing of the leveling course shall be not less than one lane width and for the longest practical length for any one lay,
preferably not less than 1200 feet. The exact width and length will be approved by the Engineer.
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Compaction shall be accomplished by use of pneumatic-tire or steel-wheel rollers. Rolling shall proceed concurrently with the
laydown of theleveling course. During therolling operation, the speed of theroller shall not exceed 3 miles per hour. Additional
rollers may be required depending on the placement rate of the asphalt concrete. 1f ample number of rollers are not present, the
contractor shall adjust the placement rate to accommodate the roller speed.

The leveling course shall be thoroughly compacted, smooth and true to grade and cross-section and free from ruts, humps,
depressionsor irregularities. Anacceptable surface shall not vary morethan 1/2 inch fromthelower edge of a25 foot straightedge
when the straightedge is placed parallel the centerline of theroadway. The straightedge shall be furnished by the Contractor and
shall be constructed of such lightweight materials that it can be handled by the inspector without assistance.

When deviations in excess of the above tolerance are found, such places as humps; or depressions shall be corrected to meet the
specified tolerance. All labor and equipment necessary to correct such deviations shall be at no additional cost to the Contracting
Agency. Adjustment in the cost for the material may be requested by either the Contracting Agency or Contractor depending on
the type of deviation.

321.5.4 Asphalt Base and Surface Course: Asphalt base and surface courses shall be spread and finished by means of self-
propelled mechanical spreading and finishing equipment as described and specified above, except as otherwise noted. The
compacted thickness of layers placed shall not exceed 150% of the Design Target Lift Thickness of Table 710-1 except as
otherwise provided in the plans and specifications, or if approved in writing by the Engineer.

When more than one course is placed, longitudinal joints of each course shall be staggered not less than 6 inches with relation
to the longitudinal joints of the underlying course.

Before a surface courseis placed adjacent to cold transverse construction joints, the joints shall be trimmed to a vertical face by
cutting (e.g., sawcut) the material back to itsfull depth to expose afresh surface. Thejoint shall becut ona10 to 15 degree skew
from aline perpendicular to the center line of the street or roadway. Thejoint formed when the fresh mixture is placed shall be
dense and well sealed. The transverse surface joints shall be tested with a 25 foot straightedge and shall conform to the
requirements herein for surface smoothness. For short overnight intermissions in paving, afull depth bulkhead (e.g., wooden
member) can be placed near the end of the day’ s pavement. The bulkheads and excess material will be removed just prior to the
placement of the following day’s pavement.

An approved joint heater shall be used on cold transverse or longitudinal joints where conditions are such that it is deemed
necessary by the Engineer. The joint heater shall be capable of heating the joint to a minimum temperature of 200 °F. for a
minimum depth of 1/4 inch at a speed commensurate with that of the laydown machine.

If it is deemed necessary by the Engineer to seal the joint, alight coat of asphalt emulsion shall be applied to the exposed edge
before the joint is made.

Sufficient rolling equipment shall be furnished to satisfactorily compact and finish the amount of mixture being placed. However,
there shall be a minimum of two rollers with two (2) operators on the project at al times. Upon direction of the Engineer, one
of therollersmay be apneumatic-tireroller. Duringrolling operations, the speed of theroller(s) shall not exceed 3 miles per hour.
If ample number of rollers are not present, the contractor shall adjust the asphalt placement rate to accommodate the roller(s)
speed. The type and required number of rollers shall be on the project and in acceptable operating condition, prior to the
placement of any asphalt material. All rollers shall be operated continuously from the breakdown through finish rolling. The
contractor may use vibratory rollersin lieu of the steel-wheeled roller, however when the thickness of the asphalt is one(1) inch
or less, dl rolling will be done in the static mode.

When more than one width of asphalt concrete material will be placed, a 6 inches strip adjacent to the area on which future
material isto belaid shall not be rolled until such material has been placed but shall not be left unrolled more than 2 hours after
being placed, unlessthe 6 inchesunrolled stripisfirst heated with ajoint heater. After thefirst strip or width hasbeen compacted,
the second width shall be placed, finished and compacted as provided for the first width, except that rolling shall be extended to
include the 6 inches of the first width not previously completed.

At any place not accessible to the roller, the mixture shall be throughly compacted with tampers and finished, where necessary,
with a hot smoothing iron to provide a uniform and smooth layer over the entire area compacted in this manner.

Breakdown rolling shall begin as soon as the mixture will bear the roller without undue displacement. Rolling shall be
longitudinal, overlapping on successive trips by at least 1/2 but not more than 3/4 the width of the rear wheels. Alternate trips
of theroller shall be of dightly different lengths. The motion of theroller shall at all time be slow enough to avoid displacement
of the mixture.
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Break down and compaction rolling shall be done by either steel-wheel or pneumatic-tire rollers. The Engineer may require a
pneumetic-tireroller for one of the rolling operations. Rolling shall continue until the specific gravity of the compacted mixture
isnot lessthan 95 percent of the specific gravity of specimens composed of the same materialsin similar proportionsor composed
of the same mixture compacted in the laboratory by the 75 blow method of AASHTO T-245 if the mix was designed by the
Marshall method. If the mix was designed by The Asphalt Ingtitute’s SP-2 Gyratory method, rolling shall continue until the
specific gravity of the compacted mixtureisnot lessthan 93 percent of the maximum theoretical specific gravity (ASTM D-2041)
of specimenscomposed of the samematerialsinsimilar proportionsor composed of the same mixture compacted inthelaboratory.

Finish rolling shall be done by means of steel-wheeled roller or avibratory steel-wheel roller operated in the static mode.

The completed surfacing shall be thoroughly compacted, smooth and true to grade and cross-section and free from ruts, humps,
depressionsor irregularities. An acceptabl e surface shall not vary morethan 1/4 inch from the lower edge of a25-foot straightedge
when the straightedge is placed parallel to the centerline of the roadway. The straightedge shall be furnished by the contractor
and shall be acceptable to the Engineer.

All streets shall be water tested for drainage in the presence of the Engineer or designated representative before final acceptance.
Any areasnot draining properly shall be corrected to the Engineer’ ssatisfaction at the Contractor’s expense. Water for thistesting
shall be provided and paid for by the Contractor.

When deviations in excess of the above tolerance are found, humps or depressions shall be corrected to meet the specified
tolerance, or shall be cut out along neat straight lines and replaced with fresh hot mixture and thoroughly compacted to conform
with and bond to the surrounding area. Materials and work necessary to correct such deviations shall be at no additional cost to
the Contracting Agency.

321.5.5 Preservative Seal: An asphalt concrete preservative seal shall be used on al new asphalt concrete pavement and shall
comply with Section 334. The Engineer will make a field determination and provide the actual application rate or delete the
requirement. This seal isnot required for pavement matching and surface replacement over pipe trenches, etc., unless specified
in the special provisions.

321.6 CORRECTIVE REQUIREMENTS FOR DEFICIENCIES:

321.6.1 Thickness: The engineer or the permittee will test the density and thickness of the asphalt concrete after pavement
construction is complete, using cores. The coreswill be taken by the Engineer at random locations, at a minimum sampling rate
of one core per 1,000 feet of lineal distance per paver passwidth. For residential streets, a paver pass width will be considered
to beaminimum of 12 feet. For residential streets, aminimum of one core will be taken between intersecting streets or portions
thereof. When a deficiency of more than /4 inch is found, two additional coreswill be taken not closer than 100 feet apart nor
closer than 100 feet to the original core, and the average of these three cores will be used to determine the amount of the
deficiency. Further cores may be taken by the Contractor if he so chooses, to determine the limits of the deficiency, and shall be
at no additional cost to the Contracting Agency but shall not be used in determining the average thickness of the pavement.
Thickness of the cores shall be determined by average caliper measurement. Where pavement thicknessis deficient by 1/4 inch
or less, it will be paid for at the contract price. The contractor shall repair al of the core holes using hot asphalt concrete from
the project or a high quality asphalt based patching compound.

Wherethe pavement is deficient in thickness by more than 1/4 inch but not morethan 1/2 inch, payment will be reduced per Table
321-1.
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TABLE 321-1

PAVEMENT THICKNESS PAYMENT REDUCTION (AC)
For Thickness Deficiency of More Than 1/4 inch and lessthan 1/2 inch

Specified Mat Thickness Reduction in Payment or Corrective Action

A: When the agency is the contracting party:

Lessthan 1.5 inches 50%
1.50 inchesto 1.99 inches 33%
2.00 inches to 2.49 inches 25%
2.50 inches to 2.99 inches 20%

3.00 inches and over 17%

B: When the agency is not the contracting party (work under permit, e.g. subdivision, utilities, etc.)

For all thicknesses Corrective action shall be the same as that for
pavement thickness deficiencies exceeding 1/2
inch as described below.

When the deficiency of the pavement thickness exceeds 1/2 inch, the pavement shall be overlaid on the area affected, but in no
case less than one City block or 660 feet, whichever islessin length, for the full width of pavement, with anew mat of material
specified by the Engineer, equal in thickness to the deficiency but not lessthan 1/2 inch in any instance. Thisisto be done at no
additional cost to the Contracting Agency. At locations where specific grades must be maintained, such as adjacent to curb and
gutter or to accommodate drainage, the asphalt concrete surface may require milling prior to placement of the overlay.

When the pavement is deficient in thickness by more than 1/4 inch, all coring done to establish this premise shall be done by a
laboratory that is independent of the contractor, and who is working under the direction of the Engineer. The cost of thiswork
shall be born by the contractor by reduction of payments due under the contract.

321.6.2 Density: The Engineer or the permittee will test the density and thickness of the asphalt concrete after pavement
construction is complete using cores. The cores will be taken in the same pattern as defined in Section 321.6.1, except that
additional cores shall be taken if the density isless than the specified density. When the density represented by the average of
three coresis deficient and the Contractor is unableto correct the deficiency, corrective action will be taken as prescribein Table
321-2. For the purposes of this specification, the material represented by the set of three cores shall include al of the material
placed in that paver pass for alength extending from half the distance to the previous core to half the distance to the next core.

At the discretion of the Engineer, for density deviations equal to or less than one percent, the average density of al of the cores
taken from a given day’ s production may be used to represent all of the material placed that day.

The Agency’s approval of the mix design does not guarantee the mix can be compacted to the specified limits. The Contractor
shall work closely with the mix designer, compaction equipment manufacturers and the material supplier to assure the mix
approved for use on the project can be compacted to the limits specified.
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TABLE 321-2

PAVEMENT DENSITY CORRECTION (ASPHALT CONCRETE)

Deviation Below Specification Action

A. When the Agency isthe Contracting Party:

Equal to or less than 1.0% $1.00/ton of Asphalt Concrete penalty
Greater than 1.0% and equal to or less than 2.0% $2.00/ton of Asphalt Concrete penalty
Greater than 2.0% and equal to or less than 3.0% $3.00/ton of Asphalt Concrete penalty
Greater than 3.0% See Note Below

B. When the Agency is not the contracting party (work under permit, e.g.: subdivisions, utilities etc.)

Equal to or less than 2.0% See Agencies policies, amendments, etc. pertaining to the
action

Greater than 2.0% and equal to or less than 3.0% Mill and inlay at a minimum depth of three times the
nominal aggregate size using the same mix as specified for
the project

Greater than 3.0% See Note Below

Note:  The Contractor shall remove and replace the entire asphalt layer that is deficient. The dimensions of the repairs shall
be the width of the paver or 12 feet, whichever isgreater, and the length of one City block or 660 feet, whichever isless.

321.6.3 Mineral Aggregate: When the mineral aggregate gradation deviates from the requirements of this specification in an
amount which, in the opinion of the Engineer, will affect the stability or durability of the mix, the Contractor shall, as directed
by the Engineer, either: removethe asphalt concreteand replaceit with material which meetstherequirementsof thisspecification,
or place an additional mat of such thickness and gradation as required by the Engineer which will, in the opinion of the Engineer,
correct the deficiency.

The above corrective work, due to deviations from the requirements for mineral aggregate, shall be done at no additional cost to
the Contracting Agency.

321.6.4 Acceptance Testing Requir ements: Tests used to determined acceptance under Section 321.6 will be performed by the
Engineer or alaboratory employed by the Engineer. In either case, the laboratory shall be accredited by the AASHTO Materias
Reference Laboratory (AMRL) or an equivalent certification Agency for AASHTO Method T 166.

If the Contractor hasreason to question the validity of any of the acceptancetest results, he may request that the Engineer consider
verification testsfor final acceptance. Any request for verification testing must describe the Contractor’ sreasonsfor questioning
thevalidity of theoriginal acceptance resultsand must clearly describewhich set of acceptancetestsarein question. The Engineer
may either accept or reject the request for verification testing.

If the Engineer acceptsthe request for verification testing, he will engage an independent laboratory who is accredited by AMRL
or equivalent. The independent laboratory shall be paid by the Engineer and shall perform a completely new set of acceptance
tests (as required by 321.6) representing the area or set of testsin question. These tests shall include unit weight and thickness
of cores, aswell as Marshall or Maximum theoretical unit weight of the material obtained from the cores.

The verification tests shall be made on 6-inch diameter core specimens taken as near as it is practical to the acceptance test
locations. For each sample, a minimum of three core specimens shall be taken, and the average values for unit weight and/or
thickness shall be used.
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An adequate number of cores will be taken so their combined weight will be sufficient for a laboratory unit weight test in
accordancewith ASTM D2041 or AASHTO T 166, as appropriate for the specified mix design. The appropriate laboratory unit
weight test shall be performed on the verification sample after re-heating and re-mixing the core specimens. The cores shall be
prepared for testing by cleaning with a steel brush and by removing any extraneous lifts of differing materials. After removing
extraneous materials, the entire core specimenwill be usedinthelaboratory unit weight determinati on without removing aggregate
particles that were cut by coring or trimming.

The number of samples taken will be in accordance with the Engineer’ s acceptance test frequency. The independent |aboratory
shall compilethetest resultsand transmit them to both the Engineer and the Contractor. Theindependent laboratory shall include
aletter signed by an Engineer registered in the State of Arizona, who is a specialist in asphalt concrete. The signed letter shall
give an opinion that the material evaluated either does or does not comply with project specifications, and shall clearly describe
any deficiencies.

If the difference in test results of the independent laboratory versus the original acceptance laboratory falls outside the multi-
laboratory precision statements for the test methods being used, the contracting Agency will bear the cost of the verification
testing. If the differencein tests results fall within the multi-laboratory precision statement, the cost for verification testing will
be deducted from payments that were to be made to the Contractor. For test methodsthat do not have multi-laboratory precision
statements, the cost for verification testing will be deducted from payments that were to be made to the contractor.

321.6.5 Asphalt Cement Content: Corrective requirements and penalties for deficient asphalt cement as determined by tests
conducted onthe asphalt material used for paving shall be asindicated in Section 710.4.2 Asphalt Cement Content and Table 710-
10 Asphalt Cement Content Corrective Action for Deviations.

321.6.6 Air Voids. Corrective reguirements and penaltiesfor deficient air voids as determined by tests conducted on the asphalt
material used for paving shall be as indicated in Section 710.4.4 VVolumetrics and Table 710-11 Laboratory Voids Acceptance
and Penalties.

321.7 CURBS:

The curb shall be placed by an approved extrusion type machine. In the event the Contractor wishes to utilize a template which
variesfrom the cross-section shown on the plans, such change must meet the approval of the Engineer. The asphalt mix used shall
bea9.5 mmmix. Onepercent by weight of thetotal mixture shall consist of agranulated synthetic resin stiffener, Lexite or equal,
complying with the following characteristics:

Softening Point (Ring & Ball) ASTM D36 210°F. minimum
Acid Number ASTM D465 Lessthan 1.00
Saponifiable matter ASTM D464 Lessthan 1%
| odine Number ASTM D29 175—185

321.8 MEASUREMENT:

Asphalt concrete pavement will be measured by the ton, or by the square yard, for the mixture actually used as allowed above,
which shall include the required quantities of mineral aggregates, filler material, asphalt cement, and sand. Measurement shall
include any tonnage used to construct intersections, roadways, streets, or other miscellaneous surfaces indicated on the plans or
as directed by the Engineer.

Weighmaster's Certificates, in accordance with Section 109, will be provided regardless of method of measurement.

Thebid price per ton or square yard for asphalt concrete shall include the cost of the asphalt cement in the percentages as specified
in Section 710.
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Asphalt concrete curbs will be measured by the linear foot, parallel to the base or foundation, unless otherwise specified.

Preservative seal for asphalt concrete pavement will be measured by the gallon diluted, unless otherwise indicated in the special
provisions.

321.9 PAYMENT:

The asphalt concrete measured as provided above, will be paid for at the contract price per ton or square yard, which price shall
be full compensation for the item complete, as herein described and specified.

Payment for tack coat will be by the ton diluted, based on the rate of application; as directed by the Engineer.

The quantities of preservative seal, measured as provided above will be paid for at the contract bid price per gallon diluted or as
specified, which price shall be full compensation for the item complete as herein described or as specified.

No payment will be made for any overrun in quantity of asphalt concrete in excess of 10 percent based on actua field
measurement of area covered, design thickness, and a unit weight of 145 pounds per cubic foot. The calculations and payment
for overrun will be by individual bid item. To compensate or adjust for a thickness deficiency in an underlying asphalt concrete
course, the Engineer may authorize a quantity increase in excess of 10 percent for a subsegquent asphalt concrete course. In such
cases, the quantity in excess of 10 percent will be paid for at the lowest unit bid price.

Payment for the curbs will be at the contract unit price bid per linear foot, which price shall be full compensation for the curb
completein place, including all necessary labor, equipment and material.

Except as otherwise specified in the special provisions, no separate payment will be made for work necessary to construct
miscellaneous items or surfaces of asphalt concrete.

End of Section
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SECTION 329
TACK COAT
329.1 DESCRIPTION:
Tack coat for bituminous paved surfaces shall consist of the application of emulsified asphalt as specified in Section 713.
329.2 PREPARATION OF SURFACE:
Surfaces to be treated shall be cleaned of al loose materia as specified in Section 330.
329.3 APPLICATION:

Tack coat shall be diluted in the proportion of 50 percent water and 50 percent emulsion and applied at the rate of 0.05to 0.10
gallons per square yard. Application shall be made in advance of subsequent construction as ordered by the Engineer.

329.4 EQUIPMENT:

Tack coat shall be applied by distributor trucks designed, equipped, maintained and operated in accordance with Section 330.
Hand spray by means of hose or bar through a gear pump or air tank shall be acceptable for resurface work, corners or tacking
of vertical edges. Care shall betakento provide uniform coverage. Equipment that performsunsatisfactory shall beremoved from
the job.

329.5 PROTECTION FOR ADJACENT PROPERTY:

According to Section 333.

329.6 MEASUREMENT:

Bituminous emulsion that is diluted prior to application will be measured by the ton of diluted material. Any conversion from
volumetric quantities shall be in accordance with Section 713.

329.7 PAYMENT:

Payment for the emulsified bituminous tack coat will be by the ton, diluted.

End of Section
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SECTION 336
PAVEMENT MATCHING AND SURFACING REPLACEMENT
336.1 DESCRIPTION:

Street and alley pavement and surfacing within the Contracting Agency's rights-of-way, removed by construction activitiesor to
bewidened or matched in connection with theimprovement of Public Works, shall be placed asshown onthe plansand applicable
standard details, in accordance with this specification and/or the specia provisions.

Asphalt concrete pavement replacement shall be constructed in accordancewith TypeA, B, D or E of standard detail s, asindicated
on the plans, and as required by Sections 321 and 710.

Portland cement concrete pavement replacement shall be in accordance with Type C of the Standard Details, and as required by
Sections 505 and 725.

ABC or decomposed granite surface replacement shall be constructed in accordance with Type F of standard detail s asindicated
on the plans and in Section 702.

Temporary pavement replacement shall be constructed as required below.

Pavementsto be matched by construction of new pavements adjacent to or at the ends of a project shall be saw cut in accordance
with these specifications and where shown on the plans.

Pavement and surfacing replacement within ADOT rights-of-way shall be constructed in accordance with their permits and/or
specification requirements.

336.2 MATERIALSAND CONSTRUCTION METHODS:

Materials and construction methods used in the replacement of pavement and surfacing shall conform to the requirements of all
applicable standard details and specifications, latest revisions.

336.2.1 Pavement Widening or Extensions: Existing pavements which are to be matched by pavement widening or pavement
extension shall be trimmed to aneat true line with straight vertical edgesfree fromirregularitieswith asaw specifically designed
for this purpose. The minimum depth of cut shall be 1 1/2 inches or D/4, whichever is greater.

The existing pavement shall be cut and trimmed after placement of required ABC and just prior to placement of asphalt concrete
for pavement widening or extension, and the trimmed edges shall be painted with alight coating of asphalt cement or emulsified
asphalt immediately prior to constructing the new abutting asphalt concrete pavements. No extra payment shall be provided for
these items and al costs incurred in performing this work shall be incidental to the widening or pavement extension.

The exact point of matching, termination, and overlay may be adjusted in the field, if necessary, by the Engineer or designated
representative.

336.2.2 Pavement tobe Removed: Existing asphalt pavement to be removed for trenches or for other underground construction
or repairs shall be cut by a device capable of making a neat, straight and smooth cut without damaging adjacent pavement that
is not to be removed. The Engineer's decision asto the acceptability of the cutting device and manner of operation shall befinal.
If saw cutting, only, isto be utilized, it will be so specified in the plans or special provisions.

In lieu of cutting trenches across driveways, curbs and gutters, sidewalks, aley entrances, and other types of pavements, the
Contractor may, when approved by the Engineer, elect to tunnel or bore under such structures and pavements.

When installations are within the street pavement and essentially parallel to the center line of the street, the Contractor, with
approval of the Engineer, may elect to bore or tunnel all or a portion of the installation. In such installations, the seal coat
requirements, as discussed in Section 336.2.4, will be modified as follows:
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SECTION 336

(A) If the pavement cuts (bore pits, recovery pits, etc.) are 300 feet or more apart, the bore or tunneled distance will not be
considered as part of the open trench and the seal coat may not be required.

(B) If the pavement cuts (bore pits, recovery pits, etc.) are less than 300 feet apart, the distance between the cuts will be
considered the same as a trench cut and the distance will be added to any trench cut distances.

336.2.3 Temporary Pavement Replacement: Temporary pavement replacement, as required in Section 601, may be with
cold-mix asphalt concrete, with a minimum thickness of 2 inches, using aggregate grading in accordance with Section 710.

Temporary pavement replacement shall be used in lieu of immediate placement of single course permanent replacement or the
first course of two course pavement replacement only on transverse lines such as spur connections to inlets, driveways, road
crossings, etc., when required by the Engineer, by utilitiesor otherswho subcontract their permanent pavement replacement, under
specia prior arrangement; or for emergency conditions where it may be required by the Engineer. Temporary pavement
replacement shall be placed during the same shift in which the backfill to be covered is completed.

Rolling of the temporary pavement replacement shall conform to the following:

(A) Initial or breakdown rolling shall be followed by rolling with a pneumatic-tired roller. Final compaction and finish rolling
shall be done by means of atandem power roller.

(B) Onsmall areas or where equipment specified above is not available or isimpractical, the Engineer will approve the use of
small vibrating rollers or vibrating plate type compactors provided comparable compaction is obtained.

The surface of the temporary pavement shall be finished off flush with the adjacent pavement.
336.2.4 Permanent Pavement Replacement and Adjustments:

336.2.4.1 Permanent Pavement Replacement: Pavement replacement for cuts essentially parallel to the street centerline and
greater than 50 feet in length shall be two course pavement replacement as hereinafter specified. For cuts greater than 600 feet
in length the entire area shall then be seal coated in accordance with Section 330 (coated chips) or as otherwise specified. This
seal coat shall extend from the edge of pavement or lip of gutter to the street centerline except that on residential streetslessthan
36 feet face to face of curb or where the pavement patch straddles the centerline, the entire width of street shall be seal coated.

Inlieu of placing the seal coat as required previoudy, and with approval of the Contracting Agency, the Contractor may deposit
with the Contracting Agency for credit to the Street Maintenance Department, a negotiated agreed upon amount. The Street
Maintenance Department will incorporate this work into their street maintenance program.

Pavement replacement for cuts parallel to the street centerline less than 50 feet in length, transverse cuts, bell holes and similar
small areas shall match gradation and thickness of the existing pavement. These one course pavement patches shall be compacted
with avibratory roller to the same density specified for asphalt concrete pavements.

Laying of single course or the base course of the asphalt concrete pavement replacement where a two course replacement is
applicable shall never be more than 600 feet behind the ABC placed for the pavement replacement.

The trench must be compacted to its required density, and required ABC must be in place prior to the placement of the asphalt
concrete.

Single course replacement shall consist of a12.5 mm or 19 mm mix placed and finished as directed by the Engineer.

The base course of two course pavement replacement shall consist of a 19 mm mix in accordance with Section 710.
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Wherethe base courseisto be placed with non-compactive equipment, it shall be not lessthan 2 inchesin thicknessand the aterial
shall be immediately rolled with a pneumatic-tired roller. The surface course shall be of sufficient depth to provide th total
required compacted thickness of the two courses, but not more than 1 inch.

Where the trench is 6 feet or more in width, al courses, single or both courses of the two course pavement replacement, shall be
laid with a self-propelled compacting, spreading equipment. When the trench is from 6 to 8 feet in width, the self-propelled
compacting, spreading equipment shall not be wider than 8 feet. All courses, except the surface course, shall be of a compacted
thickness of not less than 1 1/2 inches.

Thesurface course shall consist of a9.5 mmmix inaccordance with Section 710 as specified by the Engineer to match theexisting
surface. The surface course shall not be placed sooner than 2 weeks after the base course, except where the trench crosses a
signalized intersection. Inthiscasethe surface course shall be placed within 48 hours, or the crossing pavement replacement shall
be single course as specified above.

Placement of the surface courseisto be by meanswhich will result in asurface texture satisfactory to the Engineer, and flush with
the existing pavement.

Where deep lift asphalt concrete (asphalt concrete base and asphalt concrete wearing course) exists, the base course replacement
shall be madein lifts not exceeding 6 inches in compacted thickness to within 1/2 inch of the finish grade.

336.2.4.2 Adjustments. When new or existing manholes, values, survey monuments, clean outs, etc. fall withinthe limits of the
permanent pavement replacement as discussed in this Section, the Contractor shall be responsible for adjusting the variousitems
to the new pavement surface or as directed by the Engineer. Thiswill include but not be limited to slurry and chip seals.

The Contractor will coordinate with the Engineer and with representatives of the various utilities regarding the adjustment and
inspection of the work. The Contractor shall be responsible for obtaining and complying with all specifications, special
requirements, details, etc. of the Utility Company regarding the adjustments. When adjusting the Agency’s utilities, survey
monuments, etc., the adjustment will comply with these Specifications and Details.

The work will be done in compliance with OSHA standards and regulations regarding confined space entry.

The Contractor shall remove all material attached to the lids and/or coversincluding that of prior work. The method of removal
shall be approved by the Engineer and/or the Utility Representative.

336.3 TYPESAND LOCATIONS OF PAVEMENT AND SURFACING REPLACEMENT:

Normally, the type of pavement replacement and backfill required will be noted on the plans or specified in other portions of the
contract documents and construction will be in accordance with Detail 200. This detail requires that a 12 inches “T” Top be
utilized when normal traffic flow is perpendicular to any one of the four sides of the trench excavation. Therefore, Type A
pavement replacement will requirea”T” Top whenever thetrench crossesastreet or goesthrough anintersection and at the end(s)
if they terminateinthe street. Type B pavement replacement will requirethe“T” Top onthe sidesthat are perpendicular to normal
traffic flow.

If atypeis not noted on the plans or specified in the special provisions, the following criteriawill govern:

Type A pavement replacement, including the “T” Top, will be utilized on al streets where the excavation is paralel to the
centerline of the street.

Type B pavement replacement, including the “T” Top, will be utilized on all streets where the excavation is transverse to the
centerline of the street.

Type C pavement replacement will be used to match existing portland cement concrete pavement.

Type D pavement replacement may be used when the condition of the existing pavement does not justify construction of Type
A or B. Prior written approval of the Engineer is required.
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Type F pavement replacement will be utilized to match existing ABC or decomposed granite roadways.

Where alongitudinal trench is partly in pavement, the pavement shall be replaced to the outside edge of the existing pavement,
onastraight line, asindicated on the plans. Measurements for payment shall be from the inner limit of pay width allowed below,
to the outside edge of the existing pavement as defined herein.

Where no part of atrenchisin pavement, surfacing replacement will only be specified where existing surfacing materials have
been removed.

When atrench cut isin aggregate surfaced area, the surfacing replacement shall be of aliketype and depth asthe existing material,
compacted to the densities required in Section 601.

336.4 MEASUREMENT:

M easurement for payment and surfacing replacement shall be by the square yard, based upon actual field measurement of thearea
covered except as noted below.

(A) Incomputing pay quantitiesfor replacement TypesA, B, and F, pay widthswill be based on the actual field measured width,
however the boundaries of the measurement will not extend further than 1/2 the distance, either side, from the centerline of the
pipe as depicted on Table 601-1, Maximum Width At Top Of Pipe Greater Than O.D. Of Barrel.

(B) Incomputing pay quantities for replacement Types C, D, E, and T, pay widths will be based on the actual field measured
width, however the boundaries of the measurement will not extend further than 1/2 the distance plus 12 inches, either side, from
the centerline of the pipe as depicted on Table 601-1, Maximum Width At Top Of Pipe Greater Than O.D. Of Barrel.

(C) Wherealongitudinal trenchis partly in pavement, computations of pay quantities shall be based on the limitations specified
above.

(D) The length of pavement and surfacing replacement shall be measured through any manhole, valve box, or other structure
constructed inthe pipeline, and any pavement or surface replacement and/or seal treatment in excess of the above pay widths shall
be considered and included in the bid item for such structure.

(E) Any pavement replacement in excess of the specified pay widths necessitated by the installation of valves, tapping sleeves
and valves, valve by-passes, and concrete thrust blocks shall be included in the bid price for these items.

(F) When special provisions alow deviations from the trench widths specified in Section 601, the above allowed pay widths
for pavement replacement may be atered where so specified.

(G) Measurement of pavement and surfacing replacement shall be made along the finished surface of the ground to the nearest
foot, and shall be computed to the nearest square yard.

336.5 PAYMENT:

Direct payment for pavement or surfacing replacement will be made for replacement over all pipetrench cuts except as otherwise
allowed in the specia provisions. Payment for replacements over other work shall be included in the cost of constructing that
work, in accordance with the applicable standard details and specifications.

Payment for temporary pavement replacement shall be included in the cost of the pipe.

When a Contractor has the option of either jacking and/or boring or opencut construction, and elects to construct a pipeline by

the jacking and/or boring method, he will be paid for the replacement of such items of work as pavement, curb and gutter,
sidewalk, driveway, and alley entrances, as allowed for opencut construction.

End of Section
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SECTION 340

CONCRETE CURB, GUTTER, SIDEWALK, SIDEWALK RAMPS, DRIVEWAY AND ALLEY ENTRANCE
340.1 DESCRIPTION:

The various types of concrete curb, gutter, sidewalk, sidewalk ramps, driveways, and alley intersections shall be constructed to
the dimensions indicated on the plans and standard detail drawings. Joints shall be designated as expansion joints or contraction
joints and shall be constructed as per Subsection 340.3.

340.2 MATERIALS:
Concrete shall be class B, conforming to the applicable requirements of Section 725.
Expansion jointsfiller shall comply with Section 729.

340.2.1 Detectable Warnings Detectable warnings shall consist of raised truncated domes aligned in a square grid pattern in
conformity to the Americans with Disabilities Accessibility Guidelines. Truncated domes shall have the following hominal
dimensions: base diameter of 0.9 inches, top diameter of 0.4 inches, height of 0.2 inches, and dome spacing center-to-center
spacing of 2.35inches, measured between the most adjacent domeson the squaregrid. Detectablewarningsshall contrast visually
with adjoining surfaces. Visual contrast shall be obtained by color, use safety yellow or other approved color. The color shall
be anintegral part of the material surface. The material isto be durable with anon-slip surface not subject to spalling, chipping,
delamination, or separation. All detectable warnings shall be approved by the jurisdictional agency prior to installation.

340.3 CONSTRUCTION METHODS:
Existing pavements and concrete, that are joined by new construction, shall be cut in accordance with Section 601.

The subgrade shall be constructed and compacted true to grades and lines shown on the plans and as specified in Section 301. All
soft or unsuitable material shall be removed to a depth of not less than 6 inches below subgrade elevation and replaced with
material satisfactory to the Engineer. When the Engineer determines that the existing subgrade consists of soils with swelling
characteristics, the moisture content shall be brought as close as possible to the optimum required for compaction. This shall be
done by the addition of water, by the addition and blending of dry suitable material or by the drying of existing material. The
subgrade shall then be compacted to arelative density of 75% minimum to 85% maximum with 80% as ideal.

Material displaced in the construction shall not be placed on the base and/or surfacing material already in place on the roadway
nor shall the excavated material be placed in such a manner as to interfere with access to property or traffic flow in the street.

Existing concrete sidewalks and driveways which abut the new sidewalks and driveway entrances shall be removed to adistance
required to maintain a slope as indicated by standard details or not to exceed 1 inch per foot where sidewalks are concerned.
Sawcutting is required at the match lines and payment will be made under the respective pay items as provided in the proposal.

Concrete curbs, gutters and sidewalks shall be constructed by the conventional use of forms, or may be constructed by means of
an appropriate machine when approved by the Engineer.

If machines designed specifically for such work and approved by the Engineer are used, the results must be equal to or better than
that produced by the use of forms. If the results are not satisfactory to the Engineer, the use of the machine shall be discontinued
and the Contractor shall make necessary repairs at his own expense. All applicable requirements of construction by use of forms
shall apply to the use of machines.

Forms conforming to the dimensions of the curb, gutter, sidewalk, sidewalk ramps, driveway, and aley entrance shall be carefully
set tolineand grade, and securely staked in position. Theformsand subgrade shall be watered immediately in advance of placing
concrete.

Forms shall be thoroughly cleaned each time they are used, and shall be coated with alight oil, or other releasing agent of atype
which will not discolor the concrete.

The concrete shall be thoroughly spaded away from theforms so that therewill be no rock pockets next to the forms. The concrete
may be compacted by mechanical vibratorsapproved by the Engineer. Tamping or vibrating shall continue until the mortar flushes
to the surface, and the coarse aggregate is below the concrete surface.
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Unless otherwise specified, expansion joints shall be installed at all radius points, at both sides of each driveway, at both sides
of each aley entrance, at adjoining structures and at every change of depth in the concrete. The maximum distance between
expansion joints shall be 50 feet. Expansion joints shall be constructed in astraight line, vertical plane and perpendicular to the
longitudinal line of the sidewalk, curb and gutter, single curb, etc., except in cases of curved alignment, where they will be
constructed along theradial lines of the curve. Expansion joints shall be placed to match thejoints of the adjacent concrete such
as sidewalk to the curb and gutter or single curb, etc. Expansion joints shall be constructed to the full depth and width of the
concrete with thetop of the material one-quarter inch below thetop surface asdepicted in Detail 230. Unless otherwise specified,
all expansion jointsinstalled against newly placed concrete, sawcut or other smooth surfaces shall comply with Section 729.1 -
Premolded Joint Filler per ASTM D-1751, 1/2inch, Bituminous Type. Expansionjointsinstalled against existing uneven surfaces
shall be per Section 729.2 - Pour Type Joint Filler.

Contraction joints, unless otherwise specified, shall be constructed in accordance with the standard details, and in astraight line
and vertical plane perpendicular to the longitudinal line of the sidewalk, sidewalk ramp or curb and gutter, except in cases of
curved alignment when they will be constructed along the radial lines of the curb.

Sidewalk or sidewalk ramp score marks, unless otherwise specified, shall be constructed in accordance with the standard detail .
All edges shall be shaped with a suitable tool so formed as to round the edges to a radius as indicated on the standard details.

The front face form shall not be removed before the concrete has taken the initial set and has sufficient strength to carry its own
weight, gutter formsand rear forms shall not be removed until concrete has hardened sufficiently to prevent damage to the edges.
Specia care shall be taken to prevent any damage. Any portion of concrete damaged while stripping forms shall be repaired or
if the damage is severe, replaced at no additional cost to the Contracting Agency. The face, top, back, and flow line of the curb
and gutter shall be tested with a 10-foot straightedge or curve template, longitudinally along the surface. Any deviation in excess
of 1/4 inch shall be corrected at no additional cost to the Contracting Agency.

The surface of concrete sidewalk or sidewalk ramp shall be tested with a 5-foot straightedge. Any deviation in excess of 1/8inch
shall be corrected at no additional cost to the Contracting Agency.

When required by the Engineer, gutters having aslope of 0.8 foot per hundred feet or less, or where unusual or special conditions
cast doubt on the capability of the guttersto drain, they shall be water tested. Water testing shall consist of establishing flow in
thelength of gutter to be tested by supplying water from a hydrant, tank truck or other source. One hour after the supply of water
isshut off, the gutter shall be inspected for evidence of ponding or improper shape. In the event water isfound ponded in the gutter
to a depth greater than 1/2 inch, or on the adjacent asphalt pavement, the defect or defects shall be corrected in a manner
acceptable to the Engineer without additional cost to the Contracting Agency.

Any section of the work deficient in depth or not conforming to the plans or specifications shall be removed and replaced by the
Contractor at no additional cost to the Contracting Agency.

Finishing and curing of the concrete shall be done in the manner specified in Section 505.

The Contractor shall stamp hisname and year onall work done by him, on each end of the curb, gutter, sidewalk or sidewalk ramp.
The letters shall not be less than 3/4 inch in height.

340.3.1 Detectable Warnings The detectable warning surface shall be located so that the edge nearest the curb line is 6 inches
minimum and 8 inches maximum back from the face of curb. Detectable warning surfaces for railroads shall be located so that
the edge nearest the rail crossing is 6 inches minimum and 8 inches maximum from the vehicle dynamic envelope.

Detectable warnings shall be installed perpendicular to the direction of pedestrian/wheelchair travel and have a minimum width
of 24 inches measured perpendicular to the edge of the roadway or rail crossing. The base surface of detectable warnings shall
beinstalled flush with the adjacent walkway surface, the truncated domes shall extend above the walkway surface. The boundary
between detectabl e warnings and the adjacent walkway shall provide aflush uniform surface that will not cause ponding of water
nor present atripping hazard.

Detectablewarningsinstalled on sidewal k ramps shall modify the sidewalk concrete thickness at the detectablewarning to provide
aminimumthicknessof four-inches(4"). When detectable warningsare modulesinset into the sidewalk ramp, the bottom surface
of the sidewalk shall be lowered a distance equal to or greater than the module thickness to maintain the minimum sidewalk
thickness. The sidewalk bottom surface shall have a minimum transition taper length of 12" between the thickened and normal
depth sections of sidewalk.
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340.4 BACKFILLING:

Unless otherwise specified the Contractor shall backfill behind the curbs, sidewalk or sidewalk ramps with soil native to the area
to the lines and grades shown on the plans.

340.5 MEASUREMENT:

Concrete curbs and gutters of the various types shown on the plans and in the proposal, will be measured along gutter flow line
through inlets, catch basins, driveways, sidewalk ramps, etc., by thelineal foot to the nearest foot for each type, completein place.

Concrete sidewalks, sidewak ramps, driveways, alley intersections, valley gutters and aprons will be measured to the nearest
square foot complete in place. When concrete sidewalk, sidewalk ramps, driveways, aley intersections, valley gutters, and/or
aprons are cut during trenching operations, the square foot measurement for payment will be in accordance with Section 336.

Detectable warnings shall not be measured for payment. Detectable warning are considered integral to the walking surface that
they form a part of and the cost isincluded in the related pay item.

340.6 PAYMENT:

Payment for the above named itemswill be madein accordancewith the unit pricesor lump sumsas set forthin the proposal. Such
payment shall include full compensation for furnishing al labor, material, tools and equipment and accomplishing al work in
conformance with the contract documents.

End of Section
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SECTION 350

REMOVAL OF EXISTING IMPROVEMENTS
350.1 DESCRIPTION:

Thiswork shall consist of removal and disposal of variousexisting improvements, such as pavements, structures, pipes, curbsand
gutters, and other items necessary for the accomplishment of the improvement.

350.2 CONSTRUCTION METHODS:

The removal of existing improvements shall be conducted in such a manner as not to injure utilities or any portion of the
improvement that is to remain in place. See Section 107.

Sidewalks shall be removed to adistance regquired to maintain amaximum slopefor the replaced portion of sidewalk, for oneinch
per foot and all driveways shall be removed to a distance as required by standard details.

Existing concrete driveway curbs and gutters shall be removed to the right-of-way line and the new end of curb faced.

Portland cement concrete pavements, curbs and gutters and sidewalks designated on the plans for removal shall be saw-cut at
match lines, in accordance with Section 601 and removed.

Asphalt concrete pavements designated on the plans for removal shall be cut in accordance with Section 336.

Removal of trees, stumps, roots, rubbish, and other objectionable materialsin the right-of-way shall be done in accordance with
Section 201.

Backfill and compaction of all excavated areas shall be compacted to the densities as prescribed in Section 601.
All surplus materials shall be immediately hauled from the jobsite and disposed of in accordance with Section 205.
350.3 MISCELLANEOUS REMOVAL AND OTHER WORK:

Thiswork shall include, but not be limited to the following, where called for on the plans:

(A) Relocate existing fence and gate.

(B) Remove and reset mail boxes.

(C) Remove signs and bases in right-of-way.

(D) Remove planter boxes, block walls, concrete walls, footings, headwalls, irrigation structures, and storm water inlets.
(E) Instal plugsfor pipesand remove existing plugs as necessary for new construction.

(F) Remove wooden and concrete bridges.

(G) Remove medianisland slabs.

(H) Remove pavements and aggregate base where called for outside the roadway prism.

350.4 PAYMENT:

Payment for removal s will be made at the unit bid prices bid in the applicable proposal pay items, which price shall be full
compensation for the item complete, as described herein or on the plans.

End of Section
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SECTION 360

TELECOMMUNICATIONSINSTALLATION

360.1 DESCRIPTION:

Thiswork shall consist of the installation of underground telecommunications facilities within the public right-of-way.

360.2 TRENCHING, BACKFILL AND RESTORATION:

All work shall be done in accordance with Section 601.

360.3 CABLE INSTALLATION:

(A)

“Trunk Lines’ Cable providing telecommunications service by connecting regionsor states or by connecting central offices

within a metropolitan area. Such cable shall be installed as described below:

(B)

(1) If thecableisto beinstalled within an open trench, the cable shall be placed within schedule 40 PV C conduit or equal
with aminimum inside diameter of 4 inches. The conduit shall be buried at a minimum depth of 48 inches below finished
grade measured to the top of the conduit. A color coded plastic warning tape with a minimum thickness of 5 mil and a
minimum width of 3 inches shall be installed in the trench and centered over the PV C conduit at a depth of from 18 to 30
inches below finish grade.

(2) Cable crossings under existing paved streets shall be accomplished by jacking or boring unless open trenching is
authorized by the Engineer or Agency. The cable shall be placed within a schedule 40 PV C conduit or better at aminimum
depth of 48 inches.

Telecommunications cables other than “trunk lines’ shall be installed as described below.

(1) If acableisto beinstalled within the right-of-way of an arterial or collector street, it shall be placed at a minimum
depth of 36 inches below finished grade. A color coded plastic warning tape as described in “A” shall be placed 18 inches
below the surface.

(2) If acableisto beinstaled within the right-of-way of alocal/residential street it shall be placed at a minimum depth
of 24 inches below finished grade.

(3) Cable crossings under existing, paved streets shall be accomplished by jacking or boring unless open trenching is
authorized by the Engineer or Agency.

360.4 CABLE LOCATING (FIBER OPTIC):

If acablewhichisto beinstalled isfiber optic atracing or locating wire shall be installed with the cable.

360.5 PAYMENT:

Payment will be made at the contract unit price bid per lineal foot.

End of Section
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SECTION 401
TRAFFIC CONTROL
401.1 DESCRIPTION:
Traffic control shall consist of traffic control devicesand flagmenor pilot cars. All traffic control devices, the application of traffic
control measures, and traffic regulation in these specifications are to supplement and are not intended to delete any of the
provisionsof the Contracting Agency's Traffic Barricade Manual, the Uniform Manual on Traffic Control Devicesor any agency's
Supplements to these Uniform Standard Specifications.

401.2 TRAFFIC CONTROL DEVICES:

Traffic control devices shall consist of providing, erecting, and maintaining necessary and adequate devicesfor the protection of
the work, the workmen and the traveling public as approved by the Engineer.

(A) Temporary traffic control devices shall be used to guide traffic through construction areas. They include traffic cones to
channelize traffic, portable barricades for warning, vertical panel channelizing devices to divert traffic, and lighting devices
between the hours of sunset and sunrise.

(B) Advancewarning devicesshall be used to aert the motorist of an obstruction in the roadway. They include diamond-shaped
signs, flags, and flasher type high level warning devices mounted 8 feet above the roadway.

401.3 FLAGMEN OR PILOT CARS:

Flagmen or pilot cars shall consist of providing sufficient flagmen, uniformed off-duty law enforcement officers or pilot carsto
expedite the safe passage of traffic.

401.4 TRAFFIC CONTROL MEASURES:

Theapplication of al traffic control measures shall be based primarily upon the conditions existing at the time that such measures
are deemed necessary. Prior to the start of any work that would interrupt the normal flow of traffic, sufficient and adequate devices
and measures shall be provided and erected as directed by the Engineer. These devices shall be immediately removed when no
longer needed.

401.5 GENERAL TRAFFIC REGULATIONS:

A traffic lane shall be a minimum of 10 feet of clear street width with a safe motor vehicle operating speed of at least 25 miles
per hour.

Anintersection shall be all of the areawithin the right of way intersection streets plus 300 feet beyond the edge of the intersected
right of way on all legs of the intersection.

A minimum of two traffic lanes, one for each direction, shall be maintained open to traffic at all times on all major streets.

(A) OnBond Issueand Budget Projects: All existing trafficlaneson major streetsshall be maintained opento traffic at signalized
i ntersections between the hours of 7:00 a.m. to 9:00 a.m. and 4:00 p.m. to 6:00 p.m. weekdays unless otherwise specified in the
specia provisions.

(B) OnImprovement District Projects: All existing traffic lanes on major streets shall be maintained open to traffic between the
hours of 7:00 am. to 9:00 a.m. and 4:00 p.m. to 6:00 p.m. weekdays. All work that enters or crosses amajor street must be done
at times other than 7:00 am. to 9:00 am. and 4:00 p.m. to 6:00 p.m. unless otherwise specified in the special provisions.

Local access shall be maintained to all properties on the project at all possible times. When local access cannot be maintained,
the Contractor must notify the affected property owner at least 24 hours in advance and restore access as soon as possible.
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A traffic lane shall not be considered as satisfactorily open to traffic unlessit is paved with hot mix or cold mix asphalt paving
if surrounded by or adjacent to existing pavement. Where pavement did not previoudly exist or where all of the existing pavement
has been removed, atraffic lane shall not be considered as satisfactorily open to traffic unlessit is graded reasonably smooth and
maintained dust free as directed by the Engineer.

Arrangementsfor partial or complete street closure permits shall be handled through the Engineer onlocal projectsor the Arizona
Highway Department, Resident Engineer on Federal Aid Projects, to the Contracting Agency's Traffic Engineering Department.
An advance notice of 48 hours for mgjor streets and 24 hours for local streets and aleysis required from the Contractor.

The Contractor shall provide and maintain all necessary traffic controlsto protect and guidetraffic for all work inthe construction
area

TheContractor shall maintainall existing STOP, YIELD, and street namesignserect, clean, andinfull view of theintended traffic
at all times. If these signsinterfere with construction, the Contractor shall temporarily rel ocate the signs away from construction
but still in full view of the intended traffic.

The Traffic Engineering Department will reset all STOP, YIELD, and street name signs to permanent locations.

Existing traffic signs other than STOP, YIELD, and street name signs shall be maintained by the Contractor until such time as
construction renders them obsolete. At that time the Contractor shall remove signs and posts without damage and deliver them
as directed by the Engineer. The Traffic Engineering Department will reinstall all traffic signs.

Subject to the approval of the Traffic Engineer, the Contractor shall furnish and install the 25 MPH Construction Zone Speed
Limit Signs. The Contractor shall maintain the signs erect, clean and in full view of the intended traffic at all times. Should the
signs interfere with construction, the Contractor shall relocate the signs as necessary.

At any time project construction shall require the closure or disruption of traffic in any roadway, aley, or refuse collection
easement such that normal refuse collectionwill beinterfered with, the Contractor shall prior to causing such closureor disruption,
makearrangementswith the Contracting Agency's Sanitation Department in order that refuse coll ection service can be maintained.
Specid traffic regulation will be listed in the special provisions.

401.6 MEASUREMENT:

No measurement will be made for traffic control devices.

Flagmen, uniformed off-duty law enforcement officersor pilot cars, with driver, will be measured by the hour for each individual,
including vehicle and equipment, required to perform traffic control. When an officer is used less than 3 hours, aminimum of 3
hours will be charged. Anything over 3 hours will be measured by the hour.

401.7 PAYMENT:
Payment will be made at the contract bid price in the proposal for uniformed, off-duty law enforcement officer. If the officer is

utilized in excess of 8 hoursin any calendar day or in excess of 40 hoursin any calendar work week, payment shall be at the rate
of 1 1/2 times the contract bid price for all hours worked in excessin either of the above time periods.

End of Section
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SECTION 430
LANDSCAPING AND PLANTING
430.1 DESCRIPTION:

This section shall govern the preparation and planting of landscape areas required in the Plans or Specifications. Materials will
be in accordance with Section 795.

Existing utilities and improvements not designated for removal shall be protected in place. Any damages will be repaired by the
Contractor at no additional cost to the Contracting Agency.

Unlessotherwiseprovided, walls, curbs, planter boxes, irrigation systems, and other improvementsshall be constructed after rough
grading has been completed and prior to finish grading.

430.2 GENERAL:

Landscape or planting areas shall not be cultivated when they are so wet asto cause excessive compaction or so dry asto cause
excessive dust or the formation of large clods.

Prior to any grading the areas shall be cleared and grubbed in accordance with Section 201, Clearing and Grubbing.

Finish grade for these areas shall not vary more than 1 inch from the specified grade and cross-section and shall be a smooth
uniform surface, free of any abrupt grade changes or depressions. Unless otherwi se specified, finish grade bel ow adjacent paving,
curbs, or headers shall be 1 inch for lawn and granite areas and 3 inches for planting areas.

Unlessotherwise specified, in-place soil will be prepared and conditioned for utilization astopsoil. If imported topsoil isspecified
or hasto be used, the existing soil, before subgrade, shall be scarified to a depth of 6 inches prior to placing the topsoil and the
thickness of the topsoil layer shall be at least 6 inches.

All landscape and planting areas, except thoseintended for lawns, shall be treated with apre-emergence control, such as* Surflan”
or equal, applied in accordance with the manufacturer's recommendations.

430.3LAWN AREAS:

430.3.1 Preparation of In-Place Soil: After clearing and grubbing has been completed, the existing surface shall be scarified
and cultivated to aminimum depth of 8 inches; then brought to finish grade. During the operation, debris, including all stonesover
1inch in any dimensions, shall be removed and disposed of offsite.

After clearing and grubbing and initial cultivation has been completed, chemical fertilizer, 16-20-0 composition, shall be
mechanically spread over the entire area at an average rate of 10 pounds per 1000 sguare feet. After spreading, the fertilizer shall
be cultivated into the top six inches of soil using suitable equipment. The resulting soil shall bein afriable condition, suitable for
planting.

The Engineer shall inspect and approve these areas prior to seeding.

430.3.2 Seeding: If abermudasummer lawn hasnot been established duringitsnormal planting season, April through September,
then rye grass (Solium Multi-folium) seed will be planted.

The rate of seeding shall be 3 1/2 pounds of bermuda seed or 15 pounds of rye seed per 1000 square feet.

After seeding has been completed, the entire area shall be rolled with alawn roller for leveling and seed retention. Immediately
after rolling, the area shall be watered with amist type spray until the soil is wet to a depth of 2 inches.

The Contractor shall provide the necessary safeguards to protect the planted areas from damage by erosion or trespass. Any

damaged areasor any areas, greater than 6 inchesin diameter, which fail to show agood stand shall berepaired and replanted until
an acceptable stand of grassis obtained.
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430.3.3 Maintenance: The Contractor shall be responsible for maintenance of the lawn areas until they are accepted by the
Contracting Agency. This shall include watering, mowing, weeding and removal of al debris.

430.4 DECOMPOSED GRANITE AREA:

Decomposed granite shall bein accordance with Section 795. The Contractor shall confirm that a sufficient quantity isavailable
so that the entire area will be of the same composition and appearance, and shall furnish a sample to the Engineer for approval
astocolor.

After preliminary grading is completed and the area has been cleared and grubbed, a pre-emergence control, such as Surflan, or
equal, shall be applied over the entire area, in accordance with the manufacturer's recommendations. In flat areas, a10 mm black
polyethylenefilm shall be placed prior to spreading the granite. The decomposed granite shall be evenly distributed over thearea
with aminimum depth of 2 inches. Finish grading will be accomplished and the granitewill belightly watered and then compacted
to an extent satisfactory to the Engineer. After compaction, a second treatment with the pre-emergence control will be
accomplished.

430.5 TREE, SHRUB, AND GROUND COVER PLANTING:

The species, sizes, the manner in which to be furnished, and the approximate number are as showninthe plant list. The quantities,
as listed, are approximate and the Contractor shall furnish and install all plant material necessary to complete the plantings as
shown on the landscape plan. Change order adjustment will be made for unit price proposals, but not for lump sum proposals.

430.5.1 Substitutions: All requests for substitutions must be submitted in writing to the Contracting Agency prior to
commencement of work on the project. The Contractor shall not take any further action concerning his request until a written
approval or denial is received from the Contracting Agency. Plants of kinds other than those indicated on the plant list will be
considered by the Contracting Agency only upon submission of proof that the specified plant is not reasonably procurable in the
local region. Substitutionswill resemble the specified plant in regardsto appearance, ultimate height, shape, habit of growth, and
general soil requirement.

Substitution of alarger size of the same specie may be made by the Contractor without written approval. However, the Contracting
Agency will not be responsible for any additional costsincurred by the Contractor, either for the additional cost of the plants or
for any additional planting costs.

430.5.2 Plant I nspection Prior to Delivery totheProject Site: Prior to delivery of any speciesto the project site, the Contractor
shall make the necessary arrangement with the Engineer for an inspection of the plant material at the offsite |ocation. Any plants
found to be unsuitablein growth or condition or which are not true to name shall be removed and replaced with acceptable plants.

430.5.3 Plant Protection After Delivery totheProject Site: Plantstransported to the site shall be planted as soon as possible.
During any interim storage period, they shall not be exposed to excessive sun or drying winds. Any stock, that in the opinion of
the Engineer, has deteriorated due to exposure or has been damaged during transporting, will be removed and replaced at the
Contractor's expense.

430.5.4 Plant Location: The Contractor shall stake out the location of planting areas and plantings pit prior to any excavation.
Subject to the Engineer's approval, minor relocations may be accomplished at this time to avoid unsuitable conditions, such as
utilities, rocky areas, poor soil, etc. If major relocations are necessary, the Engineer will provide revised plans.

430.5.5 Ground Cover Areas. The planting beds shall be brought to finish grade before spreading the fertilizer or conditioning
material specified. Fertilizing and conditioning material shall be mechanically spread at a uniform rate over the entire bed area.
After spreading, thismaterial shall be uniformly cultivated into the upper 6 inches of soil using suitable equipment. The resulting
soil shall bein afriable condition suitable for planting. A pre-emergence control application isrequired prior to planting.

Ground cover shall be planted in moist soil with the spacing as indicated on the plans. Each plant shall be planted with its

proportionate amount of soil so asto minimize root disturbance. After planting, the area shall be raked to restore a smooth finish
grade and to provide drainage. Watering will begin immediately.
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The Contractor is responsible for maintaining these areas until acceptance by the Contracting Agency. Maintenance will include
protection from trespass or damage, weeding, watering, and removal of all debris. It may be necessary toinstall aprotectivefence
or barrier around these areas until growth is assured.

430.5.6 Shrub and Tree Pits: Planting pits shall be approximately circular with a diameter and depth at least twice the size of
the plant ball or container. It must be large enough to permit handling and planting without injury or breakage of the root ball or
root system. Unless otherwise specified, the excavated soil will be conditioned and used as prepared soil mix for backfill. Plants
will not be allowed to stand in these pits without watering.

Prepared soil mix shall consist of one part organic soil conditioner (Section 795), two parts excavated soil and one pound of
gypsum and four ounces of soil sulphur per tree or one-half pound of gypsum and two ounces of soil sulphur per shrub. The
backfill shall be produced by thoroughly combining these components into a homogeneous mixture. The Contractor shall notify
the Engineer prior to mixing prepared soil so that he may observe the mixing process. In addition, during backfilling, slow release
fertilizer tablets, Agriform 21 gram tablets with a 20-10-5 analysis, shall be added in the following quantities:

For one-gallon container ......................... 1 tablet

For five-galloncontainer ......................... 2 tablets
For fifteen-galloncontainer ....................... 4 tablets
For twenty-four inchesor largerbox ................ 6 tablets

All containers shall be opened and removed in such amanner that the roots of the plant are not damaged. Balled plants wrapping
shall be loosened or cut back after the plant is positioned in the pit.

A layer of prepared soil mix shall be placed in the pit and the plant shall be set approximately in the center of the hole with the
root crown at its natural growing depth with respect to finish grade. The plant shall be faced so asto present the best appearance
and relationship to adjacent plants or structures. It shal be rigidly constrained until backfilling with prepared soil mix and slow
release fertilizer tabletsis completed. The backfill will be thoroughly settled by tamping and watering so that all voids arefilled.

Trees shall be supported by two tree stakes (Section 795) with a top tie placed for maximum support and a second tie placed
midway between top tie and ground level.

After planting, the plants shall be pruned as directed by the Engineer.
430.6 HEADER INSTALLATION:

Headers shall beinstalled at the location and grades as shown on the plans prior to planting operations. Stakes shall be located
at cornersand at interval s not to exceed 5 feet and shall be driven to slightly below the top of the header. Headers shall be nailed
to the stakes with two nails, clinched 1/2 inch. Splice plates shall be used at butt joint; centered on the joint and nailed with four
nails.

430.7 CLEAN UP:

Any debrisor other material dropped onto paved or graded areaduring excavation or hauling operation shall be promptly removed
and these areas shall be kept neat and clean at all times. Upon completion of planting operation, all remaining soil, stones, and
other debris shall be removed from the site and disposed of to the satisfaction of the Engineer.

430.8 PLANT GUARANTEE AND MAINTENANCE:

The Contractor shall insure that all plant materials arein a sound, healthy, vigorous condition free from insects, bark abrasions,
or other objectionable disfigurements and shall immediately replace any plant which is unacceptable at any time up to and
including final acceptance of the project or completion of the plant establishment period whichever occurs later. When the
termination of the plant establishment period extends beyond the final acceptance date for the project, this additional period of
time for plant establishment may be considered as a specia warranty period within the standard 1-year guarantee period and the
Engineer may authorize final payment in accordance with Section 109. Unless otherwise authorized by the Engineer, the
Contractor shall maintain al landscaped areas on a continuous basis as they are completed during the course of work and until
final project acceptance or the termination of the plant establishment period, whichever occurs later. Maintenance shall include
keeping the landscape areas free of debris and weeding and cultivating the planted areas at intervals acceptable to the Engineer.
The Contractor shall provide adequate personnel to accomplish the required maintenance. Pruning and restaking of plants shall
be as directed by the Engineer.
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430.9 PLANT ESTABLISHMENT PERIOD:

The Contractor shall request an inspection by the Engineer whenever substantial completion of the planting and related work has
been accomplished. After thisinitial inspection, and subject to his approval of the work, the Engineer will issue awritten field
notification to the Contractor setting the effective, beginning date for plant establishment. The plant establishment period shall
befor aperiod of 60 calendar days, but is subject to extension by the Engineer if the landscape areas are improperly maintained,
appreciable plant replacement is required, or other corrective work becomes necessary.

At final project acceptance or at the end of the plan establishment period, afinal acceptance inspection of the planted areas will
be made by the Engineer.

430.10 MEASUREMENT AND PAYMENT:
M easurement and payment shall be in accordance with Section 109.
The lump sum or unit prices established on the proposal sheet shall be full compensation for furnishing al labor, material, tools,

and equipment and for performing all work necessary to compl ete the |andscaping operation to include planting of trees, shrubs,
and ground cover.

End of Section

430-4
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CONCRETE STRUCTURES
505.1 DESCRIPTION:

Concrete bridges, culverts, catch basins, manholes, retaining walls, abutments, piers, footings, foundations and similar structures
shall be constructed in conformity with the plans and specifications. Concretefor usein work constructed under this specification
and testing thereof shall conform to the requirements of Section 725. Reinforcing shall conform to the requirements of Section
727.

Safe and suitable ladders shall be provided to permit accessto all portions of the work.
505.1.1 Minor Structures:

Concrete structures such as cattle guards, catch basins, median barriers, headwalls, and other miscellaneous structures as defined
by the Engineer are hereby defined as Minor Structures. Such Minor Structures, at the option of the Contractor, may be either
constructed of cast-in-place concrete, or furnished as precast units. Precast units shall be fabricated in accordance with shop
drawings submitted by the Contractor and approved by the Engineer, in accordance with the requirements of Section 105.2. All
structures not defined as Minor Structures shall be classified as Major Structures.

505.2 SUBGRADE FOR CONCRETE STRUCTURES:

Each subgrade upon which concreteis placed shall be firm and free from water. Ground water shall be kept several inches bel ow
subgrade until the concrete has set. When the subgrade is in dry earth, it shall be moistened with water from a spray nozzle
immediately before concrete is placed.

When the design detail s for the project provide for the construction of filter or drain material consisting of gravel or combination
of gravel and sand, which material becomes subgrade for concrete, the placing of steel reinforcement and placement of concrete
shall follow the placing of the filter or drain material as closely as practical. The filter or drain material shall be kept dewatered
to the extent necessary to prevent any portion of concrete materials being carried away before the concrete has attained itsfinal
set. No payment will be made for the work required to keep such materials dewatered, other than such costs as may be included
in the prices bid for various items of work or amount bid for dewatering when the schedule provides an item for same.

When concreteisto rest on rock, the rock shall be fully uncovered. The surface of the rock shall be removed to adepth sufficient
to expose sound rock. Bedrock shall be roughly leveled off or cut to approximately horizontal and vertical steps. Seamsin the
rock shall be grouted as directed by the Engineer and the base for structures shall be slush grouted or otherwise treated as the
Engineer may direct.

Precast Concrete Minor Structures shall be founded in accordance with the requirements of Section 206.4.5.
505.3 FORMS:

Forming plans for cast-in-place bridge decks and cast-in-place bridge superstructures shall be prepared in accordance with the
requirements of Section 105.2.

Forms shall be of suitable material and of type, size, shape, quality, and strength to enable construction as designed. The forms
shall betruetolineand grade, mortar tight, and sufficiently rigid to resist any appreciable amount of springing out of shape during
placing of the concrete. The responsibility for their adequacy shall rest with the Contractor. All dirt, chips, sawdust, nails, and
other foreign matter shall be completely removed from forms before any concrete is deposited. The surfaces of forms shall be
smooth and free from irregularities, dents, sags and holes that would appreciably deface the finished surface. Forms previously
used shall bethoroughly cleaned of all dirt, mortar and foreign matter before being reused, and the reuse of forms shall be subject
to the approval of the Engineer. Before concrete is placed in forms, all inside surfaces of the forms shall be thoroughly treated
with an approved releasing agent that will leave no objectionable film on the surface of the forms that can be absorbed by the
concrete. Care shall be exercised that no releasing agent is deposited on previously placed concrete.

Formsfor all surfaces that will not be completely enclosed or hidden below the permanent surface of the ground shall be made

of surfaced lumber, or material which will provide a surface at least equally satisfactory. Any lumber or material which becomes
badly checked or warped prior to placing concrete may be rejected.
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Forms for all exposed surfaces of bridges, viaducts, overcrossings and similar structures shall be constructed of plywood or an
approved equal . Plywood for forms shall be exterior type, of the grade Concrete-Form Exterior, conforming to the specifications
of the NBS, Commercial Standards latest edition. Plywood shall be furnished and placed in 48 inches widths and in uniform
lengths of not less than 96 inches, except where the dimension of the member formed isless than the specified panel dimension.
Plywood shall be placed with the grain of the outer pliesin the direction of the span. Where plywood is attached directly to the
studding or joints, the panels shall be not less than 5/8 inch thick, and the studdings or joints shall be spaced not more than 12
inches, center to center. Plywood less than 5/8 inch thick, otherwise conforming to the requirements specified, may be used with
acontinuousbacking of 5/8 inch sheathing. All form panelsshall be placed inaneat, symmetrical pattern with the horizontal joints
level and continuous.

Wood forms for copings and curbs shall have athickness of not less than 15/8 inches and a width of not less than the full depth
of coping or curb.

Unless otherwise shown onthe plans, all sharp edgesshall be chamfered with 3/4 inch triangular fillets. Formsfor curved surfaces
shall be so constructed and placed that the finished surface will not deviate appreciably from the arc of the curve.

Forms shall be so constructed that portions, where finishing is required, may be removed without disturbing portion of formsto
remain.

Formsfor girders and slabs shall be cambered as may be required by the Engineer.
Forms shall, as far as practicable, be so constructed that the form marks will conform to the general lines of the structure.

Form clamps or bolts, approved by the Engineer, shall be used to fasten forms. The use of twisted wire loop ties to hold forms
in position will not be permitted, nor shall wooden spreaders be used unless authorized by the Engineer. Clamps or bolts shall be
of sufficient strength and number to prevent spreading of the forms. They shall be of such type that they can be entirely removed
or cut back 1 inch below the finished surface of the concrete. Forms for outside surfaces shall be constructed with stiff wales at
right angles to the studs and all form clamps shall extend through and fasten such wales, all based on the rate of concrete
placement.

The Contractor may at his own option, place such portions of the concrete for the structure directly against the side of the
excavation or sheathing without the use of outside forms, provided that the following conditions are met.

(A) If concreteisplaced directly against the sides of the excavation, the faces of the excavation must be firm and compact, and
be able to stand without sloughing off and be at all points outside the concrete lines shown on the plans.

(B) If concreteisplaced against sheathing, such sheathing shall be closely fitted and shall be outside of the concrete lines shown
on the plans. Those surfaces against which the concrete is to be placed shall be faced with building paper. Except as otherwise
specified all sheathing shall beremoved, but not until either at |east 7 days after placing concrete or until the concrete has attained
astrengthin compression of not lessthan 2,000 psi. Care should be used in pulling sheathing so asto avoid damaging the concrete.
Voids left by the removal of sheathing, piles and/or similar sheathing supports shall be backfilled with material having a sand
equivalent of not lessthan 30 and consolidated by jetting as directed by the Engineer. When, in the opinion of the Engineer, field
conditionsor thetype of sheathing or methods of construction used by the Contractor are such asto make theremoval of sheathing
impracticable, that portion of the sheathing against which concrete has been placed may be left in place.

Regardless of the method used in the placement of concrete without outside forms the following stipulations shall hold:
(A) Thereinforcing steel shall be accurately set and held firmly in place, to the satisfaction of the Engineer.

(B) Nodirect payment will be made for building paper, sheeting, gunite or concrete placed outside of concrete lines shown on
the plans. The cost thereof shall be absorbed in the prices bid for the various items of work.

(C) The Contractor shall assumeall risks of damage to the work or to existing improvements due to any reason whatsoever that
may be attributable to the method of construction outlined above.

505.3.1 Removal of For ms: The falsework supporting any span of acontinuous or rigid frame structure subject to bending stress
shall not be released until after the last concrete placed in the span and in the adjoining spans, excluding concrete above the deck
dlab, has attained a compressive strength of not less than twice the design unit stress, or 21 days after the concrete is placed,
whichever occursfirst.
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Stairway riser forms shall be removed and the finish of the steps completed on the day the concrete is placed. Metal stairway
treads, if required by the plans, shall be installed immediately after the steps have been placed.

Side forms for beams, girders, columns, railings, or other members wherein the forms do not resist dead load bending shall be
removed not more than 24 hours after placing concrete, where finishing is required, unless otherwise directed by the Engineer,
provided that satisfactory arrangements are made to cure and protect the concrete thus exposed.

Sideformsfor arch rings, columns, and piers shall be removed before the members of the structure which they support are placed
so that the quality of the concrete may be inspected. Such forms shall be so constructed that they may be removed without
disturbing other forms which resist direct load or bending stress.

Forms and shoring for box and arch sections of sewers and storm drains may be removed as follows:

(A) Formsfor open channel walls— 16 hours.
(B) Outside forms of box sections and inside wall forms of box sections which do not support the slab forms — 16 hours.
(C) Arch sectionsin open cut — 12 hours.
(D) Slabformsfor box sections:
(1) Typell Cement — 48 hours or 6 hours per foot of span between supports, whichever is greater.
(2) Typelll Cement — 24 hours or 3 hours per foot of span between supports, whichever is greater.
(3) TypeV Cement — 56 hours or 7 hours per foot of span between supports, whichever is greater.

The periods of time at which the Contractor may remove forms, as set forth above, are permissive only and subject to the
Contractor's assuming all risks that may be involved in such removals. At his option, except for surfaces to be finished, the
Contractor may leave the formsin place for such longer periods as are, in his opinion, required.

505.4 FALSEWORK:

Falsework construction and erection shall not commence until the Contractor has received written approval of the sealed fina
falsework shop drawings.

All falsework shall be designed and constructed to provide the necessary rigidity and to support the loads. Falsework for the
support of asuperstructure shall be designed to support the loads that would beimposed if the entire superstructure concrete were
placed at one time.

All falsework, staging, walkways, forms, ladders, cofferdams, and similar accessories shall equal or exceed the minimum
applicable safety requirements of Section 107. Compliance with such regquirements shall not relieve the Contractor from full
responsibility for the adequacy and safety of said items.

Falsework shall be founded upon a solid footing safe against undermining and protected from softening. When the falsework is
supported ontimber piles, the pilesshall be driven to abearing val ue as determined by the formulaspecified in Section 501, equal
to the total calculated pile loading. The maximum calculated pile loading shall not exceed 20 tons.

Falsework and forms shall be so constructed as to produce in the finished structure the lines and grades indicated on the plans.
Suitable jacks or wedges shall be used in connection with the fal sework to set the forms to grade or camber shown on the plans,
or to take up any settlement in the form work either before or during the placement of concrete. Single wedges for this purpose
will not be permitted; it being required that all such wedgesbein pairstoinsure uniform bearing. Dead |load deflectionin stringers
and joints will be compensated for by varying depths of the joists or by using varying depth nailing strips.

Arch centering shall be removed uniformly and gradually, beginning at the crown and working toward the springing, to permit
the arch to take itsload slowly and evenly. Centering for adjacent arch spans shall be struck simultaneously.

Falsework under any continuous unit or rigid frame shall be struck simultaneously; the supporting supports being released
gradually and uniformly, starting at the center and working both ways towards the supports.

505.4.1 Falsework Design: Falsework design shall be in accordance with the requirements of Section 105.2.

Falsework shall be designed by the Contractor to carry al loads and pressures which may be applied to it. The construction loads
to be applied are as follows:
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Tunnel centering — 100 percent of the concrete load where concrete is placed by pumping. Forms shall be so constructed to
provide adequate relief for excessive pump pressure.

All other structures—alive load of 30 pounds per square foot of horizontal area.
Transverse and longitudinal bracing — a horizontal force equal to 2 percent of the vertical load.

The unit stressesfor wood fal sework shall be those recommended inthe West Coast L umbermen’s Association's standard grading
and dressing rules increased 25 percent for short time loading.

Falsework may be bolted or spiked at the option of the Contractor, but the use of bolts and spikes shall not be combined in the
same connection. Theallowabl e spacingsand connection val ues of boltsand spikesshall bein accordancewith the national design
specificationsfor stress-grade lumber and its fastenings as recommended by National Lumber Manufacturers Association except
that an additional allowance of 25 percent for temporary use shall be added to the connection values for bolts and spikes.
Ends of columns bearing on wedges shall be tied in both direction by girts.

Unit stresses for steel falsework shall be in accordance with the requirements of the specifications for design, fabrication and
erection of structural steel for buildings of the AlISC.

505.5 PLACING REINFORCEMENT:

Reinforcing bars shall be accurately placed as shown on the plans and shall be firmly and securely held in position by wiring at
intersections with wire not smaller than No. 16 gage and by using concrete or metal chairs, spacers, metal hangers, supporting
wires and other approved devices of sufficient strength to resist crushing under full load. Wooden supports shall not be used.
Placing bars on layers of fresh concrete as the work progresses and adjusting bars during the placing of concrete will not be
permitted. Before placing in theforms, al reinforcing steel shall be thoroughly cleaned of mortar, oil, dirt, loose mill scale, loose
or thick rust and coatings of any character that would destroy or reduce the bond. No concrete shall be deposited until the placing
of the reinforcing steel has been inspected and approved.

Bundle bars shall be tied together at not more than 6 foot centers.

The Contractor will be allowed the following tolerances when placing, tying and supporting reinforcing steel:

(1) Indlabsand beams, horizontal bars shall be within %2 inch measured vertically, of the position indicated on the plans.

(2) Invertical walls, columns, wings, and similar members, clearance from the forms shall be within ¥4 inch of the clearance
shown on the plans.

(3) Indabsorwalls, longrunsof barsmay vary up to 2 inchesin spacing; however, the specified number of barsshall be placed.

505.5.1 Splicing: Splices of bars shall be made only where shown on the plans or as approved by the Engineer. Where bars are
spliced they shall be lapped at |east 30 diameters, unless otherwise shown on the plans.

Welding of reinforcing steel will not be permitted unless specifically authorized by the Engineer.

505.5.2 Bending Reinfor cement: Bending of reinforcing steel shall conformto the requirementsof the AASHTO LRFD Bridge
Construction Specifications Section 9.4.

Bars shall not be bent nor straightened in a manner that will injure the material. Bars with kinks or unspecified bends shall not
be used.

505.5.3 Welded Wire Fabric: Welded wire fabric shall be held firmly in place and spliced not |ess than 2 meshes.

505.5.4 Dowels
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505.5.4.1 Dowel Placement: Dowel placement shall consist of drilling or coring dowel holesin concrete, furnishing and placing
anchoring materials, and placing reinforcing steel dowelsin accordance with the details shown on the Project Plans, and the
reguirements of the project Special provisions and these Specifications.

Dowel holes shall be cored where dowels are to be placed:

(A) inbridge decks and other thin concrete sections, and the depth of the dowel hole shown on the project plans projectsto 3
inches or less from the opposite face of the concrete section, or

(B) within 4 inches from an existing concrete edge.

Cored holes shall be intentionally roughened after coring.

All holes shall be blown clean with compressed air, prior to applying the anchoring material .

The diameter of the holesfor the dowelsshall be 1/8" larger than the diameter of the dowelsto be placed. The depth of the holes
for the dowels shall be as shown on the Project Plans.

The anchoring materials for the dowels shall be an epoxy adhesive conforming to the requirements of Section 505.5.4.2, unless
otherwise specified on the Project Plans and/or the project Special Provisions, or as approved by the Engineer.

505.5.4.2 Anchoring M aterials. Epoxy materials shall be used for anchoring dowels. The Contractor shall submit Certificates
of Compliance or Analysis, complete with supporting documentation, to the Engineer for all epoxy materials to be used for
anchoring dowels on a specific project, in accordance with the requirements of Section 106.2. The epoxy materials shall be
provided by the Contractor in general conformance with the requirements of Section 1015.1 — General Requirements of Section
1015 - EPOXY MATERIALS of the current Arizona Department of Transportation (ADOT) Standard Specifications for Road
and Bridge Construction, amended to date.

Epoxy resin base anchoring adhesive shall be used for anchoring dowelsin concrete. High viscosity, or non-sag epoxies in the
form of agel, shall be used for horizontal or near-horizontal applications, whereflow out of the anchoring holeisaproblem. Low
and medium viscosity epoxiesmay beused in vertical anchoring holesthat open upward. Theanchoring product shall specifically
be designed for the designated application, according to the manufacturer’s product literature.

Epoxy resin base anchoring adhesive shall provide the specified minimum tensile pullout resistance, when tested in accordance
with Arizona Test Method 725, as modified in accordance with Section 505.5.4.3 of these specifications. The pot life of the
anchoring material shall be determined in accordance with AASHTO T 237, Part |. The determined pot life shall be within 25
percent or 10 minutes of the pot life specified by the manufacturer, whichever is greater.

505.5.4.3Dowel Strength Requirements: Theepoxy resin base anchoring adhesive shall providethefoll owing minimum pullout
resistances:

#4 dowels: 12.0Kips
#5 dowels: 18.6 Kips
#6 dowels: 26.4 Kips
#7 dowels: 36.0 Kips

Arizona Test Method (ATM) 725 is a Tensile Proof Dowel Test, developed by ADOT to specifically test #6 reinforcing steel
dowelsanchored in Portland cement concrete with an epoxy adhesive. When testing reinforcing steel dowel sizes, the anchoring
hole (ATM 725: PREPARATION —4.(a)) shall bemodified asfollows; therotary hammer drill bit size(ATM 725: APPARATUS
— 2.(a)) shall be modified accordingly:

#4 dowels: 5/8" diameter x 8" long
#5 dowels: 3/4” diameter x 10” long
#6 dowels 7/8" diameter x 12" long
#7 dowels 1" diameter x 14” long

The Contractor may opt to conduct pullout tests with hole lengths other than those required above, based on the adhesive
manufacturer’ s product literature and recommendations; however, test results shall demonstrate that the tested system provides
the required pullout resistances.
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505.6 PLACING CONCRETE:

No concrete shall be placed in any forms supported by falsework until the Contractor’ s Professional Engineer has inspected the
completed falsework, and has issued a properly sealed and signed certificate that the fal sework has been constructed according
to the approved falsework drawings.

Where aschedulefor placing concreteis shown on the plans, no deviation will be permitted therefrom unless approved inwriting
by the Engineer.

The placing of concrete for agiven pour shall start at the low point and shall proceed upgrade, unless otherwise permitted by the
Engineer.

With the exception of concrete placed in slope paving and aprons, and concrete placed under water, all concrete shall be
compacted by means of high frequency internal vibrators of atype, size and number approved by the Engineer. The number of
vibrators employed shall be ampleto consolidate theincoming concrete to aproper degree within 15 minutes after it is deposited
in the forms. In al cases, at least 2 vibrators shall be available at the site of the structure in which more than 25 cubic yards of
concrete isto be placed. The vibrators shall not be attached to or held against the forms or the reinforcing steel. The locations,
manner and duration of the application of the vibrators shall be such as to secure maximum consolidation of the concrete without
causing segregation of the mortar and coarse aggregate, and without causing water or cement paste to flush to the surface. Fresh
concrete shall be spread in horizontal layersinsofar as practicable and the thickness of the layers shall not be greater than can be
satisfactorily consolidated with the vibrators. If additional concreteisto be placed, care shall be taken to remove all laitance and
to roughen the surfaces of the concrete to insurethat fresh concreteis deposited upon sound concrete surfaces. Layersof concrete
shall not be tapered off in wedge-shaped slopes, but shall be built with square ends and level tops.

Mixed concrete, after being deposited, shall be consolidated until all voids are filled and free mortar appears on the surface. The
concrete shall be placed asnearly aspossibleinitsfinal position and the use of vibratorsfor extensive shifting of the mass of fresh
concrete will not be permitted.

Fresh concrete shall not be permitted to fall from aheight greater than 6 feet without the use of adjustable length pipes or el ephant
trunks.

The use of approved external vibrators for compacting concrete will be permitted when the concrete isinaccessible for adequate
compaction provided the forms are constructed sufficiently rigid to resist displacement or damage from external vibration.

During the placing of concrete, care shall be taken that methods of compaction used will result in a surface of even texture free
from voids, water or air pockets, and that the coarse aggregate is forced away from the formsin order to leave amortar surface.
Spades or broad-tined forks shall be provided and used to produce the desired results if required by the Engineer.

The use of chutesin conveying or depositing concrete will be allowed only at the discretion of the Engineer, and wherever they
are used they shall be laid at such inclination as will permit the flow of concrete of such consistency asis required. The use of
additional water in mixing the concrete to promote free flow in chutes of low inclination will not be allowed. Where necessary
in order to prevent segregation, chutes shall be provided with baffle boards or a reversed section at the outlet.

Concrete for columns shall be placed using pipes of adjustable length and not less than 6 inches in diameter.

Horizontal members or sections shall not be placed until the concrete in the supporting vertical members or sections has been
consolidated and aminimum 2 hour period has elapsed to permit shrinkage to occur.

Walkways shall be provided along each side and for the full length of bridge structures outside the deck area. These walkways
shall be of sufficient width, and so constructed as to provide for the support of the bridges from which the longitudinal floats
specified are to be operated. | nspection walkways and access thereto shall be provided under the deck forms between each pair
of girdersand outside of each outside girder for the full length of the bridge structure. The walkways shall be not morethan 8 feet
below the concrete to be inspected.

505.6.1 Construction Jointsin Major Structures: The work shall be so prosecuted that construction joints will occur at
designated places shown on plans unless specifically permitted otherwise by the Engineer. The Contractor shall complete, by
continuous depositing of concrete, section for the work comprised between such joints. The joints shall be kept moist until
adjacent concrete is placed.
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All construction joints at the bottom of wallsor arches, at thetop of walls, and all longitudinal construction joints having akeyed,
stepped or roughened surface shall be cleaned by sandblasting prior to placing the adjacent concrete. Any quality of sand may
be used which will accomplish the desired results.

Thesandblasting operationsshall be continued until al unsatisfactory concrete, and all laitance, coatings, stains, debris, and other
foreign materials are removed. The surface of the concrete shall be washed thoroughly to remove all loose material. The method
used in disposing of waste water employed in washing the concrete surfaces shall be such that the waste water will not stain,
discolor, or affect exposed surfaces of the structures. The method of disposal will be subject to the approval of the Engineer.

All horizontal construction joints or those on slight slopes, shall be covered with Class D mortar as specified in Section 776.

Expansion and contraction jointsin the concrete structures shall be formed where shown on the plans and as directed. In general,
such joints shall have smooth abutting surfaces, painted or separated and sealed as detailed on the plans. No reinforcement shall
be extended through the joints, except where specifically noted or detailed on the plans. Concrete or mortar shall not be permitted
to lap these jointsin such a manner as to effect atie or bond that would later promote spalling.

Asphalt paint or premolded asphalt filler used in joints shall be as specified in Section 729.

No direct payment will be made for furnishing and placing asphaltic paint, premolded asphaltic filler or other types of joint
separators; their costs shall be included in the price bid for the item of work of which they are a part.

505.6.2 ADVERSE WEATHER CONCRETING:

(A) Hot Weather Concreting: Hot weather is defined as any combination of high ambient temperature, low relative humidity,
and wind velocity which would tend to impair the quality of fresh concrete. These effects become more pronounced as wind
velocity increases. Since last minuteimprovisations are rarely successful, preplanning and coordination of all phases of thework
are required to minimize these adverse effects.

As an absolute minimum, the Contractor shall insure that the following measures are taken:

(1) Anamplesupply of water, hoses, and fog nozzles are available at the site. (2) Spare vibratorsare on hand in theratio of one
sparevibrator for each threein use. (3) Preplanning has been accomplished to insure prompt placement, consolidation, finishing,
and curing of the concrete. (4) Concrete temperature on arrival should be approximately 60°F. and in any event shall not exceed
90°F. The use of cold water and ice is recommended. (5) The subgrade is moist, but free of standing water. (6) Fog spray is
utilized to cool the formsand steel. Under extreme conditions of high ambient temperature, exposure to the direct rays of the sun,
low relative humidity, and wind, even strict adherence to these measures may not produce the quality desired and it may be
necessary to restrict concrete placement to early morning only. If this decision is made, then particular attention must be directed
to the curing process since the concrete will be exposed to severe thermal stresses due to temperature variation; heat of hydration
plus midday sun radiation versus nighttime cooling.

(B) Cold Weather Concreting: Concrete shall not be placed on frozen ground, nor shall it be placed when the ambient
temperatureis below 40°F. unless adequate means are used to heat the aggregate and/or water and satisfactory means have been
taken for protecting and heating the concrete during the curing period.

(C) Wet Weather Concreting: Placing of concrete shall be discontinued when the quantity of rainfall is such asto cause aflow
or wash to the surface. Any concrete already placed and partially cured shall be covered to prevent dimpling. A construction joint
will beinstalled prior to shut down.

(D) Replacement of Damaged or Defective Concrete: Upon written notice from the Engineer, al concrete which has been
damaged or is defective, shall be replaced by the Contractor at no cost to the Contracting Agency.

(E) Recommended Reference:
1. ACI-305 Hot Weather Concreting
2. ACI-306 Cold Weather Concreting
3. ACI-308 Recommended Practices for Curing Concrete

505.6.3 Bridge Deck Joint Assemblies
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505.6.3.1 Description: Thiswork shall consist of furnishing and installing expansion devices including the seals, anchorage
system, and hardware in accordance with the project plans and these specifications.

505.6.3.2 M aterials: Elastomer Seals shall be of the Compression Seal or Strip Seal type, and shall conform to the requirements
of the Arizona Department of Transportation Standard Specifications for Road and Bridge Construction Section 1011-5.

Steel shapes and plates shall conform to the requirements of ASTM A36, or ASTM A588.
505.6.3.3 Construction Requirements:

(1) General: Deck joint assembliesshall consist of elastomer and steel assemblieswhich areanchored to the concrete at the deck
joint. The seal armor shall be cast in the concrete. The completed assembly shall be properly installed in the planned position,
shall satisfactorily resist theintrusion of foreign material and water, and shall provide bump-free passage of traffic. For each size
of seal on aproject, one piece of the seal material supplied shall be at least 18 inches longer than required by the project Plans.
The additional length will be removed by the Engineer and used for materialstesting. Certificates of Compliance conforming to
the requirements of Section 106.2 shall also be submitted by the Contractor.

(2) Shop Drawings: Prior to fabrication, the Contractor shall submit shop drawingsto the Engineer for approval, in accordance
with the requirements of Section 105.2. The shop drawings shall show complete details of the method of installation to be
followed, including atemperature correction chart for adj usting the dimensions of the joint according to the ambient temperature,
and any additions or rearrangements of the reinforcing steel from that shown on the project plans.

Deck joint assembliesfor pretensioned and post-tensioned prestressed concrete superstructures shall beinstalled at the narrowest
joint opening possible to alow for long-term superstructure shortening.

(3) Elastomer Sedls. Seals shall conform to the requirements specified.
(4) Armor: All stedl for cast-in-place deck joint assemblies shall conform to the requirements specified.

(5) Galvanizing: All stedl partsof strip seal assembliesshall be galvanized after fabrication, in accordance with therequirements
of ASTM A123 and A153, unless ASTM A588 steel isused. Bolts shall be high strength, conforming to the requirements of
ASTM A325M, with a protective coating of cadmium or zinc, followed by a chromate and baked organic coating conforming to
the requirements of ASTM F1135, Grade 3, 5, 6, 7, or 8 and Color Code A.

Steel parts of compression seal assemblies do not require galvanizing, plating, or painting.

(6) Joint Preparation and Installation: At all joint locations, the Contractor shall cast the bridge decks and abutment backwalls
with aformed blockout, sized to accommodate the pre-assembled joint assembly. The joint assembly will be anchored in the
concrete to be placed with the secondary pour in the blockout. Prior to the secondary pour, the surface of the existing concrete
in the blockout shall be coated with an approved adhesive specifically formulated for bonding new concrete to old concrete.

Installed armor assemblies shall be covered or otherwise protected at all timesprior to installing the elastomer portion of thejoint
assembly. Theelastomer shall beinstalled at such timeand in such manner that it will not be damaged by construction operations.

The seal element shall be installed subject to these specifications and approval of the Engineer. Immediately prior to the
installation of the seal element, the steel contact surfaces of the joint armor shall be clean, dry, and free of ail, rust, paint, or
foreign material. Any perforation or tearing of the seal element due to installation procedures or construction activities will be
cause for rejection of the installed seal element.

During theinstallation of all proprietary deck joint assemblies, the manufacturer’ srepresentative shall be present. Asaminimum,
therepresentative shall be present during the placement of thejoint assembly inthe deck blockout, prior to the secondary concrete
pour, and shall also be present during the installation of the seal element.

505.6.4 Water Stops

Water stops of rubber or plastic, shall be placed in accordance with the details shown on the project plans. Where movement at
thejoint is provided for, the water stops shall be of the type permitting such movement without damage. Water stops shall be
mechanically spliced, vulcanized, or heat-sealed to form continuous watertight joints, in accordance with the manufacturer’s
recommendations, and as approved by the Engineer.
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505.6.5 Longitudinal Joints between Precast Bridge Deck Units

After erection of the units and at the time requested by the Engineer, the longitudinal shear key joints between units shall be
thoroughly packed with a pre-packaged non-shrink grout or a sand-cement grout with an expansion agent approved by the
Engineer. The Contractor shall then transversely connect the deck units with the connection rods, stressing and anchoring them
as shown on the project plans.

505.7 CONCRETE DEPOSITED UNDER WATER:

When conditionsrender it impossible or inadvisablein the opinion of the Engineer to dewater excavation before placing concrete,
the Contractor shall deposit under water, by meansof atremieor underwater bottom dump bucket, alayer of concrete of sufficient
thickness to thoroughly seal the cofferdam. To prevent segregation the concrete shall be carefully placed in a compact mass and
shall not be disturbed after being deposited. Water shall be maintained in a still condition at the point of deposit.

A tremie shall consist of awater tight tube having a diameter of not less than 10 inches with a hopper at the top. The tube shall
be equipped with adevice that will closethe discharge end and prevent water from entering the tube while charging the tube with
concrete. Thetremie shall be supported so asto permit free movement of the discharge end over the entire top surface of thework
and to permit rapid lowering, when necessary to retard or stop the flow of concrete. The discharge end shall be closed at the start
of the work to prevent water entering the tube and shall be entirely sealed at all times, except when concrete is being placed. The
tremie tube shall be kept full of concrete. When a batch is dumped into the hopper, the flow of concrete shall be induced by
dightly raising the discharge end, always keeping it in the deposited concrete. The flow shall be continuous until the work is
completed and the resulting concrete seal shall be monolithic and homogeneous.

Theunderwater bucket shall have an open top and the bottom doors shall open freely and outward whentripped. The bucket shall
be completely filled and slowly lowered to avoid back wash and shall not be dumped until it rests on the surface upon which the
concrete isto be deposited. After discharge, the bucket shall be raised slowly until well above the concrete.

Concrete deposited in water shall have 10 percent extra cement added.
505.8 CURING:

As soon after the compl etion of the specified finishing operations as the condition of the concrete will permit without danger of
consequent damage thereto, all exposed surface shall either be sprinkled with water, covered with earth, sand or burlap; sprayed
with acuring compound or sealed with amaterial conforming with Section 726. All concrete for bridge structures shall be water
cured unless otherwise permitted by the Engineer. The Contractor shall usethewet burlap method for thewater cure of all concrete
in bridge decks and approach slabs, unless otherwise authorized by the Engineer.

Concrete that is water cured must be kept continuously wet for at least 10 days after being placed; preferably being covered, if
possible, with at least 2 layers of not lighter than 7 ounce burlap, except that handrail, baserail, railing posts, tops of walls, and
similar partsof the structure, if water cured, must be covered with burlap as above prescribed, immediately following thefinishing
treatment specified therefor, and such covering shall not be removed in less than 4 days. Roadway areas, floors, slabs, curbs,
walks, and the like, that are water cured may be covered with sand to adepth of at least 2 inches, in lieu of the burlap as specified
above, as soon as the condition of the concrete will properly permit, and such covering must remain wet and in place until the
concrete so covered is at least 10 days old unless otherwise directed by the Engineer or provided by special provisions.

When a sprayed impervious membrane is used, it shall be applied under pressure through a spray nozzle in such manner and
guantity as to entirely cover and seal all exposed surfaces of the concrete with a uniform film. To insure complete coverage,
membrane shall be applied in two applicationsfor atotal coverage of 150 square feet per gallon. The membrane, however, shall
not be applied to any surface until al of the finishing operations have been completed; such surfaces being kept damp, until the
membrane is applied. All surfaces on which abond is required, such as construction joints, shear planes, reinforcing steel, and
the like, shall be adequately covered and protected before starting the application of the sealing medium in order to prevent any
of the membrane from being deposited thereon; and any such surface with which the seal may have come in contact shall
immediately thereafter be cleaned. Care shall be exercised to avoid and prevent any damage to the membrane seal during the
curing period. Should the seal be broken or damaged before the expiration of 10 days after the placing of the concrete, the break
shall be immediately repaired by the application of additional impervious membrane over the damaged area.

Should any forms be removed sooner than 10 days after the placing of the concrete, the surface so exposed shall either be

immediately sprayed with a coating of the membrane seal, or kept continuously wet by the use of burlap or other suitable means
until such concrete has cured for at least 10 days.
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When tops of walls are cured by the membrane sealing method the side forms, except metal forms, must be kept continuously wet
for the 10 days following the placing of the concrete.

If due to weather conditions, materials used, or for any other reason, there is any likelihood of the fresh concrete checking or
cracking prior to the commencement of the curing operations, it shall be kept damp, but not wet, by means of anindirect fine spray
of water until all danger of such checking or cracking is past, or until the curing operations are started in the particular area
affected.

Since hot weather leads to more rapid drying of concrete, protection and curing are far more critical than in cool weather. Water
curing shall be used wherever it is practical and shall be continuous to avoid volume changes due to aternation of wetting and
drying. The need for adequate continuous curing is greatest during the first few hours after placement of concretein hot weather.

505.9 FINISHING CONCRETE:

Immediately after the removal of forms as provided above, al concrete surfaces shall be finished in accordance with the
requirements specified below.

All surfaces scheduled to be covered with backfill shall be finished so asto be free of open and rough spaces.

All surfaces that will remain exposed in the completed work shall be finished so as to be free of open and rough spaces,
depressions or projections. All angles and fillets shall be sharp and true and the finished surface shall present a pleasing
appearance of uniform color.

All top surfaces of walls, abutments, piers, etc., shall be finished to a smooth surface and shall be cured by an approved method.

If rock pockets or honeycomb are of such an extent and character as to affect materially the strength of the structure and to
endanger the steel reinforcement the Engineer may declare the concrete defective and require the removal and replacement of that
portion of the structure affected by the Contractor at no additional cost to the Contracting Agency.

If finishing operations are not carried out as set forth below, al placing of concrete shall stop until satisfactory arrangementsare
made by the Contractor to promptly correct defective finishing work and to carry out finishing operations as specified.

One of the classes of finish as specified shall be applied to the various surfaces as set forth under applicability of finishes.
No finishing or patching shall be permitted until the surface has been inspected by the Engineer.

505.9.1 Finishing Fresh Concretein Bridge Decks: Upon placing the deck to auniform and true surface, screed supports shall
promptly be removed from the surface and any necessary hand finishing shall be promptly accomplished in the areas where the
screed supports have been removed.

After final floating of the plastic concrete, bridge decks subject to vehicular traffic shall be textured transversely. Apparatus
producing textured grooved shall be mechanically operated from an independent self-propelled bridge. Grooves shall be 1/16 to
1/8 inch in width and 3/32 to 6/32 in depth. Center to center spacing of the grooves shall be asfollows: 7/8 inch, 3/4 inch, 1inch,
3/4inch, 1-1/8 inch and then repeated, or other measurements as approved by the Engineer. Texturing shall be completed before
surface of concrete is torn or unduly roughened by texturing operation. Grooves that close following texturing will not be
permitted and will have to be retextured. Hand tine brooms shall be available on the job site, at all times during texturing
operation, to repair faulty texturing grooves.

The finished surface will be tested with a 10 foot straightedge furnished by the Contractor. The testing will be accomplished by
holding the straightedge in contact with the deck surface and parallel to the centerline. The surface shall not vary more than 1/8
inch from the lower edge of the straightedge. Areas showing high spots of more than 1/8 inch shall be corrected by cutting or
planing. The cutting or planing machine shall be arotary type, equipped with an adjustable cutter and having a minimum wheel
base of 10 feet. Areas showing low spots of more than 1/8 inch shall be filled with an approved mixture of sand, cement and
epoxy. Themixture shall firmly adhereto the surface and shall match the surrounding concrete. All areas corrected shall not show
deviationsin excess of 1/8 inch when tested with a 10 foot straightedge.

505.9.2 Finishing Fresh Concretein Sidewalksand Bridge Sidewalks: After the concrete hasbeen placed and spread between

the forms, it shall be thoroughly worked until all the coarse aggregate is below the surface and the mortar comes to the top.
Concrete may be consolidated by means of mechanical vibrators approved by the Engineer.
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The surface shall then be struck off and worked to grade and cross section with awood float.

A mechanical finishing machine that will consolidate the concrete and strike off and finish the surface may be used if permitted
by the Engineer, provided that the machine producesasidewal k equal to or better in all respectsthanthat produced by the methods
specified herein.

The surface shall be sweat finished by means of a steel trowel followed by a light broom finish.
The sidewalks shall be marked and edged with the proper tools to form the joints, marking and edges shown on the plans.

505.9.3 Finishing Green Concrete: Class | Finish — All bolts, wires and rods shall be clipped and recessed. All holes,
honeycomb, rock pockets and other surface imperfections shall be cleaned out, thoroughly moistened and carefully patched with
mortar. Mortar shall be composed of 1 part of cement and 2 parts of fine sand. A portion of the required cement for mortar shall
be white as required to match the color of the surrounding concrete.

Class|I Finish— The surface shall be patched and pointed as specified above for Class| Finish and then promptly covered with
polyethylene film, wet burlap or wet cotton mats. If polyethylene film is used, the film shall be held securely to the surface by
means of weights, adhesive or other suitable means. Only white polyethylene film for covering will be acceptable.

When the mortar used in patching and pointing has set sufficiently, the surface shall be uncovered and thoroughly rubbed with
either afloat or a carborundum stone until the surface is covered with alather. Cork, wood or rubber floats shall be used only on
surfaces sufficiently green to work up such lather, otherwise a carborundum stone shall be used. During the rubbing process, a
thin grout composed of 1 part cement and 1 part of fine sand may be used to facilitate producing a satisfactory lather; however,
this grout shall not be used in quantities sufficient to cause a plaster coating to be left on the finished surface. A portion of the
required cement for grout shall be white as required to match the color of the surrounding concrete. Rubbing shall continue until
irregularities are removed and thereisno excess material. At thetime alight dust appears, the surface shall be brushed or sacked.
Brushing or sacking shall be carried in one direction so as to produce a uniform texture.

Classll1 Finish— The surface shall betreated as specified above under Class|| Finish except that after brushing, the surface shall
again be securely covered with polyethylene film, wet burlap or wet cotton mats. In not lessthan 1 day nor more than 4 days, the
surface shall be uncovered and rubbed with acarborundum stone. T hisrubbing shall continue until the entire surfaceisof asmooth
texture and uniform color. During the process, the use of athin mixture of equal parts of sand and cement with water will be
permitted. At the time alight dust appears, the surface shall be brushed or sacked, care being taken to carry this brushing in one
direction so as to produce a uniform texture.

505.9.4 Finish Hardened Concrete: If for reasons either beyond the control of the Contractor or with the approval of the
Engineer, more than 6 days have elapsed between the time of placing concrete and the time of the removal of forms, the concrete
shall be considered as hardened. Prior to finishing hardened concrete, the surface shall be covered with burlap or cotton matsand
kept thoroughly wet for a period of at least 1 hour. Finishing shall be identical to the respective requirements for Class |, Class
Il and Class |11 Finish for green concrete, except that the use of amechanically operated carborundum stone will be required for
Class |l and Class 111 Finishes.

505.9.5 Applicability of Finishes: Surfacesrequiring Class| Finish — All formed structuresthat are to be covered by backfill
and those surfacesthat are normally not in view of either vehicular or pedestrian traffic such asthe surfaceson theinside of barrels
of culverts, the under surfaces of decks, surfaces of concrete girders, piers and abutment walls.

Surfacesrequiring Classl| Finish— All exposed surfaces of headwalls, wingwalls, deck edgeson culverts, end of pierson bridges
and culverts, retaining walls and those vertical surfacesunder highway grade separation structuresthat are exposed to view of the
traveling public, including piers and pier caps, the outside face of outside girders, and other similar surfaces.

When surfaces of uniform texture and pleasing appearance are obtained through the use of first class metal forms, paper tubing
or the use of specia form coatings and the use of special care, such surfaces may, upon approval of the Engineer, be excluded
from the surfaces requiring Class |1 Finish.

Surfaces requiring Class |11 Finish for bridge structures— All formed or finished surfaces above the surface of the deck on the

roadway side of the handrail and the outside vertical surfaces from the top of handrail and dado to the lower edge of the chamfer
at the bottom of the deck.
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505.10 DIMENSIONAL TOLERANCES:

Themaximumallowabletolerancesor deviationsfrom dimensions shown on the project plansor the approved shop drawingsshall
be asfollows:

505.10.1 Cast-in-Place Concr ete
(A) Variation from plumb in the lines and surfaces of columns, piers, abutment and girder walls:

Inany 10 foot or less length: 0.4 inches
Maximum for the entire length: 1 inch

(B) Variation in cross-sectional dimensions of columns, piers, girders, and in the thickness of slabs and walls:

+ 1/4 inch
- 1/8inch

(C) Girdersaignment (deviation from straight line parallel to center line of girder measured between diaphragms):
1/8 inch per every 10 feet in length
(D) Variation in footing cross sectional dimensionsin project plans:

+ 2 inches
-1/2 inch

(E) Variation in footing thickness:

Greater than specified - No Limit
Less than specified - 5 percent of specified thickness up to a maximum of 1 inch

(F) Subgrade Tolerances:
Slab poured on subgrade excepting footing thickness:
+ 1/4inch
- 3/4inch
(G) Girder Bearing Seats:
Deviation from plane surface (flatness): + 1/8 inch in 10 feet.
Deviation from required elevation:
+ 1/4inch
- 1/8.inch
(H) Cast-in-Place concrete box girder superstructures:
Deviation in overall depth:
+ 1/4inch
- 1/8inch
Deviation in slab and wall thickness:
+ 1/4inch
- 1/8inch

Deviation of post-tensioning ducts:
+ 1/4 inch
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505.10.2 Minor Precast Concrete Structures:

Precast unitsthat do not comply with the dimensional tolerances specified hereinwill berejected. Precast unitsthat show evidence
of cracks, pop outs, voids or other evidence of structural inadequacy, or imperfections that will reduce the aesthetics of the unit
after final placement, will be rejected. The maximum allowable tolerances or deviations from the dimensions shown on the
drawings shall be as follows:

(A) Over-all dimensions of member: + 1/4 inch per 10 feet, maximum of £ 3/4 inch.
(B) Cross-sectional dimensions: Sections 6 inches or less + 1/8 inch

Sections 18 inches or less and over 6 inches £ 1/4 inch

Sections 39 inches or less and over 18 inches + 1/4 inch
(C) Deviationsfrom straight line:

Not more than 1/4 inch per 10 feet

All exposed, sharp corners of the concrete shall be filleted ¥ inches with a maximum allowable deviation of + 1/8 inch.
505.11 MEASUREMENT:
505.11.1 Reinforcing Stedl:
When reinforcing steel is scheduled for payment as a specific item, it will be measured in pounds, based on the total computed
weight for the size and length of bars, or for the area of welded wire fabric, as shown on the Project Plans or as approved by the
Engineer.

Unit bar weights for deformed and plain billet-steel barswill be the nominal unit weights specified in AASHTO M 31 (ASTM
A 615).

Areaunit weights for steel welded wire fabric will be calculated based on specified wire spacings and unit weights for specified
wire types and sizes. Unit weights for plain wire shall be based on the nominal areas specified for Wire Size Numbers in
AASHTOM 32 (ASTM A 82). Unit weightsfor deformed wire shall be the nominal unit weights specified for Deformed Wire
Size Numbersin AASHTO M 225 (ASTM A 496).

If the area unit weights for steel welded wire fabric are specified on the Project Plans or in the Special Provisions, both the
Contractor and the Engineer shall independently cal cul ate the areaunit weight, using specified wire spacings, typesand sizes, and
the criteriain the preceding paragraph. Any apparent discrepancy between the specified and calculated area unit weights shall
be resolved by the Engineer prior to the Contractor placing the order for the steel welded wire fabric.

Lap splices made for the convenience of the Contractor will not be included in the measurement for payment.

Reinforcing steel for Minor Structures, as defined in Section 505.1.1, will not be measured, but will beincluded in theitemsunit
price or specified method of payment, unless otherwise called out on the Project Plans or in the Special Provisions.

Dowel Placement will be measured by the unit each.
505.11.2 Concrete:

When concrete is scheduled for payment on the basis of cubic yards, the calculation of the quantity of concrete for payment will
be made only to the neat lines of the structures as shown on the plans. The quantity will be based on the concrete having the
specified plan lengths, widths/depths, and thicknesses. However, all concrete shall be placed to line and grade within the
tolerances specified in Section 505.10, or as approved by the Engineer as being reasonable and acceptable for the type of work
involved. Novolumetric deductionswill bemadefor rounded or bevel ed edges, space occupied by reinforcing steel, metal inserts,
or openings 0.5 square yard or lessin area.
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The quantity of concrete will be cal culated considering any mortar used to cover construction joints as being concrete. The cost
of cement used in any mortar for covering construction joints, patching, or other usesin the structure being constructed, in excess
of that required for the design mix of the adjacent concrete, shall be absorbed in the cost of the item of work of which said mortar
isapart.

505.11.3 Deck Joint Assemblies:

Deck joint assemblieswill be measured to the nearest tenth of afoot. Measurement will be made along the centerline of the joint,
at the surface of the roadway, from face-to-face of curb or barrier. No measurement will be madefor that portion of the deck joint
assembly required by plan detailsto extend through the barrier face or curb; that portion of the joint assembly will be considered
incidental to the sealing of the joint.

505.11.4 Bridge Railing, Curbs, Barriers, and Approach Slabs

Bridge Pedestrian Fence and Curb, Bridge Pedestrian Fence and Parapet, and Bridge Fence and Parapet will be measured to the
nearest tenth of afoot, from end post to end post.

Bridge Traffic and Pedestrian Rail will be measured to the nearest foot, determined from the outside dimensions of the rail.
Bridge Concrete Barrier will be measured to the nearest tenth of afoot.

Barrier Concrete Barrier Transition will be measured as a unit for each constructed.

Reinforced Concrete Approach Slab will be measured to the nearest square yard.

505.12 PAYMENT:

Payment for portland cement concrete structures will be made in conformity with the terms of the contract and will be based on
unit prices and/or lump sums as set forth in the proposal. Such payment shall include full compensation for furnishing all labor,
materials, tools and equipment, preparation of subgrade for placing of concrete and doing all work required to construct the
structures in conformity with the plans and specifications.

505.12.1 Reinfor cing Steel: The accepted quantities of reinforcing steel, of the type indicated on the Project Plans or specified
inthe Specia Provisions, and measured in conformancewith Section 505.11.1 will be paidfor at the contract unit price per pound,
completein place.

The accepted quantity of dowels placed will be paid for at the contract unit price for Dowel Placement, which shall be full
compensation for thework, completein place. Steel reinforcement furnished for the dowelswill be measured and paid for under
the pay item Reinforcing Steel.

No measurement or direct payment will be made for dowels which are required to replace existing reinforcing steel that is
damaged as aresult of the Contractor’ s operations; the Contractor shall furnish and place such dowels at his own expense.

505.12.2 Concrete: Payment for Portland cement concrete structures will be made in conformity with the terms of the contract
and will be based on unit prices and/or lump sums as set forth in the proposal. Such payment shall include full compensation for
furnishing all labor, materials, tools and equipment, preparation of subgrade for placing of concrete, and doing all work required
to construct the structures in conformity with the plans and specifications.

Where concreteis scheduled for payment on the basis of cubic yards, the cal culation of the quantity of concrete for payment will
be made only to the neat lines of the structures as shown on the plans and on the basi s of the concrete having the specified lengths,
breadths, and thicknesses. Thequantity of such concretewill be cal culated considering the mortar used to cover constructionjoints
asbeing concreteand no deductionswill be madefor rounded or bevel ed edges, space occupied by reinforcing steel, metal inserts,
or openings 5 square feet or lessin area. The cost of cement used in mortar for covering construction joints, patching, or other
usesin the structure being constructed, in excess of that required for the design mix of the adjacent concrete, shall be absorbed
in the item of work of which said mortar is a part.
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An adjustment in the contract unit price, to the nearest cent, will be made for the quantity of concrete represented by the results
of cylinder strength tests that are less than the specified 28-day compressive strength. Strength tests will be conducted in
accordance with Section 725.10 of the Uniform Standard Specifications. The adjustment in contract unit price, if the concrete
is accepted, will be based on the schedule in Section 725.11.

The contract unit price for structural concrete shall include full compensation for all items incidental to providing a concrete
structure complete in place, including waterstops, roadway drains, scuppers, metal inserts, and bearing pads.

505.12.3 Minor Concrete Structuresand Accessories:

The accepted quantities of:

Minor Structures Each

Deck Joint Assemblies 0.1 Foot
Bridge Pedestrian Fence and Curb 0.1 Foot
Bridge Pedestrian Fence and Parapet 0.1 Foot
Bridge Fence and Parapet 0.1 Foot
Bridge Traffic and Pedestrian Rail Foot

Bridge Concrete Barrier 0.1 Foot
Bridge Concrete Barrier Transition Each
Reinforced Concrete Approach Slab Square Yard

will be paid for at the unit price and/or lump sums as set forth in the proposal. The contract unit price shall include full
compensation for al labor, materials, tools and egquipment necessary to provide the concrete structure or accessory completein

place, including all concrete, reinforcing steel, and items embedded in the concrete, such asanchor bolts, gratesand frames, metal
inserts, etc.

End of Section

Revised 2008 505-15



SECTION 601
TRENCH EXCAVATION, BACKFILLING AND COMPACTION
601.1 DESCRIPTION:
Thework covered by thisspecification consistsof furnishing al plant, labor, equipment, appliancesand materials, and performing
all operationsin connection with the excavation and backfilling of trenches for a single pipe installation in accordance with the
plans and special provisions, except for the installation of high density polyethylene pipe (HDPE). See Section 603 for trench

excavation, backfilling, and compaction of HDPE pipe.

Excavation for appurtenance structures, such as manholes, inlets, transition structures, junction structures, vaults, valve boxes,
catch basins, etc., shall be deemed to be in the category of trench excavation.

601.2 EXCAVATION:

601.2.1 General: The Contractor shall perform all excavation of every description and of whatever substances encountered, to
the depths indicated on the plans, and including excavation ordered by the Engineer of compacted backfill for the purpose of
making density tests on any portion of the backfill.

All excavation shall be open cut unless otherwise shown on the plans or approved by the Engineer.

601.2.2 Trench Widths. Trenches for other than cast-in-place concrete pipe shall conform to the dimensionsin Table 601-1,
unless otherwise specified in the specia provisions, indicated on the plans, and/or approved by the Engineer.

TABLE 601-1
TRENCH WIDTHS
Maximum Width At Top Of Minimum Width
Pipe Greater Than At Springline
Size Of Pipe (1.D.) O.D. Of Barrel Each Side of Pipe (1)

Less than 18 inches 16 inches 6 inches
18 inchesto 24 inchesinclusive 19 inches 7 /2 inches
27 inches to 39 inches inclusive 22 inches 9inches
42 inchesto 60 inchesinclusive 1/20.D. 12 inches
Over 60 inches 36 inches 12 inches

(1) When the specified compaction cannot be obtained in the haunch area and/or bedding zone, the Contractor shall make
necessary changes in his methods and/or equipment to obtain the desired results. In some instances, the Minimum Width at
Springline shall be adjusted wider to assist the Contractor in obtaining the compaction. The Engineer must be satisfied with the
Contractor’s compaction effort, concur with the change and approve the revised distance. There shall be no additional cost to
the Agency for the extra trench width.

For multiple pipe installations in a single trench, the Engineer shall provide details on the plans or in the Special/Technical
Provisions as to the layout, pipe configuration, distances between pipes and trench walls, the type of backfill, bedding and
foundation materials, etc.

The width of the trench shall not be greater than the maximum indicated in Table 601-1, at and below the level of the top of the
pipe. The width of the trench above that level may be made as wide as necessary for sheeting and bracing, and for proper
installation of the work.

If the maximum trench width as specified in Table 601-1 is exceeded at the top of the pipe the Contractor shall provide, at no
additional cost to the Contracting Agency, the necessary additional |oad bearing capacity by means of bedding, having a higher
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bedding factor than that specified, higher strength pipe, a concrete cradle, cap or encasement, or by other means approved in
writing by the Engineer.

601.2.3Trench Grade: Alignment and el evation stakes shall be furnished the Contractor at set interval sand agreed upon offsets.
On water main projects, elevation stakes will be furnished only when deemed necessary by the Engineer. In al cases where
elevation stakes are furnished, the Engineer will aso furnish the Contractor with cut sheets.

For al pipe 12 inches or greater in diameter, the Contractor shall excavate for and provide an initial granular bedding at least 4
inches thick or 1/12 the O.D. of the pipe whichever is greater. This bedding material shall be placed at a uniform density with
minimum compaction and fine graded as specified below.

Bell or coupling holes shall be dug after the trench bottom has been graded. Such holes shall be of sufficient width to provide
ample room for caulking, banding, or bolting. Holes shall be excavated only as necessary to permit accurate work in the making
of thejoints and to insure that the pipe will rest upon the prepared bottom of the trench, and not be supported by any portion of
the joint.

Depressionsfor joints, other than bell-and-spigot, shall bemadein accordance with the recommendati ons of thejoint manufacturer
for the particular joint used.

601.2.4 Fine Grading: Unless otherwise specified in the plans and/or special provisions, the bottom of the trench shall be
accurately graded to provide uniform bearing and support for each section of the pipe at every point alongitsentire length, except
for portions of the pipe where it is hecessary to excavate for bells and for proper sealing of the pipe joints.

601.2.5 Overexcavation: Except at locations where excavation of rock from the bottom of the trench isrequired, care shall be
taken not to excavate below the depth indicated.

Unauthorized excavation bel ow the specified gradelineshall berefilled at the Contractor'sexpensewith ABC material compacted
to auniform density of not less than 95 percent of the maximum density as determined by AASHTO T-99 and T-191 or ASTM
D-2922 and D-3017. When AASHTO T-99, method A or B, and T-191 are used for density determination, MAG Detail 190 will
be used for rock correction.

Whenever rock is encountered in the trench bottom, it shall be overexcavated to a minimum depth of six inches below the O.D.
of the pipe. This overexcavation shall be filled with granular material placed with the minimum possible compaction.

Whenever unsuitable soil incapable of supporting the pipe is encountered, the Contractor will notify the Engineer and a field
determination will be made as to the depth of overexcavation and the granular fill required.

601.2.6 Excavation for Manholes, Valves, I nlets, Catch Basinsand Other Accessories. TheContractor may excavateto place
the concrete structure directly against the excavated surface, provided that the faces of the excavation are firmand unyielding and
areat all pointsoutside the structure lines shown ontheplans. If the native material issuch that it will not stand without sloughing
orif precast structuresare used, the Contractor shall overexcavateto placethestructure and thisoverexcavation shall bebackfilled
with the same material required for the adjoining pipe line trench and compacted per Table 601-2.

Any unnecessary excavation bel ow the el evation indicated for the foundation of any structure shall bereplaced with the sameclass
of concrete specified for the structure or with 1 1/2 sack controlled low strength material as specified in Section 728. When the
replacement material is structural concrete, the material shall be placed at the same time as the structure. However, when using
1 1/2 sack controlled low strength material, placement of the material shall be per Section 604 which will require atime lag
between the material and the structural concrete. The placement of the additional material shall be at no cost to the Agency.

601.2.7 Pavement and Concrete Cutting and Removal: Where trenches lie within the portland cement concrete section of
streets, aleys, driveways, or sidewalks, etc., such concrete shall be sawcut to neat, vertical, true lines in such a manner that the
adjoining surface will not be damaged. The minimum depth of cut shall be 1 1/2 inches or 1/4 of the thickness, whichever is
greater.
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Asphalt pavement shall be clean-cut, with approved equipment and by approved methods in accordance with the requirements
of Section 336.

No ripping or rooting will be permitted outside limits of cuts. Surfacing materials removed shall be hauled from the job site
immediately, and will not be permitted in the backfill.

601.2.8 Grading and Stockpiling: All grading in the vicinity of trench excavation shall be controlled to prevent surface water
from flowing into the trenches. Any water accumulated in the trenches shall be removed by pumping or by other approved
methods.

During excavation, material suitable for backfilling shall be piled in an orderly manner, a sufficient distance back from the edges
of trenches, to avoid overloading and to prevent slides or cave-ins. Material unsuitable for backfilling, or excess material, shall
be hauled from the job site and disposed of by the Contractor.

The Contractor shall, prior to final acceptance of the work, submit aletter to the Contracting Agency stating the location of each
disposal sitefor all excess or unsuitable material and certify that he has obtained the property owner's permission for the disposal
of all such materials.

Where the plans and/or specia provisions provide for segregation of topsoil from underlying material for purposes of backfill,
the material shall not be mixed.

601.2.9 Shoring and Sheeting: The Contractor shall do such trench bracing, sheathing, or shoring necessary to perform and
protect the excavation as required for safety and conformance to governing laws. The bracing, sheathing, or shoring shall not be
removed in one operation but shall be done in successive stages as determined by the Engineer to prevent overloading of the pipe
during backfilling operations. The cost of the bracing, sheathing, or shoring, and theremoval of same, shall beincluded inthe unit
price bid for the pipe.

All shoring and sheeting deemed necessary to protect the excavation and to safeguard employees, shall beinstalled. See Section
107.

601.2.10 Open Trench: Except where otherwise noted in the special provisions, or approved in writing by the Engineer, the
maximum length of open trench, wherethe constructionisinany stage of completion (excavation, pipelaying or backfilling), shall
not exceed 1320 feet in the aggregate at any one location.

Any excavated areashall be considered opentrenchuntil all ABC for pavement replacement has been placed and compacted. With
the approval of the Engineer, pipe laying may be carried on at more than one separate location, the restrictions on open trench
applying to each location. Trenches across streets shall be completely backfilled as soon as possible after pipe laying.

Substantial steel plates with adequate trench bracing shall be used to bridge across trenches at street crossings where trench
backfill and temporary patches have not been completed during regular work hours. Safe and convenient passage for pedestrians
shall be provided. The Engineer may designate a passage to be provided at any point he deems necessary. Access to hospitals,
fire stations and fire hydrants must be maintained at all times.

601.3 PROTECTION OF EXISTING UTILITIES:

601.3.1 Utilities: Unlessotherwise shown onthe plansor stated in the specifications, al utilities, both underground or overhead,
shall be maintained in continuous service throughout the entire contract period. The Contractor shall be responsible and liable
for any damagesto or interruption of service caused by the construction.

If the Contractor desires to simplify his operation by temporarily or permanently relocating or shutting down any utility or
appurtenance, he shall make the necessary arrangements and agreements with the owner and shall be compl etely responsible for
all costs concerned with the relocation or shutdown and reconstruction. All property shall bereconstructed in its original or new
location as soon as possible and to acondition at least as good asits previous condition. This cycle of relocation or shutdown and
reconstruction shall be subject to inspection and approval by both the Engineer and the owner of the utility.
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The Contractor shall be entirely responsible for safeguarding and maintaining all conflicting utilities that are shown on the plans
(Sections 107 and 105 apply). This includes overhead wires and cables and their supporting poles whether they are inside or
outside of the open trench. If, in the course of work, a conflicting utility line that was not shown on the plans is discovered, the
Contracting Agency will either negotiate with the owner for relocation, rel ocate the utility, change the alignment and grade of the
trench or as alast resort, declare the conflict as “extrawork” to be accomplished by the Contractor in accordance with Section
104.

601.3.2 Irrigation Ditches, Pipesand Structures: The Contractor shall contact the ownersof all irrigation facilities, and make
arrangements for necessary construction clearances and/or dry-up periods.

Allirrigation ditches, dikes, headgates, pipe, valves, checks, etc., damaged or removed by the Contractor, shall berestored totheir
origina condition or better, by the Contractor at no additional cost to the Contracting Agency.

601.3.3 Building, Foundationsand Structures. Where trenches are located adjacent to building, foundations, and structures,
the Contractor shall take all necessary precaution against damage to them. The Contractor shall beliable for any damage caused
by the construction.

Except where authorized in the special provisions or in writing by the Engineer, water settling of backfill material in trenches
adjacent to structures will not be permitted.

601.3.4 Permanent Pipe Supports. Permanent pipe supportsfor thevarioustypesand sizesof sewer, water and utility linesshall
conform to the Standard Details or the details shown on the plans. Such pipe supports shall be erected at the locations shown on
the plans and/or at any other locations as necessary as determined by the Engineer.

601.3.5 Electronic, Telephonic, Telegraphic, Electrical, Oil and GasLines: Theseunderground facilities shall be adequately
supported by the Contractor. Support for plastic pipes shall be continuous along the bottom of the pipe. Support for metal pipe
and electrical conduit may be continuous or nylon webbing may be used for suspension at no greater than ten-foot intervals.

The Contractor shall avoid damaging the plastic pipe, pipeways or conduits during trench backfilling and during foundation and
bedding placement.

Therewill be no measurement or payment for thiswork. The Contractor will include all associated costsin the unit bid price for
the conduit installation.

601.4 FOUNDATION, BEDDING, BACKFILLING AND COMPACTION:

601.4.1 Foundation: The material upon which the conduit or structure isto be placed shall be accurately finished to the grade
or dimensions shown on the plans or as directed by the Engineer. The bottom portion of the trench shall be brought to grade so
that the conduit or structure will be continuously in contact with the material on which it is being placed. If rocky or unsuitable
soil is encountered, Subsection 601.2.5 applies.

601.4.2 Bedding: Bedding shall consist of granular material containing no pieces larger than 1 1/2 inches and free of broken
concrete, broken pavement, wood or other deleterious material. Open graded rock will not be used without the written approval
of the Engineer.

Where water consolidation is used, bedding for conduits, 24 inchesor lessin 1.D., may be placed in one lift. For larger conduits
the first lift shall not exceed the springline of the pipe.

Where mechanical compaction isused, the moisture content shall be such that the specified compaction can be obtained. Thefirst
lift shall be 8 inches or two-thirds of the distance to the springline whichever is greater. Succeeding lifts shall not exceed 2 feet
loose and extreme care will be taken to prevent damage to or movement of the conduit by the compaction equipment.

601.4.3 Backfill: Backfill shall besound earthen material freefrom broken concrete, broken pavement, wood or other deleterious

material. Unless otherwise specified, thismay be native material with no piece larger than 4 inches, select material or aggregate
base course. Backfill under street pavement shall be constructed per Detail 200 with the type of replacement noted on the plans
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or in the special provisions. Unless otherwise noted, backfill under single curb, curb and gutter, sidewalk, driveways, valley
gutters, etc. shall be the same as the adjacent street pavement.

Where water consolidation is used, backfill will be placed in lifts as required in the following table prior to settlement.

Trench Width Backfill Lifts
18" to 24" Not to exceed 4’
25" t0 36" Not to exceed 6’

Over 36" Not to exceed 8’

The above backfill lift limitations are not applicable when water saturation is done by the jetting method.

Where mechanical compaction is used, backfill shall be placed in lifts the height of which shall not exceed that which can be
effectively compacted depending on the type of material, type of equipment and methods used, and under no circumstances shall
exceed 4 feet.

Backfill, around utilities that are exposed during trench excavation, shall be placed in accordance with the bedding methods.

601.4.4 Compaction Densities. Unless otherwise provided in the plans and/or specia provisions, the trench backfill shall be
thoroughly compacted to not less than the densitiesin Table 601-2 when tested and determined by AASHTO T-99 and T-191 or
ASTM D-2922 and D-3017. When AASHTO T-99, method A or B, and T-191 are used for density determination, MAG Detail
190 will be used for rock correction.

The density required will depend on the Type shown on the plans and/or called for in the special provisions. Density required
for each type shall comply to Table 601-2.

TABLE 601-2
MINIMUM TRENCH COMPACTION DENSITIES
From 2 feet From 1 foot
From Surface Below Surface Above Top of
Backfill To 2 feet To 1foot Above | Pipeto Bottom
Type L ocation Below Surface Top of Pipe of Trench
Under any existing o proposed 100% for
pavement, curb, gutter, sidewalk, or such ranular
I congtruction included in the contract, or 9 90% 90%
S 95% for non-
when any part of thetrench excavationis ranular
within 2’ of the above. g
0 On any utility easement street, road or
alley right-of-way outside limits of (1). 85% 85% 90%
" Around any structures or exposed 95%
utilities. inal cases

Note:  Thetype required will generally be shown on the plans and the plans will govern. Where no type is shown on the plans
the type shall comply with Table 601-2.

A consideration in determining the backfill Types as shown on the plans, is based on the trench widths as shown in the Contract
Documents. If these trench widthsincrease beyond those widthsreferred to above and fall withinthe 2-foot limit of paved surfaces
and other improvements due to construction exigencies, the backfill designation for that portion within the 2-foot limit of such
improvements shall be Type | even though Type Il backfill is shown on the plans.
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601.4.5 Compaction M ethods: Water consolidation by jetting shall be accomplished with a1 1/2 inches pipe of sufficient length
to reach the bottom of the lift being settled with adequate hose attached and a water pressure of not less than 30 psi. All jetting
shall be accomplished traversely acrossthe trench at interval s of not more than 6 feet with the jetting locations on one side of the
trench offset to the jetting locations on the other side of the trench. The entire lift shall be leveled and completely saturated
working from the top to the bottom.

Jetting shall be used as the consolidation method for al conduit bedding. The Contractor shall be entirely responsible for
establishing each lift depth so asto avoid floating the conduit being placed and shall make any repair or replacement at no cost
to the Contracting Agency. However, for conduit larger than 24 inches |.D. the first lift shall not exceed the springline of the
conduit.

Flooding is not acceptable as awater consolidation method unless authorized in the specification or by awritten change order.
It will consist of the inundation of the entire lift with water and then puddled with poles or bars to insure saturation of the entire
lift.

Wherejetting or flooding is utilized and the surrounding material is such that it does not permit proper drainage, the Contractor
shall provide, at his expense a sump and a pump at the downstream end to remove the accumul ated water.

The use of water consolidation does not relieve the Contractor from the responsibility to make his own determination that such
methods will not result in damage to existing improvements. The Contractor shall be responsible for any damage incurred.

Where water consolidation is not permitted or does not result in adequate compaction, the backfill material shall be compacted
with hand and/or mechanical work methods using equipment such as rollers, pneumatic tamps, and hydro-hammers or other
approved devices which secure uniform and required density without injury to the pipe or related structures.

Where Type | backfill is required, water consolidation will not be permitted for non-granular material, except in the following
situation. In a new development prior to paving and prior to opening the area to public traffic, water consolidation, will be
permitted for non-granular material at the Contractor's discretion and responsibility.

601.4.6 Specifications for Granular Material: For purposes of this specification, granular material shall mean material for
which the sum of the plasticity index and the percent of the material passing a No. 200 sieve shall not exceed 23. The plasticity
index shall be tested in accordance with AASHTO T-146 Method A (Wet Preparation), T-89 and T-90.

601.4.7 Rights-Of-Way Belongingto Others: Backfill and compactionfor irrigation linesof the Salt River Valley Water Users
Association and Roosevelt Irrigation Districts and for trenchesin State of Arizona and Maricopa County rights-of-way outside
the limits of the Contracting Agency shall be accomplished in accordance with their permit and/or specifications.

601.4.8 Test Holes: Boring logs shown on the plans do not constitute a part of the contract and are included for the Contractor's
convenience only. It isnot intended to imply that the character of the material is the same as that shown on the logs at any point
other than that wherethe boring wasmade. The Contractor shall satisfy himself regarding the character and amount of rock, gravel,
sand, silt, clay and water to be encountered in the work to be performed.

601.4.9 Foundation and Bedding for Electronic, Telephonic, Telegraphic, Electrical, Oil and GasLines. Foundation and
bedding for these underground facilities shall be native material or sand which conforms to the grading requirement of
ASTM C-33 for fine aggregate. When backfill material consists of aggregate base course, crushed stone, or other
material containing stones, only sand will be used for foundation, and bedding. The foundation depth shall be six inches and
bedding depth shall be one foot above the top of the facility. Compaction will be in accordance with Section 601.

601.5 CONTRACTOR CERTIFICATION OF INSTALLATION PROCEDURES:

When requested in the Special Provisions or by the Engineer prior to installation, the Contractor shall furnish to the Contracting
Agency an affidavit (certification) from the pipe manufacturer (or his designee) stating that the Contractor is familiar with the
manufacturer’ ssuggested install ation methodsand proceduresand theinstal lation complieswith those proceduresand i sconsi stent
with MAG reguirements.
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Also, when required in the Special/Technical Provisionsor requested by the Engineer, the pipe manufacturer or his designee will
review the Contractor’s methods and procedures for pipe installation in the field. The Contractor will make any adjustmentsin
the installation as recommended by the manufacturer or his representative. If necessary, the Contractor may be required to
reinstall or provide correctionsto pipeinstalled prior to the field review at no cost to the Agency. Once the manufacturer or his
representative has reviewed the Contractor’s installation methods and the Contractor has adjusted his installation methods as
recommended by the same, the manufacturer or his representative shall furnish to the Contracting Agency an affidavit
(certification) that the Contractor’s installation methods and procedures, at the time of the review, complied with the
manufacturer’ sinstallation practices. The affidavit must provide the name of the manufacturer’s representative witnessing the
pipe installation.

601.6 PAVEMENT REPLACEMENT AND SURFACE RESTORATION:

601.6.1 Grading: The Contractor shall do such grading in the area adjacent to backfilled trenches and structures as may be
necessary to leave the areain a neat and satisfactory condition approved by the Engineer.

601.6.2 Restoring Surface: All streets, alleys, driveways, sidewalks, curbs, or other surfaces, in which the surfaceisbrokeninto
or damaged by the installation of the new work, shall be resurfaced in kind or as specified to the satisfaction of the Engineer in
accordance with Section 336.

601.6.3 Cleanup: Thejob site shall beleft in aneat and acceptable condition. Excess soil, concrete, etc., shall be removed from
the premises.

601.6.4 Temporary Pavement: The Contractor shall install temporary asphalt pavement or the first course of permanent
pavement replacement in accordance with Section 336 immediately following backfilling and compaction of trenchesthat have
been cut through existing pavement. Except as otherwise provided in Section 336, this preliminary pavement shall be maintained
in a safe and reasonably smooth condition until required backfill compaction is obtained and final pavement replacement is
ordered by the Engineer. Temporary paving removed shall be hauled from the job site and disposed of by the Contractor at no
additional cost to the Contracting Agency.

601.7 PAYMENT:
No pay item will be included in the proposal, nor direct payment made for trench excavation, backfilling, compaction, or

placement of temporary pavement. The cost of these features of the work shall be included in the unit price bid per linear foot for
furnishing and laying pipe.

End of Section




SECTION 604

PLACEMENT OF CONTROLLED LOW STRENGTH MATERIAL
604.1 DESCRIPTION:

The work covered by this specification consists of furnishing all materials, labor and equipment for the placement of controlled
low strength material (CLSM).

Thefollowing is a brief description of the types of controlled low strength material (CLSM) and their intended uses:

1/2 SACK: One half sack CLSM can be used as ageneral trench backfill in areaswhere future excavation into the backfill
is anticipated or in areas of low loading such as streets, parking areas, behind retaining walls, etc.

1 SACK: One sack CLSM can be used as a general trench backfill and backfill behind retaining walls where additional
strength is required above that of 1/2 sack CLSM.

11/2 SACK: One and one half sack CLSM can be used as a structural backfill under foundations and as thermal fill and/or
mechanical protection of duct banks and conduits.

The type of backfill to be used shall be as specified in the special provisions, plans or by the Engineer.
604.2 MATERIALS:

Controlled low strength material shall conform to the requirements of Section 728.

604.3 PLACEMENT:

The controlled low strength material shall be placed directly into the excavation. The CLSM shall be placed in auniform manner
that will prevent voidsin or segregation of the material. Foreign material which fallsinto the trench prior to and during placing
of the CLSM shall beimmediately removed. The CLSM shall have consistency, workability, plasticity, flow characteristics and
pumpability (when required) such that the material when placed is self-compacting. Mechanical compaction or vibration may
be used to consolidate around structures, pipes, multiple conduits, etc., otherwise no mechanical compaction or vibration shall
be required.

When CLSM isused for backfill around pipes or conduits, the CLSM shall be placed equally on both sides of pipe or conduit to
prevent lateral displacement. Also, the CLSM shall be placed inlifts. The height of each lift shall not exceed the depth that will
cause floating of the pipe or conduit. When placing the CLSM in greater lift depths, sufficient anchorage shall be provided so
the pipe or conduit will not float.

Where CLSM isused for backfill around pipes or conduits with a depth less than 20 feet, the width of the excavation shown on
the plans or in Section 601 may be reduced so that the minimum clear distance between the outside of the pipe or conduit and the
side of the excavation (each side) shall be 12 inches for pipes or conduits 42 inches and larger, 6 inches for pipes or conduits
between 4 inches and 42 inches and 3 inches for pipes or conduits 4 inches and smaller.

When CLSM isused behind retaining walls, the depth of each lift shall belimited so it will not induce hydraulic loads greater than
the design loads.

For long trenches or installations which require a large amount of CLSM, bulkheads of wood, dirt, sand bags, etc. can be used
to control the materia’s flowability. The bulkhead shall be removed prior to the continuation the backfilling.

CLSM shall NOT be permitted to comein contact with any aluminum, copper or brassmaterials, e.g., aluminum pipesor culverts,
copper water pipe, saddles, fittings, etc. Protection shall be any combination of the following: place a layer of noncorrosive
material around the pipe e.g., native material, import meterial, etc. or provide a protective covering or wrapping such as
polyethylene wrap per Section 610.5. Pipes smaller than 4 inches can be compl etely wrapped with tape as per Section 610.5 or
approved equal.

Generally, CLSM does not resist freezing and thawing and in some cases may propagate the condition. Further testing may be
required prior to placing the material in afreeze-thaw condition.

604-1



SECTION 604
604.4 PROTECTION:

When CLSM is placed within the travel ed way or otherwise to be covered by paving or embankment material s, the material shall
achieve a penetration resistance of 3 inches (indentation diameter) or less with 5 drops at a drop distance of 5 inches prior to
covering and opening to traffic or the installation of the surface be delayed for 12 hours, which ever occurs first. Penetration
resistance shall beasmeasured by ASTM Test Method D-6024, “ Standard Test Method for Ball Drop on Controlled Low Strength
Material to Determine Suitability for Load Application.”

When CLSM is placed in foundation excavations, the material shall be protected from foundation loading and placement of
foundation concrete prior to having reached initial set per ASTM C-403, or allowed to set in place for 24 hours, whichever occurs
first.

Where the Engineer hasidentified soils as being moisture sensitive, adrainage notch or drain wick shall be placed longitudinally
along the centerline of the trench or CLSM placement. The notch or wick shall be constructed within the first hour following
placement. Drainage water shall be collected and removed at the end of notch or wick.

604.5 ACCEPTANCE:

CLSM shall be considered deficient and may be rejected at the discretion of the Engineer if:

(A) TheCLSM isoutside of the limits specified in Table 728-1 and/or

(B) The aggregate gradation is outside the limits specified in Section 701.3.5.

Rejected material not placed shall be immediately removed from the job site. Rejected material placed shall be removed and
replaced with acceptable material. Removing and disposing of the rejected material shall be at no additional cost to the
Contracting Agency.

604.6 PAYMENT:

No pay item will be included in the proposal nor direct payment made for CLSM. The cost for placing the material shall be
included in the unit price bid for the specific work function (laying pipe, placing structure foundation, construction retaining
wall, etc.).

End of Section
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SECTION 701

ROCK, GRAVEL, AND SAND
701.1 GENERAL:

The following specifications set forth the requirements for crushed rock, gravel, sand, and quarry stone. Samplings and sieve
analysis shall be performed in accordance with ASTM D-75 and ASTM C-136. Sand equivalents shall be determined in
accordance with AASHTO T-176. Theliquid limit and plasticity index shall be determined in accordance with AASHTO T-89
and T-90.

701.2 CRUSHED ROCK AND GRAVEL:

Rock and gravel shall be clean, hard, sound, durable, uniformin quality, and free of any detrimental quantity of soft, friable, thin
elongated, or laminated pieces, disintegrated material, organic matter, oil, alkali, or other deleterious substance.

Thelossby abrasioninthe Los Angel esabrasion machine, determined asprescribedin ASTM C-131, Grading A, shall not exceed
10 percent, by weight, after 100 revolutions nor 40 percent after 500 revolutions.

701.2.1 Crushed Rock: Crushed rock shall consist of the product obtained by crushing rock, stone, or gravel so that at least 50
percent by weight of aggregate retained on the No. 4 sieve for 3/4 inch or larger maximum sizes, and 50 percent retained on the
No. 8 sievefor maximum sizeslessthan 3/4 inch shall consist of particleswhich have at |east one rough, angular surface produced
by crushing. All material that will passagrizzly with bars spaced 15 inches apart, clear opening, shall be crushed when producing
from the Contracting Agency's source.

The gradation of crushed rock shall comply with ASTM D-448.

701.2.2 Gravel: Material designated herein as gravel shall be composed entirely of particles that are either fully or partially
rounded and water-worn. Crushed rock obtained by crushing rock which exceeds ASTM D-448 maximum gradation sizes may
be combined provided it isuniformly distributed throughout and blended with the gravel. The quality and gradation requirements
shall be as stated in this specification.

701.3 SAND:

Sand shall be fine granular material produced by the crushing of rock or gravel or naturally produced by disintegration of rock
and shall be sufficiently free of organic material, mica, loam, clay, and other deleterious substances to be thoroughly suitable for
the purpose for which it is intended.

701.3.1 Sand for Asphalt Concrete Pavement: Sand for asphalt concrete pavement shall comply with AASHTO M-29 except
that grading requirements shall be del eted and have aminimum sand equivalent of not less than 50 and shall be non-plastic when
tested in accordance with AASHTO T-89 and T-90.

701.3.2 Sand for Portland Cement Concrete, Mortar and Plaster: It shall be thoroughly and uniformly washed and shall be
entirely free from oil and deleterious substances.

The average value of sand equivalent determined on 3 successive samples shall not be less than 70. No individual sample shall
have a sand equivalent less than 65.

Thesize and grading of sand to be used in cement concrete, mortar, and plaster shall be such asto conform with the requirements
specified asfollows:

Concrete: ASTM C-33
Mortar: ASTM C-144
Plaster: ASTM C-35
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701.3.3 Coarse Aggregate for Portland Cement Concrete: Coarse aggregate shall conformto ASTM C-33 grading size No.
467,57,67,and 7.

701.3.4 Aggregate for Masonry Grout: The size and grading of the fine or coarse aggregate to be used in masonry grout shall
conformwith ASTM C-404.

701.3.5 Aggregatefor Controlled Low Strength Material: Coarse aggregate shall conformto ASTM C-33 grading size No.
57. The size and gradation of fine aggregates (sand) shall conformto ASTM C-33.

701.4 QUARRY STONE:

701.4.1 Gener al: Quarry stoneshall beangular, sound, durable, hard, resistant to abrasion; freefromlaminations, weak cleavages,
and undesirable weathering, leaching, exfoliation tendencies, and slaking; and of such character that it will not disintegrate from
the action of air, water, or the conditions to be met in handling and placing. Stone shall be clean and free from deleterious
impurities, including alkali, earth, clay, refuse, and adherent coatings. Suitable tests and/or service records will be used to
determine the acceptability of the stone. Tests to which the material may be subjected include petrographic analysis, X-ray
diffraction, specific gravity, absorption, abrasion, rock drop, soundness, wetting and drying, and such other tests as may be
considered necessary to demonstrateto the Engineer that the material sare acceptablefor usein thework. In connection therewith,
the Contractor shall notify the Engineer in writing at least 60 days prior to use of the intended sources of quarry stone.

701.4.2 Test Requirements. Quarry stone shall meet the following requirements except as may be otherwise provided on the
plans and in the special provisions:

(A) Apparent specific gravity: 2.65 minimum.

(B) Breakdown:

Rock drop breakdown: 5 percent maximum
Abrasion breakdown at 1000 revolutions: 40 percent maximum
Breakdown after 10 cycles of wetting and drying: 5 percent maximum
Solubility in water, breakdown, or softening: None

701.4.3 Test Methods: Unless otherwise specified in the special provisions or indicated on the plans, test methods for quarry
stone shall be as follows:

A) Apparent specific gravity per ASTM C-127.

(B) Abrasion characteristicsto be determined by either Rock Drop Test or Los Angeles Rattler, ASTM C-131, asrequired on
the plans or the special provisions.

(1) Standard Rock Drop Test. Tests shall be made on groups of 5 accurately weighed sizes of rocks: No. 1, ranging from
7510 100 Ibs.; No. 2, 100 to 125 Ibs.; No. 3, 125 to 150 Ibs.; No. 4, 150 to 175 Ibs.; No. 5, 175 to 225 Ibs.

Each rock of the 5 sizes shall be dropped 3 times on the group of the other 4, in an enclosure, from successive heights of
10, 15, and 18 feet. The enclosure shall have a flexible medium weight galvanized iron floor or equivalent, set on asolid
foundation. Order of dropping shall be Nos. 3, 2, 4, 1, 5. All rock passing a 3 inch square mesh screen after test shall be
weighed and recorded as a percentage of the total initial weight of the 5 rocks.

(2) LosAngeles abrasion machine, per ASTM C-131, Grading B.
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(C) Wettingand drying. The stone shall be crushed, screened, and 1000 or 1500 grams of the 3/4 inchto 3/8 inch fraction taken
for the test.

The crushed and graded stone shall be submerged in water for 18 hours at room temperature, after which the sample shall be
drained and oven-dried at 140 F. When dry, the sample shall be cooled to room temperature. Thiswould complete one cycle.

The percent loss shall be determined by screening the tested sample on aNo. 4 sieve and shall be computed as follows:

100 x Weight of Material Passing No. 4 Sieve
Total Weight of Sample

= % Loss

(D) Accelerated water breakdown and solubility test. Air-dry samplesof representative stone weighing approximately 1 1b. each
shall beimmersed for 8 hours at 140°F., in distilled water, local tap water, or 3.5 percent sodium chloride solution.

End of Section
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SECTION 702

BASE MATERIALS
702.1 GENERAL.:
Materials for use as aggregate base shall be classified in the order of preference as follows:
(A) Crushed Aggregate.
(B) Processed Natural Material.
(C) Processed Steel Slag.
(D) Decomposed Granite.
When base material without further qualification is specified, the Contractor shall supply crushed aggregate. When a particular
classification of base material isspecified, the Contractor may substituteany higher classification of base material for the specified
classification.
Except where materials are being obtained from a previously approved source, the Contractor shall give the Engineer 10 days
advance notice, in writing, of the source of the base material he intends to use in order to allow sufficient time to perform the
necessary tests.
702.2 CRUSHED AGGREGATE:
Crushed aggregate shall consist of crushed rock or crushed gravel or a combination thereof as defined in Section 701.

702.2.1 Soundness. The percentage of wear of crushed aggregateto be used asbasewill be determined asin Section 701, except
that Grading B of ASTM C-131 shall be used. The percentage of wear of the material shall not exceed 40 after 500 revolutions.

702.2.2. Grading: The aggregate shall be well graded when tested in accordance with ASTM C-136 and C-117. The percentage
composition by weight shall be within Table 702-1.

TABLE 702-1
CRUSHED AGGREGATE GRADATION
Per centage by Weight Passing Sieve
Sieve Sizes
(Square Openings) Select M aterial
Aqggregate
TypeA TypeB Base
3" 100
112" 100
11/4" 100
No. 4 30-75 30-70 38-65
No. 8 20-60 20-60 25-60
No. 30 10-40 10-40 10-40
No. 200 0-12 0-12 3-12

702.2.3 Plasticity Index: Unless otherwise noted, the Plasticity Index as tested in accordance with AASHTO T-146 Method
A (Wet Preparation), T-89 and T-90 shall not be more than 5.
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702.3 PROCESSED NATURAL MATERIAL:
702.3.1 General: Processed natural material shall consist of hard, durable fragments of stone or gravel and afiller of sand or
other finely divided mineral matter. It shall be free from an excess of soft or disintegrated pieces, alkali, adobe, vegetable matter,

loam, or other deleterious substances.

702.3.2 Physical Requirements. When sampled and tested in accordance with standard test methods, the aggregate shall meet
the following requirements:

(A) Percentageof Wear: Whentested in accordancewith ASTM C-131, the percentage of wear shall not exceed 40 percent after
500 revolutions.

(B) Plasticity Index: When tested in accordance with AASHTO T-146 Method A (Wet Preparation), T-89 and T-90, the
plasticity index shall not be more than 5.

(C) Liquid Limit: When tested in accordance with AASHTO T-89, the liquid limit shall not be more than 25 percent.
702.3.3 Crushed Material: Crushed material is not required, but may be incorporated in the finished product.

702.3.4 Grading: The aggregate shall conform to the sieve analysisin this specification except that the least dimension of the
maximum particle size shall not exceed 2/3 of the compacted thickness of the specified lift being placed.

702.4 DECOMPOSED GRANITE:

Decomposed granite shall beany granitoidigneousrock which has been westhered in place and which hasasprincipal constituents
granular fragments of quartz and feldspar. It may al so contain fragments of granitic rock not yet broken down into the component
minerals. This material shall remain stable when saturated with water. Particles larger than 3 inches, which will not be brokenin
the process of rolling and tamping during construction, shall not be used.

Decomposed granite shall conform to the following regquirements:
(A) When tested in accordance with this specification, not more than 20 percent shall pass the No. 200 mesh sieve.

(B) TheP.l. of material passing the No. 200 sieve prior to testing shall not be less than 3 nor greater than 10. The Plasticity
Index shall be tested in accordance with AASHTO T-146 Method A (Wet Preparation), T-89 and T-90.

702.4.1 Preparation of Test Specimens. A quantity of sufficient size to have adry weight of 15 pounds shall be selected and
dried to constant weight at atemperature between 215 F. and 230 F. Fifteen pounds of this material shall then be subjected to
500 revolutionsin aLos Angeles abrasion machine, as described in Section 701, except that nothing shall be placed in the drum
other than the material to be tested.

The materia that has been subjected to the breakdown shall be tested in accordance with ASTM C-117 to determine the
percentage of material finer than a No. 200 mesh sieve by washing.

End of Section
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SECTION 710
ASPHALT CONCRETE
710.1 GENERAL.:
Asphalt concrete shall beamixtureof asphalt cement and mineral aggregates. Mineral admixture, mineral filler and anti-stripping
agent shall be included in the mixture when required by the mix design or by the Engineer. All materials shall be proportioned
by weight, volume or acombination in acentral mix plant inthe proportionsrequired by the mix design to provide ahomogeneous

and workable mass.

The asphalt concrete mixes shall be of the types shown in Table 710-1.

TABLE 710-1
ASPHALT CONCRETE MIXES
Designation o Design Tgrget Lift Thickness | Design Tgrget Lift Thickness
(mm) Application For M ixes Abov_e The for M ixes Bel ow The
Restricted Zone, inches Restricted Zone, inches

9.5 Surface Course 1.0 inches 1.5inches
125 Surface Course 1.5inches 2.0inches

19 Base or Surface Course 2.5inches *3.0 inches

25 Base Course 3.0inches 4.0 inches

*19mm mixes designed below the restricted zone are not for use as a surface course.

The designation isthe nominal maximum aggregate size of the mix. The nhominal maximum aggregate size is defined as the next
largest sieve size above thefirst standard sieve to retain more than 10 percent of the mineral aggregate. The standard sieve sizes
are 9.5 mm, 12.5 mm, 19 mm and 25 mm.

Each mix shall be designed for low, or high traffic conditions. Low traffic conditions are conditions where the asphalt mix will
be subject to low volume and low weight vehicle usage. Examples of this condition are residential streets, most parking lotsand
residential minor collector streets. High traffic conditions are conditions where the asphalt mix will be subject to high volume
and/or heavy weight vehicle usage as found on mgjor collector, arterial and commercial streets. Street classifications (i.e. minor
collector and major collector shall be determined by the specifying agency.

710.2 MATERIAL:

710.2.1 Asphalt Cement: The asphalt cement specified in this section has been developed for usein desert climate conditions.
Should it be utilized in other climates, consideration should be given to adjustmentsin the asphalt selection. The asphalt cement
shall be a performance grade asphalt conforming to the requirements of Section 711 for PG 70-10, unless otherwise specified in
the plans or special provisions.

710.2.2 Aggregate: Coarse and fine aggregates shall conform to the applicabl e requirements of Section 701, except asmodified
herein.

Coarse aggregate is materia retained above the 2.36 mm sieve and fine aggregate is material passing the 2.36 mm sieve.
Blend sand (naturally occurring or crushed fines) shall be clean, hard and sound material whichwill readily accept asphalt coating.
The blend sand grading shall be such that, when it is mixed with the other mineral aggregates, the combined product shall meet
the grading requirements of the designated mix, as specified in tables 710-2, 710-3 and 710-4.

The natural sand shall not exceed 15 percent by weight of the total aggregate for all mixes.
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710.2.2.1 Aggregate Structure: For mix design only, the combined aggregates, including the mineral admixture, mineral filler

SECTION 710

and anti-strip agent, shall meet the gradation requirement in Table 710-2.

TABLE 710-2
GRADATION REQUIREMENTS-PERCENT BY WEIGHT PASSING
Sieve Designation (mm)

Size (mm) 9.5 125 19 25 37.5

50 _ - - - 100
375 - - - 100 90-100

25 - - 100 90-100 <90

19 - 100 90-100 <90 -
12.5 100 90-100 68-88 - -

9.5 90-100 <90 56-80 - —
475 <90 - - - -
2.36 32-67 28-58 23-49 19-45 15-41

0.075 2.0-10.0 2.0-10.0 2.0-8.0 1.0-7.0 0-6.0
The limits of arestricted zone shall be defined as the sieve gradationsin Table 710-3.
TABLE 710-3
RESTRICTED ZONE BOUNDARY
Percent Passing (Minimum-Maximum)
Sieve Designation (mm)

Size!{in) 95 125 19 25 375
4.75 - - - 39.5-39.5 34.7-34.7
2.36 47.2-47.2 39.1-39.1 34.6-34.6 26.8-30.8 23.3-27.3
1.18 31.6-37.6 25.6-31.6 22.3-28.3 18.1-24.1 15.5-21.5

0.6 23.5-27.5 19.1-231 16.7-20.7 13.6-17.6 11.7-15.7

0.3 18.7-18.7 15.5-155 13.7-13.7 11.4-114 10.0-10.0

When plotted on a Federal Highway Administration 0.45 Power Gradation Chart, the aggregate grading shall miss the restricted
zoneasshownin Table 710-3. Any gradation that passes through the restricted zone will be considered unacceptable. When the
asphalt pavement will be subject to high traffic conditions, the gradation curve shall fall below the restricted zone.

When the asphalt pavement will be subject to low traffic conditions, the gradation curve may fall on either side of the restricted
zone.

710.2.2.2 Aggregate Characteristics: The coarse and fine aggregates shall comply with the requirements of Table 710-4.

710.2.3 Mineral Filler, Mineral Admixture and Anti-Stripping Agent: Mineral filler shall conform to the requirements of
AASHTO M-17. The amount of mineral filler shall be determined by the mix design.
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Mineral admixture or anti-stripping agent shall be dry hydrated lime, conforming to the requirements of ASTM C-207 Type N,
or Portland cement conforming to Section 725. The amount of hydrated lime or Portland cement used shall be determined by the
mix design.

When liquid anti-stripping agents are used, the agent shall conform to the requirements of AASHTO designation R 15-89. The
agent shall be added in accordance with the manufacturer’ s recommended dosage rate.

Other mineral filler, mineral admixture, or anti-stripping agents, shall be approved by the Engineer prior to start of the mix design

TABLE 710-4

COARSE/FINE AGGREGATE REQUIREMENTS

Characteristics Low Volume Traffic High Volume Traffic

Fractured Faces %
(Coarse aggregate only 75.0, 1 or more
AZ test method 212D)

85.0, 1 or more
80.0, 2 or more

Uncompacted Voids % Min.

(AASHTO T 304, Method A) 42 45
Flat & Elongated Pieces % Max. 10 10
Sand Equivaent % Min.

(AASHTO T 176) 40 50
Haﬂ'?&igﬁ.ﬁ% T 90) Non-plastic Non-plastic

710.3 M1 X DESIGN REQUIREMENTS:

710.3.1 General: Unlessauthorized by the Engineer, no work shall be started on the project until the Contractor or his supplier
has submitted an asphalt mix design acceptable to the Engineer. The mix design shall be prepared by a laboratory that is
accredited through the AASHTO Accreditation Program in Hot Mix Asphalt Aggregates and Hot Mix Asphalt or The National
Bureau of Standardsinthe National VVoluntary Laboratory Accreditation Program (NVLAP) for Construction Services (Asphalt).
The laboratory shall be under the direct supervision of a Civil Engineer, registered by the State of Arizona, with a minimum of
five years experience in the devel opment of asphalt concrete mix designs. A copy of the certification shall be required with each
mix design submittal. The date of the design shall not be older than one year from the date of submittal, unless supportive
documentation is provided and approved by the Engineer.

The mix design report shall include the following elements.

(1) A description of al productsthat are incorporated in the asphalt concrete al ong with a statement discl osing the sources
of al products, including mineral admixtures, asphalt modifiers, anti-stripping agents and their method of introduction.

(2) Themix plant location, acopy of the certification of Hot Mix Asphalt Production Facilities by Arizona Rock Products
Association and a copy of al certifications for weighing and metering devices within the plant.

(3) Theresults of testing performed on all aggregates to assure compliance with Section 701 and 710.

(4) Theresults of al laboratory tests associated with the mix design development, a plot of the gradation on the Federal
Highway Administration’s 0.45 Power Gradation Chart, plots of all compaction curves and the results of the moisture
damage testing (Section 710.3.6).

(5) A specific recommendation for design asphalt content and any limiting conditions that may be associated with the use
of the design, such as minimum percentages of crushed or washed fine aggregate.
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(6) Mixing and compaction temperatures.
(7) Thesupplier’ sproduct code, thelaboratory Engineer’ s seal (signed and dated), and the date the design was performed.

The mix design shall be submitted to the Agency by the Contractor for which it was developed. This submittal shall include a
certification, signed by the Officer of the Contractor or his supplier stating that the materials submitted for the mix design are
representative of those that will be utilized for the production of the asphalt concrete represented by the mix design. Once the
mix design has been approved by the agency and the mixing plant selected, the Contractor and/or his supplier shall not change
plants nor utilize additional mixing plants without prior approval of the Engineer. Any changes in the plant operation, the
producers pit, the asphalt cement, including modifiers, or any other item that will cause an adjustment in the mix, shall be
justification for a new mix design to be submitted.

710.3.2Mix Design Criteria: The mix design shall be performed by one of two methods, Marshall Mix Design or Superpave™
Mix Design. The method shall be specified on the plans, specia provisions, or by the Engineer. A minimum of 4 pointswill be
used to establish the mix design resullts.

710.3.2.1 Marshall Mix Design: The Marshall Mix Design shall be performed in accordance with the requirements of The
Asphalt Ingtitute’s Manual, MS-2 “Mix Design Methods for Asphalt Concrete.” The mix shall utilize the compactive effort
described in AASHTO T-245, “Standard Method of Test for the Resistance to Plastic Flow of Bituminous Mixtures Using
Marshall Apparatus.” The mix shall comply with the criteriain Table 710-5.

TABLE 710-5

MARSHALL MIX DESIGN CRITERIA
Characteristics Low Traffic High Traffic
Comp(aé:;lc\;]eaﬁ fdf::)tf Specimen) 50 blows 75 blows
Marshall Stability, N 3,500 Minimum 8,000 Minimum
Marshal Flow, 0.25 mm 38214 38214
Effective Air Voids, % 4.0+0.2 4.0+0.2
Voidsin Mineral Aggregate, % Table 710-8 Table 710-8
Voids Filled with Asphalt, % 70-80 65-75
Calculated Film Thickness 10-14 Microns 8-14 Microns

The calculated film thicknessin Table 710-5 and 710-6 should be determined using the following formula:

T, = (4876.8) (P.)
(SA) (R (Gy)
Where,
T; = Asphalt Film thickness, Microns
P,. = Effective Asphalt Content, percent by total weight of mixture
SA = Surface Area of Aggregate (square feet per pound)
P, = Aggregate Content, Percent by Total weight of Mixture
G, = Specific Gravity of Asphalt Cement

Surface Area (SA) calculations should follow procedures outlined in Chapter 6 of the Asphalt Institute Manual Series No. 2
(MS-2), Sixth Edition.

Revised 2004 710-4



SECTION 710

710.3.2.2 Superpave™ Mix Design: The Superpave™ Mix Design shall be performed in accordance with the requirements of
The Asphalt I ngtitute’ s* Superpave™ Volumetric Mix Design Manual, SP-2.” Thedesign shall utilize the Superpave™, gyratory
compactor described in AASHTO TP-4, “Preparation of Compacted Specimens of Modified and Unmodified Hot Mix Asphalt
by Means of the SHRP Gyratory Compactor” and AASHTO PP-2, “ Short and Long-term Aging Bituminous Mixes.” The mix
shall comply with the criteriain Table 710-6.

TABLE 710-6

SUPERPAVE™ MIX DESIGN CRITERIA

Low Traffic High Traffic Criteria
Gyrations
Nini <89*
Ndes 775115 8100160 96+0.2%
Nmax <98*
%V oids 4.0+0.2 4,0+0.2 -
5 — -
Yovoidsin Mineral Table 710-8 Table 710-8 -
Aggregate
%Voids Filled 70-80 65-75 -
Calculated Film Thickness 10-14 Microns 8-14 Microns

* These criteria are expressed as a percentage of the maximum theoretical specific gravity.

710.3.3 Asphalt Cement Content: The design asphalt cement content shall be expressed as a percentage of thetotal mix weight
and shall be stated in the mix design to the nearest 0.1 percent. Table 710-7 is the allowable range of design asphalt cement
contents for each mix designation. If the mix design places the design asphalt content outside of these ranges, the Contractor or
his supplier will review the test data with the Engineer to determine if the design is acceptable. The Engineer shall approve the
variance prior to the completion of the mix design.

TABLE 710-7
ASPHALT CONTENT (%)
Mix/ For Gradations Above For Gradations Below
Designation (mm) the Restricted Zone the Restricted Zone
9.5and 12.5 5,51t06.5 5.0t06.0
19 5.0t06.0 451055
25.0and 37.5 4.0t05.0 3.5t05.0

710.3.4 Voidsin Mineral Aggregate: The voidsin the minera aggregate shall comply with the criteriain Table 710-8, with
respect to the nominal maximum aggregate size.

TABLE 710-8
VOIDSIN MINERAL AGGREGATE
Nominal Maximum Size/ Maximum Size Minimum VMA
Designation (mm) (mm) (percent)
9.5 125 15
125 19 14
19 25 13
25 375 12
375 50 11
710-5
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710.3.5 Dust Proportion: The dust proportion is defined as the ratio of the percent finer than the 0.075 mm sieve, including
mineral filler, mineral admixture, and anti-stripping agent, to the effective binder content (P0.075/Pbe). The dust proportion shall
be between 0.60 and 1.2 for aggregate gradations that fall below the restricted zone and between 0.80 and 1.4 for aggregate
gradations that are above the restricted zone.

710.3.6 Moisture Sensitivity: The resistance to moisture damage shall be evaluated in accordance with AASHTO T-283,
“Standard Method of Test for Resistance of Compacted Bituminous Mixtureto Moisture Induced Damage,” without the optional
freeze-thaw cycle. The asphalt concrete, at the design binder content, shall have a minimum average dry tensile strength of 500
kPaand aminimumtensile strength ratio of 0.70 when the aggregate gradation isbel ow therestricted zoneand aminimum average
dry tensile of 750 kPa and a minimum tensile strength ratio of 0.60 when the aggregate gradation is above the restricted zone.

710.4 PRODUCTION TOLERANCES AND ACCEPTANCE:

Asphalt concrete from the mixing facility shall be accepted on the basis of acceptance tests of aggregate gradation, asphalt cement
content, coarse/fine aggregates and volumetrics. Samplesfor acceptancetestswill be taken by the Engineer or hisrepresentative
at aminimum frequency of one samplefor every 1,000 tons. The sampleswill betaken by the Engineer from behind the lay-down
machine with a steel plate in accordance with Arizona Department of Transportation test method ARIZ 104b. The laboratory
performing acceptance testing shall be accredited by the AASHTO Material Reference Laboratory (AMRL) in each of the tests
used for acceptance. The acceptance samples shall be tested for unit weight and voids in accordance with ASTM D2041 and
AASHTO T 166 or T 275 as applicable. The acceptance samples shall be tested for asphalt cement content, gradation, and
uncompacted voids in accordance with ASTM D6307, C117, C136 and AASHTO TP304 Method A. Changes to the sampling
and testing methods shall not be made without authorization from the Engineer.

Asphalt concrete not meeting the acceptance standardswill be subject to removal, penalties, or other correctiveaction asdescribed
in sections 710.4.1, 710.4.2, 710.4.3 and 710.4.4 below. At the Engineer’s discretion, requests may be considered to allow
material whosetest resultsindicate”removal” or “rejection” toremainin place. If such arequest ismade and the Engineer agrees
to consider it, the contractor shall retain an independent asphalt technol ogist that is aregistered Engineer in the State of Arizona,
to perform an Engineering Analysis. The qualifications of the asphalt technologist are subject to the approval of the Engineer.

TheEngineering Analysisshall discussrequirementsand lifeexpectancy of the pavement. Recommendationsfor correctiveaction
necessary to bring the pavement to an acceptable condition must be provided in the Engineering Analysis. For the purposes of
thisanalysis, “acceptable condition” will be defined by:

A) Pavement condition rating typical of new pavements

(A) Structurally adequatefor the pavement’ sdesign life (as defined by the specifying agency’ s pavement design methods).
For the purposes of this specification, the pavement design life is the “analysis period” and istypically 20 years.

(A) Expected time frame before the first routine maintenance activity will be 7 years or more.

If the construction contract is directly with a party other than a public agency, asin the case of permits, and the test resultsarein
the ranges that would normally indicate any penalty, removal or rejection, the contractor shall retain an independent asphalt
technologist to recommend corrective action as described above.

If the contractor hasreason to question the validity of any of the acceptance test results, he may request that the Engineer consider
verification testsfor final acceptance. Any request for verification testing must describe the Contractor’ sreasonsfor questioning
thevalidity of theoriginal acceptance resultsand must clearly describewhich set of acceptancetestsarein question. The Engineer
may either accept or reject the request for verification testing.

If the Engineer acceptsthe request for verification testing, he will engage an independent laboratory who is accredited by AMRL
or equivalent in all of the acceptance tests. The independent laboratory shall be paid by the Engineer and shall perform a
completely new set of acceptance tests (as required by 710.4 representing the area or set of tests in question).

Thesetestsshall include asphalt cement content, aggregate gradation, Marshall or Gyratory unit weight, and maximum theoretical
unit weight. Samples for verification testing shall come from sample splits from the acceptance tests held by the acceptance
laboratory, or from additional samples cored from the roadway. The Engineer will determine which samples will be used for
verification testing.
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The number of samples taken will be in accordance with the Engineer’ s acceptance test frequency. Theindependent laboratory
shall compilethetest resultsand transmit themto both the Engineer and the Contractor. Theindependent laboratory shall include
aletter signed by an Engineer registered in the State of Arizona, who is a specidist in asphalt concrete. The signed letter shall
give an opinion that the material evaluated either does or does not comply with project specifications, and shall clearly describe
any deficiencies.

If the difference in test results of the independent laboratory versus the original acceptance laboratory falls outside the
multi-laboratory precision statements, for thetest methods being used, the contracting Agency will bear the cost of the verification
testing. If the differencein test results fall within the multi-laboratory precision statement, the cost for verification testing will
be deducted from paymentsthat were to be made to the Contractor. For test methodsthat do not have multi-laboratory precision
statements, the cost for verification testing will be deducted from payments that were to be made to the contractor.

The Contractor shall remove any of the new pavement exhibiting bleeding, shoving or rutting and replace the asphalt concrete
with new material meeting the specification requirementsfor the mix typeinvolved. Thewidth of theremoval shall be wider than
the roller width required for the replacement. The replacement shall be done any time within the one year warranty period for
the project, and shall be done as may times asis necessary to correct the deficiency. Such replacement work shall be done at no
additional cost to the contracting agency. The pavement will be considered to have rutted or shoved if measurements with an
8-foot straightedge indicate a depression in the pavement of 1/4 inch or more.

710.4.1 Aggregate Gradation: The Engineer at his discretion may accept the aggregate gradation on the basis of cold feed, hot
bins, or by testing the aggregate after extraction by solvent or incineration methods. The testing shall be in accordance with
AASHTO Designation T-11, “Standard Method of Test for Materials Finer Than 0.075 mm Sieve in Mineral Aggregates by
Washing” and AASHTO Designation T-27, “Sieve Analysis of Fine and Coarse Aggregates’ or in accordance with AASHTO
T-30, “Standard Method of Test for Mechanical Analysis of Extracted Aggregate,” when solvent extraction or incineration
methods are utilized to determine asphalt content.

The target values for al sieve sizes will be established by the mix design. The production tolerance for the gradation shall be
tested against the following sieves: 0.075, 0.15, 0.6, 2.36, 4.75, 9.5, 12.5, 19, 25, 37.5 mm sieves. The aggregate gradation will
be considered acceptable when the variations from the mix design percentages do not exceed the tolerancesin Table 710-9 for
asingle event test. The full tolerance will be applied to the mix design percentages for acceptance. The restricted zone is
considered a design requirement only.

TABLE 710-9
ALLOWABLE AGGREGATE VARIATION
Maximum Aggregate Size 100% passing
Nominal Maximum Aggregate Size 7%
2.36 mm. Sieve to the Nominal Maximum Aggregate Size +6%
0.150 mm and 0.600 mm. Sieves +4%
0.075 mm. Sieve +2%

710.4.2 Asphalt Cement Content: The asphalt content may be determined in accordance with AASHTO Designation T-164,
“Quantitative Extraction from Bituminous Paving Mixtures,” AASHTO Designation T-287, “ Asphalt Cement Content of Asphalt
Concrete Mixtures by the Nuclear Method” or ASTM D6307 “Asphalt Content of Hot-Mix Asphalt by Ignition Method.” The
asphalt content determined by solvent extraction methods may be corrected for a retention value determined in accordance with
ARIZ 407d, “Determination of Asphalt Retained in Bituminous Mixtures.”

The Asphalt cement content shall be considered acceptableif it iswithin £ 0.40% of the mix design target value. The Engineer
will investigate variations beyond these limits with two additional core samplestaken for each deficient acceptancetest. Asphalt
cement contentswill be measured on the two core samples, and the average of all three tests shall be used to determine the asphalt
cement content at that location.

When the asphalt cement content is outside of the £0.40% tolerance by an amount from 0.0 to 0.2 percent points (by weight of
thetotal mix), payment to the Contractor for asphalt concrete pavement will bereduced per Table 710.10. If thedeviationismore
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than 0.2 percentage points, the materials represented by that test location will be removed and replaced at no additional cost to
the contracting agency.

TABLE 710-10
ASPHALT CEMENT CONTENT CORRECTIVE ACTION FOR DEVIATIONS
When the contracting agency isthe When the contracting agency is not the
owner: owner (i.e. permits):
Deviation from that permitted Payment Reduction
(% per ton of asphalt concrete) Corrective Action
0.0 to 0.1% points $0.50/ton No corrective action
Over 0.1 to 0.2% points $2.00/ton Remove & Replace*
Over 0.2% points Remove & Replace* Remove & Replace*

* The limits of the corrective action shall be over the affected area, but not less than the paver width (or 12 feet, whichever is
more) and for a distance of 660 feet or the entire length of the affected roadway, whichever isless.

The following exception to Table 710-10 may be applied at the discretion of the Engineer. When the asphalt cement content is
higher than that established in Subsection 710.4.2 but not beyond 0.2 percentage points, the payment reduction may be waived
if thein-place air voids and the laboratory air voids (determined by gyratory or Marshall as applicable) fall within the following
ranges. For “heavy” traffic mixtures, thelaboratory void range shall be 2.8-6.2% and the in-place void range shall be 4.0-8.0%.
For “low” traffic mixtures, the laboratory void range shall be 2.8-6.2% and the in-place void range shall be 3.0-7.0%.

710.4.3 Coar se/Fine Aggregates. The coarse/fine aggregate requirements shall be considered acceptable if the test values on
production material falls within the mix design requirements established in Table 710-4, except for the uncompacted voids.

The uncompacted voids may be determined from collected samples in accordance with AASHTO TP-304, Method A, “(Test
Method for Uncompacted V oid Content of Fine Aggregate asinfluenced by Particle Shape, Surface Texture & Grading, Method
A).” Thisresult shall be calculated using the fine aggregate bulk oven dry specific gravity reported in the mixture design report.
This same procedure may be performed on aggregate resulting from solvent extraction or incineration methods. The fine
aggregate angul arity shall be considered acceptableif thetest value on production material isnot lessthan the uncompacted voids
specified on the mix design minus 1.5%.

710.4.4 Volumetrics: Procedures in the Asphalt Institute’s manual, MS-2 “Mix Design Methods for Asphalt Concrete” or the
Asphalt Institute’s “Superpave™ Volumetric Mix Design Manual, SP-2" shall be used to determine the volumetrics. The
volumetric values shall be considered acceptable if the test values on production material falls within the mix design criteria
established in section 710.3.2 except for air voids.

The acceptance decision for air voids shall be based on Table 710-11.
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TABLE 710-11
LABORATORY VOIDSACCEPTANCE AND PENALTIES
oron a s resarc | Y110y e | enie ot ey
Naes 50 0r 75 blows as gpplicable) (% per ton of Asphalt Concrete) Corrective Action
Lessthan 1.5% Removal Removal
1.5-2.0% $1.25 Removal
2.1-2.7% $0.50 No corrective action
2.8-6.2% Full Payment No corrective action
6.3-6.9% $0.50 No corrective action
7.0-8.0% $1.25 Removal
Greater than 8.0% Removal Removal

For the purposes of assessing the penaltiesin Table 710-10, each day’ s production will be considered onelot. The penaltieswill
be applied to the payment for asphalt concrete pavement for the entire lot and will be based on the average values of the
acceptance tests made for that |ot.

710.5 PRODUCTION REQUIREMENTS:

710.5.1 Quality Control: Quality control shall be the responsibility of the Contractor or hissupplier. The Engineer reservesthe
right to obtain samples of any portion of any material at any point of the operationsfor hisown use. Also, the Engineer reserves
theright to order the use of any drying, proportioning and mixing equipment or the handling of any material discontinued which,
in hig’er opinion, failsto produce a satisfactory mixture.

The asphalt concrete mix produced shall conform to the properties of the mix design. When the asphalt concrete mix does not
conform to the approved mix design properties, the production shall cease immediately.

Inadditionto other quality control responsibilities, the Contractor/Supplier/Producer shall providetesting at thefrequencieslisted
in Table 710-12 during production of asphalt concrete. A laboratory, accredited in each of the listed tests by the AASHTO
Materials Reference Laboratory (AMRL), shall perform thetesting. The laboratory facilities where the tests are performed shall
be located at the plant producing the asphalt concrete for the project.

TABLE 710-12
CONTRACTOR QUALITY CONTROL TESTING REQUIREMENT
Test Sample Point Frequency
Ignition Binder Calibration . : : .
ASTM D6307-98 Stockpiles & storage tanks 1 per mix design per project
Ignition Binder Content &
Gradation (ASTM D6307, C117 & C116) Plant, truck, on-grade, etc. 1 per 1000 tons
Gyratory or Marshall Density, i
(ASTM D4013 or AASHTO T166) Plant, truck, on-grade, etc. 1 per 1000 tons
Maximum Theoretical Density
(ASTM D2041) Plant, truck, on-grade, etc. 1 per day
Temperature Storage silo or hot elevator Continuous Reading
Aggregate Gradation (ASTM
C117 & C136) Cold Feed 1 per 750 Tons
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Resultsof each test shall be provided to the Engineer’ srepresentativeimmediately asthey are completed, and in no caselater than
the end of the day the asphalt was produced. The contractor shall utilize the results of thistesting to control the asphalt concrete
production. Production of asphalt concrete on consecutive paving days shall not commence until the prior day’ stest results have
been submitted to the Engineer, and the appropriate action has been taken regarding the criterialisted in Table 710-12 and Table
710.13.

The guidelinesin Table 710-13 and Table 710.14 shall be used to determine if the plant will require adjustment or stoppage. |f
the contractor’ stest resultsindicate the mixture does not comply with Criteria A, an adjustment to the plant will be required which
will bring the production closer to the middle of the specification bands. The Contractor isresponsiblefor determining the extent
and the method of adjustment, and shall notify the Engineer’s representative in writing of what adjustments were made.

If the Contractor’ stest resultsindicate the mixture isbeyond the range established by CriteriaSin Table 710-13, production shall
ceaseimmediately, and shall not resume (except asrequired to produce material for additional samples) until additional test results
verify the adjustments will produce test results meeting Criteria A. The Engineer reservesthe right to enforce the adjustment or
stoppage criteria to the acceptance test results if the acceptance tests and the quality control tests are not in agreement.

TABLE 710-13

CRITERIA FOR REQUIRED PLANT ADJUSTMENT

Property Criteria A-(Adjustment) Criteria S-(Stoppage)
Binder Content +0.3% of Mix Design +0.4% of Mix Design
Gyratory Voids 4+1.5% 4+2.0%
Gradation Table 710-14 below Table 710-9 (MAG Specs)
Temperature +10°C of Mix Design +15°C of Mix Design

TABLE 710-14
ALLOWABLE GRADATION VARIATION FROM MIX DESIGN TARGET

Maximum Aggregate Size 100%

Nominal maximum Aggregate Size (NMAS) +5%
2.36 mm. Sieveto NMAS +4%

1.50 mm. And 0.66 mm. Sieves +3%

0.75 mm. Sieve +1.5%

The Contractor may make self-directed target changes to the approved mix design within the limitsin Table 710-15. Requests
for self directed target changes shall be made in writing and acknowledged by the Engineer prior to start of production for alot.
The self-directed target changes must meet contract regquirements for mix design criteriaand grading limits.
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TABLE 710-15
SELF DIRECTED TARGET CHANGES
Gl\r/laie;? éﬁg g/aéa;;tze;r)l S(’trf;) Allowable Target Changes

9.50 +2%

2.36 +2%

0.425 +1%

0.075 None
Asphalt Cement Content +0.2%
Effective Voids None

The Contractor may propose target changes to the approved mix design for the engineer’ sapproval. The Engineer will consider
if the proposed target change will result in mix production that meetsthe contract requirementsfor mix design criteriaand grading
limits. For acceptance purposes, target changes will not be retroactive.

710.5.2 Handling and Storage of Aggregate: Aggregate shall be stockpiled so that segregation and contamination are
minimized. Dividers of sufficient size to prevent intermingling of stockpiles shall be provided. This may be accomplished by
sufficient separation of the stockpiles.

Any method of handling or moving the material which may cause the segregation, degradation, contamination or the combining
of materials of different grades or stockpiles shall not be permitted. The affected material will be reprocessed or discarded.

710.5.3 Proportioning: TheContractor or hissupplier shall provide documentation by calibration chartsor other approved means
showing the mineral aggregate, asphalt cement, mineral admixture, mineral filler or anti-stripping agent are being proportioned
in accordance with the approved mix design. One set of documentation shall be provided for each 750 tons produced, however
not less than one per each time the plant is placed in production. All measuring devices shall be calibrated at least annually by
atechnician licensed by the Arizona Bureau of Weights& Measures. Copiesof the calibration documentation shall beanintegral
part of the mix design approval process which, if not acceptable, could be cause for rejection of the entire submittal.

If amineral admixture or anti-stripping agent isadded in adrum mix plant, apositive signal systemand alimit switch device shall
be installed in the plant at the point of introduction of the admixture. The positive signal system shall be placed between the
metering device and the mixing drum, and utilized during production, whereby the mixing shall be stopped automatically if the
admixture is not being introduced into the mixture.

No fine material which has been collected in the dust collection system shall be returned to the mixture unless the Contractor or
his supplier propose in writing to utilize a specific portion of the fines and approved by the Engineer. If used, the fine material
shall be metered at a uniform rate into the mixture.

When mineral filler is added to the asphalt mix, it shall be added prior to the asphalt cement. Also, the method of adding the
mineral filler shall produceauniform distribution without loss or waste of the material within the mixture. The amount of mineral
filler shall be determined by the mix design.

Filler material, if required, shall be added separately and in a thoroughly dry condition. Heating of filler material will not be
required.

When hydrated lime or Portland cement is added as a mineral admixture or anti-stripping agent, the method of adding the lime

or cement shall be such that the aggregate will be uniformly coated. The amount of lime or cement used shall be determined by
the mix design.
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When mineral aggregate, asphalt cement, mineral filler, mineral admixture or anti-stripping agent are proportioned by weight,
the scales used in batching the materials, all boxes, hoppers, buckets or similar receptacles used for weighing materials, shall be
insulated against the vibration or movement from the rest of the plant. Errorsin weighing, while the entire operation is running,
shall not exceed two percent for any setting nor one and one-half percent for any batch. The asphalt shall be weighed in aheated,
insulated bucket suspended from a springless dial scale or load cell system.

Whenmineral aggregate, asphalt cement, mineral filler, mineral admixture and/or anti-stri pping agent are proportioned by volume,
the correct portion of each mineral aggregate size introduced into the mixture shall be drawn from the storage bins by an
appropriate type of continuous feeder. The feeder shall supply the correct amount of mineral aggregate in proportion to asphalt
cement. Furthermore, thefeeder shall allow each mineral aggregate sizeto be adjusted separately. The continuousfeeder for the
mineral aggregate shall be mechanically or electrically actuated.

If fine material sticksto the sides of the bin, the bin shall be equipped with vibrating unit which will effectively vibrate the side
walls of the bin and prevent any hang up of segregated sizes while the plant is operating.

All scales or temperature devices shall be so located that the mixer operator and the plant inspector have an unobstructed
close-up-view of theindicating or registering devices. Thescales shall indicate the true net weight without the application of any
factor. Thedial for dial type scales shall not be less than 12 inches in diameter and the figures thereon shall be clearly legible.

710.5.4 Drying and Heating: The mixing plant shall be provided with accurate mechanical means for feeding the aggregates
from the stockpiles or bunkersinto the drier at such arate that a uniform production and temperature of dried aggregates will be
obtained. Drying and heating shall be accomplished in such amanner asto preclude the mineral aggregate from becoming coated
with fuel oil or carbon.

A recording pyrometer or other approved recording thermometric instrument, sensitive to a rate of temperature change not less
than 6° C. per minute, shall be placed at the discharge chute of the drier to automatically record the temperature of the asphalt
concrete or mineral aggregate. When requested, a copy of the recording shall be given to the Engineer at the end of each shift.
The mixing temperature of the asphalt mix shall not exceed +10 ° C. of the mixing temperature stated on the approved mix design.

Heating of filler material will not be required.

Drying shall be to the extent that the moisture content of the asphalt concrete mix, when placed on grade immediately behind the
paver, shall not exceed one half of onepercent(0.5%). Themoisture content shall be determined in accordancewith Arizona Test
Method 406.

The drier shall be equipped with a dust collector system capable of removing objectionable or excess dust from the aggregate.
The dust collector shall comply with the Maricopa County Bureau of Air Pollution Control Rules and Regulations as adopted by
the County Board of Supervisors and applicable State laws or local ordinances.

710.5.5 Mixing: The production of the plant shall be governed by the rate required to obtain a thorough and uniform mixture
of the materials not to exceed the rated capacity of the plant. Mixing shall continue until the uniformity of coating, when tested
in accordance with the requirements of AASHTO T-195, is at least 95 percent.

The mineral aggregate, asphalt cement, mineral filler, mineral admixture and/or anti-stripping agent shall be mixed at a central
mixing plant of the batch type mixer, continuoustype mixer, or drum type mixer, asthe Contractor or hissupplier may elect. The
plant shall be maintained and operated in accordance with the manufacturer’ s recommendations.

Pug mill mixers shall be of atwin-shaft type and shall be operated at the speed recommended by the manufacturer. It shall be
equipped with paddles of sufficient size and number to deliver athorough and uniform mixture. Should the paddlesor other parts
of the pug mill become worn to such extent as to adversely affect the quality of the mixing or allow leakage from the discharge
gate, such parts shall be promptly replaced.

The amount of asphalt cement to be added to the mineral aggregate shall be as specified in the mix design. The asphalt cement
shall be added at the temperature specified in the mix design or in Section 711.

The asphalt pump shall be apositive displacement type pump. The use of apressurerelief valvewill not be permitted. The plant
shall be equipped with an indicating meter between the pump and spray, and the meter shall be in good working condition and

710-12



SECTION 710

accurately record thevolume of material pumped. All pipes, bins, fittingsand metersshall be steam jacketed or otherwise properly
insulated. The asphalt storage system shall be equipped with a device for automatic plant cut-off when the intake of the positive
displacement pump is not working under positive pressure. Sampling ports shall beinstalled at the discharge end of the metering
device for use by the Engineer in obtaining samples of the material.

A positive signal system shall be provided to indicate the low level of mineral aggregatein the bins of the batch plant and asthe
level of material inany one bin approachesthe strike off capacity of thefeed gate, the devicewill automatically and promptly close
down thefeed of all materialsto the mixer. The plant will not be permitted to operate unlessthissignal systemisin good working
condition. Each bin shall have an overflow chute or divider to prevent material from spilling into adjacent bins or waste excess
material.

The temperature of the asphalt concrete upon discharge from the mixer shall not exceed the maximum mixing temperature
specified in the mix design. If the asphalt concrete is discharged from the mixer to a hopper, the hopper shall be constructed so
that segregation of the asphalt concrete will be minimized.

710.5.6 Temporary Storageof BituminousM ixtures. Useof surgebinsor storage binsfor temporary storage of hot bituminous
mixtures will be permitted. The bituminous mixture may be stored in insulated and heated storage bins for aperiod of time not
to exceed 12 hours. If the Engineer determinesthat thereisan excessive amount of heat |0ss, segregation and/or oxidation of the
mixture due to temporary storage, use of surge bins or storage binswill be discontinued.

710.5.7 Plant Inspection: Each hot mix asphalt facility, producing under this specification, shall be inspected biannually by a
Civil Engineer registered in the State of Arizona and knowledgeable in batch plant operation. The Civil Engineer shall be
independent and not an employee of the Contractor or the supplier. Thisinspection shall be performed in accordance with the
“Certification of Hot Mix Asphalt Production Facilities’ by the Arizona Rock Products Association. A copy of the current
certification shall be an integral part of the mix design which, if found unacceptable, could be cause for rejection of the entire
submittal.

710.6 TRANSPORT AND DELIVERY REQUIREMENTS:

The beds of the trucks, utilized to transport asphalt concrete, shall be coated with a release agent. The release agent shall be
certified to be non-reactive with the bituminous material. If, in the opinion of the Engineer or plant operator, there is an excess
of release agent applied to the truck bed, the driver will be required to raise the bed and drain off the excess agent. Diesel fuel
will not be acceptable as a releasing agent.

Mixtures shall be delivered to the job site without segregation of the ingredients and within the lay down temperature range
specified in the mix design.

At the time of delivery to the job site, the Engineer shall be provided with an legible delivery ticket that has the weight of the
material from a measuring device, which has been certified by the Arizona Department of Weights and Measures. The delivery
ticket shall contain the following information:

(1) Date; (2) Supplier’s name; (3) Plant location and/or plant number; (4) Ticket Number; (5) Truck Number; (6) Contractor’s
name; (7) Project name and/or location; (8) Production code/description with percent asphalt; (9) Mineral filler/additive and/or
anti-stripping agent and percent; (10) Temperature at batching; (11) Timeof batching, arrival and unloading; (12) Materia weight
or vehicle weight with and without material; and (13) Weight of accumulative loads.

End of Section
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SECTION 711
PAVING ASPHALT
711.1 GENERAL:
Theasphalt shall be produced from crude asphalt petroleum or amixture of refined liquid asphalt and refined solid asphalt. It shall
be free from ad-mixture with any residues obtained by the artificial distillation of coal, coa tar, or paraffin oil and shall be

homogeneous and free from water.

Asphalt shall not be heated during the process of its manufacture, storage, or during construction so asto causeinjury asevidence
by the formation of carbonized particles.

711.2 TESTING REQUIREMENTS:

Paving asphalt shall be classified by the Performance Grading System and shall conform to the requirements set forth in Table
711-1

TABLE 711-1
PERFORMANCE GRADING SYSTEM
| PG 64-10 PG 70-10 PG-76-10 PG 82-10

Original Asphalt

Viscosity, ASTM D4402 (Note 1)
Max. 3 Pa-s, Test Temp, "C

Dynamic Shear TP5 (Note 2)
G*/Sin §, Min., 1.0 kPa 64 70 76 82
Test Temp. @ 10rad/s, °C

Rolling Thin Film Oven Residue (T 240)

Mass Loss, Maximum %
Dynamic Shear TP5
G*/sin , Min., 2.20 kPa
Test Temp. @ 10 rad/s, °C

Pressure Aging Vessel Residue (PP1)
PAV Aging Temperature, °C 110 110 110 110

135 135 135 135

1.064 1.07 1.076 1.082

Dynamic Shear TP5
G*/sin 8, Max., 5000 kPa 31 34 37 40
Test Temp. @ 10rad/s, °C

Creep Stiffness, TP1 (Note 3)
S, Maximum, 300.0 Mpa
m-value, Minimum, 0.300
Test Temp. @60s, °C

Direct Tension, TP3 (Note 3)
Failure Strain, Minimum 1.0% 0 0 0 0
Test Temp. @ 1.0 mm/min. °C

On all Grades Flash Point Temperature T48: Minimum 230 :::C and Mass Loss, Maximum 1.00 percent.
NOTES:

(1) Thisrequirement may bewaved at the discretion of the specifying agency if the supplier warrantsthat the asphalt binder
can be adequately pumped and mixed at temperatures that meet all applicable safety standards.
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(2) For quality control of unmodified asphalt cement production, measurement of the viscosity of the original asphalt
cement may be substituted for dynamic shear measurements of G*/sin(d) at test temperatures when the asphalt is a
Newtonian fluid. Any suitable standard means of viscosity measurement may be used, including capillary or rotational
viscometry (T210 or T202).

(3) If the Creep Stiffnessis below 300 Mpa, the direct tension test is not required. If the Creep Stiffnessis between 300
and 600 Mpa, the direct tension failure strain requirement can be used in lieu of the Creep Stiffness requirement. The
m-val ue requirement must be satisfied in all cases.

Design Note: Performance Grade Asphalts are selected for certain reliabilities with respect to high and low pavement
temperatures. The specified characteristicsare based upon aloading frequency that approxi matesvehi cle speedsof approximately
90 km/hr. Since al bindersare frequency dependent, the designer may consider increasing the high temperature requirement for
slow transient and standing loads, such as intersection loading. The high temperature requirement may also be increased for
excessive numbers of equivalent single axle loads.

711.3 TEST REPORT AND CERTIFICATION:

At the time of delivery of each shipment of asphalt, the supplier supplying the material shall deliver to the purchaser 3 certified
copies of the test report which shall indicate the name of the refinery and supplier, type and grade of asphalt delivered, date and
point of delivery, quantity delivered, delivery ticket number, purchase order number, and results of the above specified tests. The
test report shall be signed by an authorized representative of the supplier certifying that the product delivered conforms to the
specifications for the type and grade indicated.

Until the certified test reportsand samples of the material have been checked by the Engineer, that material will be only tentatively
accepted by the Contracting Agency. Final acceptance will be dependent upon the determination of the Engineer that the material
involved fulfillsthe requirements prescribed. The certified test reportsand thetesting required in connection with the reports shall
be at no additional cost to the Contracting Agency.

7114 TEMPERATURES:

Unlessotherwise specified inthese specifications or in the special provisions, the various grades of paving asphalt shall beapplied
within the temperature range indicated in Table 711-2. The exact temperature shall be determined by the Engineer.

At no time, after loading into atank car or truck for transportation from the refinery to the purchaser, shall the temperature of the
paving asphalt be raised above 400 degrees F.

TABLE 711-2
APPLICATION TEMPERATURE OF PAVING ASPHALTS
Pug Mill Distributor
) Mixing Asphalt Application
Grade of Material Temperature °F. Temperature °F.

Min. M ax. Min. M ax.
PG 64-10 275 325 300 390
PG 70-10 275 325 300 390
PG 76-10 290 340 310 390
PG 82-10 290 340 315 390

Paving asphalt shall be heated in such amanner that steam or hot oilswill not beintroduced directly into the paving asphalt during
heating.
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SECTION 711
711.5DISTRIBUTING EQUIPMENT:
Distributing Equipment shall meet the requirements of Section 330.
711.6 CONVERSION OF QUANTITIES:
When pay quantities of paving asphalt are determined from volumetric measurements, the volumetric measurement at any

temperature shall be reduced to the volume the material would occupy at 60 degrees F. in accordance with ASTM D-1250. In
converting volume to weight, the computations shall be based on Table 711-3.

TABLE 711-3
PAVING ASPHALT QUANTITY CONVERSION
Grade of Material Gals. Per Ton of 60 °F. Lbs. Per Gal at 60 °F.
PG 64-10 235 8.5
PG 70-10 235 8.5
PG 76-10 230 8.7
PG 82-10 230 8.7
End of Section
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SECTION 712
LIQUID ASPHALT
712.1 GENERAL:
Liquid asphalt shall consist essentially of either natural crude or refined asphalt petroleum, or aresidua product thereof.

Theliquid asphalt shall be medium curing product designed by the letters M C, and shall consist of a paving asphalt conforming
to the provisions in Section 711, fluxed or blended with a kerosene type solvent.

The asphalt shall not be heated during the process of its manufacture or during construction so asto cause injury as evidence by
the formation of carbonized particles.

712.2 TEST REQUIREMENTS:

The liquid asphalt shall consist of materials specified above and shall conform to the requirements set forth in Table 712-1.
712.3 TEST REPORTSAND CERTIFICATIONS:

Test reports and certifications will be furnished in accordance with Section 711.

712.4 CONVERSION OF QUANTITIES:

When pay quantities of liquid asphalt are determined from volumetric measurements, the volumetric measurement at any

temperature shall be reduced to the volume the material would occupy at 60 degrees F. in accordance with ASTM D-1250. In
converting volume to weight, the computations shall be based on the data contained in Table 712-2.

TABLE 712-1
AASHTO —82 TABLE 1
MC-30 MC-70 M C-250 M C-800 M C-3000
Min. Max. | Min. Max. | Min. Max. | Min. Max. | Min.  Max.
Kinematic Viscosity at 60°C 30 60 70 140 250 500 800 1600 | 3000 6000
(140°F) centistokes
Flash point (Tab. open-cup), 38 e 38 e 66 ce 66 . 66
degrees C° (F) (100) (200) (150) (150) (150)
Water percent e 0.2 e 0.2 e 0.2 e 0.2 e 0.2
Digtillation test:
Distillate percentage by volume of
total distillate to 360°C (680°F)
to 225°C (437°F) c 25 0 20 0 10 o o c ..
to 260°C (500°F) 40 70 20 60 15 55 0 35 0 15
to 315°C (600°F) 75 93 65 90 60 87 45 80 15 75
Residue from distillation to 360°C 50 o 55 o 67 c. 75 o 80
(680°F) Volume percentage of
sample by difference
Tests on residue from distillation:
Absolute viscosity at 60°C 300 1200 | 300 1200 [ 300 1200 [ 300 1200 | 300 1200
(140°F) poises
Ductility, 5 cm/min, cm. 100 .. 100 c 100 o 100 c. 100
Solubility in 99 99 99 99 99
Trichloroethylene, percent
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SECTION 712

TABLE 712-2

LIQUID ASPHALT QUANTITY CONVERSION

Grade of Gals. Per Ton Lbs. Per Gals.
Materials at 60 DegreesF. at 60 DegreesF.
70 253 7.90
250 249 8.03
800 245 8.16
2000 241 8.30
End of Section
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SECTION 713

EMULSIFIED ASPHALTS
713.1 GENERAL.:
Emulsified asphalts shall be composed of apaving asphalt base uniformly emulsified with water and an emulsifying or stabilizing
agent. It shall be homogeneous throughout and if stored, shall show no separation of ingredients within 30 days after delivery.
Emulsified asphalt shall be classified as quick setting, rapid setting, medium setting or slow setting type in either anionic or
cationic emulsions.
Emulsified asphalt shall be specified as follows:
(A) Penetration type and high viscosity type emulsion shall be designated by the letters RS-Rapid Setting.
(B) Mixing type emulsion shall be designated by the letters SS-Slow Setting, MS-Medium Setting and QS-Quick Setting.
713.2 TESTING REQUIREMENTS:
The emulsified asphalt shall conform to the requirements set forth in Table 713-1.
713.3 TESTSREPORT AND CERTIFICATION:

Test reports and certifications shall be made in accordance with Section 711.

TABLE 713-1

REQUIREMENTS FOR ANIONIC EMULSIFIED ASPHALT
(Specification Designation)

Type Rapid-Setting M edium-Setting Slow-Setting
RS1 RS-2h MS-1 MS-2 MS-2h SS1 SS-1h
Min. Max. [Min. Max. |[Min. Max.| Min. Max. [Min. Max. |Min. Max. [Min. Max.

Grade

Tests on emulsions
Viscosity, Saybolt Furol at 77°F | 20 100 20 100 | 100 100 20 100 | 20 100
(25°C.), sec

Viscosity, Saybolt Furol at 122°F
(50°C.), sec

Settlement, 24 hour day, percent 1 1 1 1 1 1 1

Demulsibility, 35 ml. 0.02 N.
CaCl,, percent

75 400

60 60

Coating ability and water
resistance

Coating, dry and aggregate good good good
Coating, after spraying fair fair fair
Coating, wet aggregate fair fair far
Coating, after spraying fair fair fair

Cement mixing test, percent 2 2
Sieve test, percent 0.1 0.1 0.1 0.1 0.1 0.1 0.1
Residue by distillation, percent 55 63 55 65 65 57 57

Tests on Residue from
Distillation Test:
Penetration 77°F (25°C),
100g, 5s

Ductility, 77°F (25°C),
5 cm/min. cm.
Solubility in
trichloroethylene, %

100 200 | 40 90 |100 200 | 100 200 | 40 90 | 100 200 |40 90

40 40 40 40 40 40 40

97.5 97.5 97.5 97.5 97.5 97.5 97.5
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SECTION 713

TABLE 713-1 (continued)

REQUIREMENTS FOR ANIONIC/CATIONIC EMULSIFIED ASPHALT
(Specification Designation)

Type Quick Setting Rapid Setting Medium Setting Slow Setting
QSH CQSH CRS1 CRS2h | CMS2 | CMS-2h Css1 CSS-1h
Min Max [Min Max|Min Max|Min Max|Min Max|Min Max|Min Max|Min Max

Grade

Tests on emulsions:

Visc., Saybolt Furol at 77°F., sec. | 20 100 20 100| 20 100
Visc., Saybolt Furol at 122°F., sec 20 100|100 400 (| 50 450| 50 450
Settlement, 24 hour day, percent 1 1 1 1 1 1
— 5 -
Demulsibility, 35 ml 0.8% sodium 40 40

dioctyl sulfosucinate, %
Coating ability and water

resistance:
Dry aggregate Good Good
after spraying Fair Fair
wet aggregate Fair Fair
after spraying Fair Fair
Particle charge test Negative | Positive | Positive | Positive | Positive | Positive | Positive | Positive
Sieve Test, % 0.1 0.10 0.10 0.10 0.10 0.10 0.10 0.10
Cement Mixing test, % 2.0 2.0
Distillation:
g:utlzlis'i)i::lagz, by volume of 3 3 12 12
Residue, % 57 57 60 65 65 65 57 57

Test on Residue from distillation test:

Penetration, 25°C (77°F), 1009.5 | 4y 110 | 40 110 (100 250| 40 90 |100 250 | 40 90 [100 250| 40 90

Sec.

Ductility, 25°C (77°F.) Semper | 4 40 40 40 40 40 40 40
min, cm.

Solubility in trichloroethylene, % | 98 98 98 98 98 98 975 975
Storage Stability Test, 1 day, % 1 1

* |f the Particle Charge Test result isinconclusive for CSS-1 and CSS-1h, material having a maximum pil value of 6.7 will be
accepted.
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SECTION 713
713.4A TEMPERATURES

Unless otherwise specified, the various grades of emulsified asphalt shall be applied at temperatures within the limits specified
in Table 713-2 the exact temperature to be determined by the Engineer. Emulsified asphalt shall be reheated if necessary. But at
no time, after loading into atank car or truck for transportation to the work site, shall the temperature of the emulsion be raised
above the maximum temperature shown in Table 713-2. During all reheating operations, the emulsified asphalt shall be agitated
to prevent localized overheating. Emulsified asphalt shall not be permitted to cool to atemperature of less than 40 degrees F.

TABLE 713-2
APPLICATION TEMPERATURE OF EMULSIFIED ASPHALT
Grade of Emulsified Asphalt Minimum °F. Maximum °F.
RS1, MS1, SS-1, SS-1h, CSS-1, CSS-1h 70°F. 140°F.
RS-2, MS-2, MS-2h, crs-1, o o
CRS-1h, CRS-2h, CMS-2, CMS-2h, QSH, CQSH 125°F. 185°F.

Emulsified asphalt shall be heated in such amanner that steam or hot oilswill not beintroduced directly into the emulsified asphalt
during heating.

713.5 CONVERSION OF QUANTITIES:
When pay quantities of emulsified asphalt are determined from volumetric measurements, the volumetric measurement at any

temperature shall be reduced to the volume the material would occupy at 60 degrees F. in accordance with ASTM D-1250. In
converting volume to weight, the computations shall be based on Table 713-3.

TABLE 713-3
EMULSIFIED ASPHALTS QUANTITY CONVERSION
Grade of GalsPer Ton LbsPer Gal.
M aterial at 60°F. at 60°F.
All grades 240 8.33
End of Section
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SECTION 715
SLURRY SEAL MATERIALS

715.1 GENERAL.:

Slurry seal shall consist of a properly proportioned mixture of emulsified asphalt, mineral aggregate, minera fillers, and water.
All material source must be approved prior to their use. The Contractor will submit material samples at |east seven days prior to
start of construction. When requested, additional samples will be furnished during the construction period at no cost to the
Contracting Agency. Thisisanon-pay item.

715.2 AGGREGATE:

715.2.1 Mineral Filler: Minerd filler shall consist of finely divided matter, such as hydrated lime, portland cement, limestone
dust or fly ash, conforming to the requirements of ASTM D-4318. Mineral filler shall be used only when needed to reduce the
setting time, toimprove theworkability or to reduce the stripping characteristics of the aggregate emulsion mixture. The minimum
amount of the required filler will be used and it will be considered as part of the blended aggregate. The expected range shall be
between .25% and 2.0% by weight of aggregate.

715.2.2Mineral Aggregate: Mineral aggregate shall consist of sound and durable sand and/or crushed stoneasper MAG Section
701 combined with an approved mineral filler where it isrequired. The mineral filler will be considered as part of the blended
aggregate. Thematerial shall be non-plastic (ASTM D-4318) with asand equivalent (ASTM D-2419) of at least 50. The abrasion
loss (ASTM C-131) shall not exceed 35 percent. Ninety percent of the aggregate retained on the No. 50 sieve shall have at |east
one fractured face. The gradation of material aggregate shall conform to Table 715-1.

7153 BITUMINOUSMATERIAL:

The emulsified asphalt used for seal coating shall be quick setting or slow setting as per Section 713.

The quick setting emulsified asphalt shall be of the anionic or cationic quick set type such as QSH or CQSH that will react to
chemically active minera fillers such as portland cement in such a way that the applied slurry mixture can support controlled

traffic in 45-60 minutes after application. The amount of chemically active filler shall be determined by mix design and field
performance.

Quick Set Emulsion Mix Properties

Slurry Seal Mixing, 70-85 degree F., Sec. L2l 28 b

Slurry Seal Setting text, 70-85 degree F., 1 hour cure No Brown Stain

Slurry Seal Water Resistance Test, 70-85 degree F., 30 minute cure No More Than Slight Discoloration

Slow setting emulsion may be used when traffic control is not a critical item.

Placement of durry seal istemperature dependent and should be tested under field conditions.

7154 WATER:

Water shall be potable and be compatible with the slurry ingredients used.

7155 TEST CERTIFICATES & REPORTS:

Test certificates and reports for the bituminous material shall be furnished in accordance with Section 711.
715.6 CONVERSION OF QUANTITIES:

Volumetric conversions shall be accomplished in accordance with Section 713.
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SECTION 715

TABLE 715-1
SLURRY SEAL AGGREGATE
SIEVE SIZE % I;I—Kg(;ll NG % -IIZ—’XpSesll ING %TP)Egslll ll\lG
38053 100 100 100
No. 4 100 85/100 70/90
No. 8 90/100 65/90 45/70
No. 16 65/90 45/70 28/50
No. 30 40/60 30/50 19/34
No. 50 25/42 18/30 38345
No. 100 15/30 38280 38185
No. 200 38279 38121 38121
Emulsified Asphalt content as a % of Dry Wt. Of 18 16 14
Aggregate (approx.) ASTM D-3910 (W.T.A.T. TEST)
. . 0
T T e A DYWL | g
Pounds of Aggregate per Square Y ard (approx.) 38208 38338 18-25
End of Section
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SECTION 725
PORTLAND CEMENT CONCRETE
725.1 GENERAL:

Portland cement concrete shall be composed of portland cement or portland Pozzolan cement, Pozzolonic Materials, fine and
coarse aggregates, water, and, if provided for or allowed, certain admixtures.

All of the materialsused for concrete shall be in accordance with these specifications and requirements for the particular material
as provided herein.

Weighing and metering devices used for the purpose of proportioning materials shall fulfill requirements as to accuracy and
tolerance prescribed by the Weightsand M easures Division of the State of Arizonaand shall be sealed and certified in accordance
with the procedures established by thisagency. This certification shall not be over 12 monthsold and shall be renewed whenever
required by the Engineer. When portable plants are set up at a new or temporary location, the scales and scale assembly shall be
inspected and certificate issued regardless of the date when the scales were | ast tested. The Engineer may require the Contractor
to run a quick scale check at any time with certified weights furnished by the Contractor and order the scale recertified if
necessary.

TABLE 725-1
CONCRETE CLASSESMINIMUM REQUIREMENTS

Min. Cement Content Minimum Compressive Strength (1)
Class of Concrete - -
Lbs. Per Cu Yard at 14 Days psi at 28 Days psi

AA 600 3200 4000

A 520 2400 3000

B 470 2000 2500

C 420 1600 2000

(1) Astested in accordance with ASTM C-39. Maximum slump 5 inches when tested in accordance with ASTM C-143.
Class AA concrete shall be used as specified.
Class A concrete shall be used for concrete structures, either reinforced or non-reinforced, and for concrete pavements.
Class B concrete may be used for curbs, gutters and sidewalks.
Class C concrete may be used for thrust blocks, encasements, fill or over-excavation, etc.
725.2 PORTLAND CEMENT:

Cement to be used or furnished under this specification shall be Portland cement, conforming with the requirements of ASTM
C-150, Typell, low akali, or Portland Pozzolan Cement, conforming with the requirementsof ASTM C-595, Type P (MS), low
alkali, except when another type including high early strength is specified in the special provisions or shown on the plans. Type
V cement (ASTM C-150) shall be specified in the special provisions for use in concrete which will be exposed to contact with
soils or waters containing water soluble sulfates (as S04) in concentration greater than 0.20% by weight of soil or 1500 PPM in
solutions. Pozzolonic material s shall not be used asadirectly added ingredient in concretein combination with Portland Pozzolan
Cement.
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SECTION 725

Cement shall be sampled and tested as prescribed in applicable ASTM specifications. The Contractor shall obtain and deliver to
the Engineer a certification of compliance signed by the cement manufacturer, identifying the cement and stating that the cement
delivered to the batching site complies with those specifications. When requested by the Engineer, the Contractor shall furnish
him with 3 copies of said certification. The cost of furnishing tested cement shall be considered as included in the contract bid
price and no additional alowance will be made therefore.

When suitable facilities, as recommended by the Concrete Plant Manufacturer's Bureau, and approved by the Engineer, are
availablefor handling and wei ghing bulk cement, such facilities shall be used. Otherwise the cement shall be delivered in original
unopened sacks that have been filled at the mill and bear the name or brand of the manufacturer. The type of cement, and the
weight of cement contained in each sack shall be plainly marked thereon.

Cement shall be stored in such manner asto permit ready access for the purpose of inspection and identification, and so asto be
suitably protected against damage by contamination or moisture. Should any lot of bulk cement be delivered to the site show
evidence of contamination, the Engineer may require that such lot be removed from the site.

A cement shall not be mixed with any other brand or type unless written permission has first been obtained from the Engineer.
All cement used in the manufacture of concretefor any individual structure shall be of the same brand unless otherwise approved
by the Engineer.

725.2.1 Pozzolonic M aterials: Pozzolonic materialsto be used in concrete or furnished under this specification shall conform
to the requirements of ASTM C-618.

If an approved pozzolonic material isused, 15 percent by weight of the Table 725-1 minimum portland cement requirements shall
bereplaced. Thereplacement ratio shall be 1.2 pounds of pozzolan per pound of replaced portland cement. If the class of concrete
is not from Table 725-1, the amount of pozzolanic material used will be 17.5 percent of the combined weight of pozzolanic
material and portland cement.

Pozzolans shall be sampled and tested as prescribed in ASTM C-618 and ASTM C-311. The Contractor shall obtain and deliver
to the Engineer a certification of compliance signed by the Pozzolan supplier identifying the Pozzolan and stating the Pozzolan
delivered to the batching site complies with applicable specifications. The cost of furnishing tested Pozzolan shall be considered
asincluded in the contract bid price and no additional allowance will be made therefore.

Pozzolan material shall be handled and stored in the same manner as portland cement. When facilitiesfor handling bulk Pozzolan
arenot available, the Pozzolan shall be delivered in original unopened sacks bearing the name and brand of the supplier, the type
and source of the Pozzolan, and the weight contained in each sack plainly marked thereon.

A Pozzolan shall not be mixed with any other brand or type unless written permission hasfirst been obtained from the Engineer.
All Pozzolan used in the manufacture of concretefor any individual structure shall be of the sametype, and from the same source
unless otherwise approved by the Engineer.

725.3 AGGREGATES:

Aggregates shall be crushed rock or gravel or a combination thereof and sand conforming to the requirements prescribed in
Section 701. Prior to the delivery of the aggregates, the Contractor will be required to furnish samplesfor testing, and shall notify
the Engineer asto when and wherethey will beavailable. Thereafter, additional required samplesshall befurnished at the expense
of the Contractor, but the cost of testing and making the grading analysiswill be borne by the Contracting Agency. Samplesshall
be taken by the Engineer or in the presence of the Engineer.

No method which may cause the segregation, degradation or the combining of materials of different grading shall be used.
725.4 AGGREGATE GRADING:

Aggregates for each batch of concrete to be prepared shall be combined from materials separately stored in the various sizes and

gradationsas prescribed in Section 701. Therelative proportions of each aggregate used will be asrequired to meet the provisions
of this specification and will be the responsibility of the Contractor.
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SECTION 725

Except wherethe amount of concretefor any onejobis 10 cubic yardsor less, various sizes of both coarse and fine aggregate shall
be proportioned by weight unless permission to do otherwise has first been obtained from the Engineer. Aggregates that are
proportioned by volume shall be measured in containers of known capacity. Regardless of the method employed, either by weight
or volume, each individually stored size of aggregate shall be proportioned separately, but not necessarily weighed individually.

The maximum size of the aggregate shall not be larger than one-fifth of the narrowest dimension between forms of the members
for which the concrete is to be used, or larger than 3/4 of the minimum clear spacing between reinforcing bars.

7255 WATER:

The amount of water shall be varied in accordance with the percentage of free moisturein the material and the requirements of
the workability of the aggregate.

The equipment for measuring and supplying the water in the mixer shall be so constructed and arranged that the amount of water
to be added to the mixture can be measured, in gallons or by weight, positively and that the predetermined quantity of water
required can be discharged rapidly in one operation into the mixing drum without dribbling. Tanks or other equipment for
measuring and discharging water into the mixer shall be sufficiently accurate that the amount of water delivered to the mixer for
any batch shall not vary more than 1 percent from the required quantity. Adequate means for determining and checking the
accuracy of the equipment shall be provided and made available to the Engineer at all times.

Thewater used for mixing with concrete shall be potable and free fromoil, vegetabl e matter and other del eterious substances, and
shall conform to the following requirements:

Water for prestressed concrete shall not contain chlorides cal culated as sodium chloridein excess of 1,000 parts per million nor
sulphates cal culated as sodium sulphate in excess of 1,000 parts per million nor any sulphates cal culated as sulphate in excess of
1,000 parts per million. Water shall not contain an amount of impuritiesthat will cause achangein the time of setting of portland
cement of more than 25 percent nor a reduction in the compressive strength of portland cement mortar of more than 5 percent
compared to results obtained with distilled water.

725.6 ADMIXTURES:

Admixtures of any type, except as otherwise specified, shall not be used unless written authorization has been obtained from the
Engineer.

If an air-entraining agent is authorized, the amount used will be limited to the extent that the amount of entrained air by volume
shall not be more than 6 percent. Air-entraining agents complying with AASHTO M-154 or ASTM C-260 will be permitted as
long as strength requirements are met. Any admixture shall be measured accurately by mechanical means into each batch by
equipment and in a method approved by the Engineer. Any admixtures used shall be included in the bid price for that item.

725.7 PROPORTIONING:

All proportioning equipment shall comply with the standards of the Concrete Plant Manufacturer's Bureau and the certification
requirements of the Arizona Rock Products Association. The proportioning shall consist of combining the specified sizes of
aggregates, each stored in a separate bin with cement, Pozzolanic Materials, and water as herein provided. Weigh hoppers shall
be charged from binslocated directly over the weigh hoppers or from conveyor belts. When conveyor belts are used, there shall
be a separate belt for each size of aggregate.

Bulk cement shall be weighed in anindividual hopper and shall be kept separate from the aggregates until the batch ingredients
are released for discharge. The cement hopper shall be attached to a separate scale for individual weighing.

All Pozzolan that isto be incorporated into the concrete as a separate ingredient shall be weighed. When the cement scales are
used for weighing both cement and Pozzolan, the cement shall be weighed first. If separate scales are provided, they shall be
accurate to £ 0.3 percent of the scale capacity.

Scales utilized in the proportioning device may be of the springless dial-type or of the multiple-beam type.
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SECTION 725
If the dial-type, the dial shall be of such size and so arranged that it may be read easily from the operating platform.

If the multiple beam-type, the scales shall be provided with anindicator operated by the main beamwhichwill give positivevisible
evidence of over or under weight. Theindicator shall be so designed that it will operate during the addition of the last 400 pounds
of any weighing. The over travel of the indicator hand shall be at least 1/3 of the loading travel. Indicators shall be enclosed
against moisture and dust.

Weighing equipment shall be as recommended by the Concrete Plant Manufacturer's Bureau and be insulated against vibration
or movement of other operating equipment in the plant. When the entire plant is running, the scale reading at cutoff shall not vary
from the weight designated by the Engineer more than 1 percent for cement, Pozzolan or Cement Pozzolan, 1 1/2 percent for any
size of aggregate, nor 1 percent for the total aggregate in any batch.

When proportioned at a central mixing plant there shall be an approved moisture meter, accurate within 1/2 percent, installed to
indicate the moisture in the fine aggregate.

A concrete mix design carrying the producer's designated mix number of the concrete being furnished under these specifications
shall be submitted to the Contracting Agency at least once each year. In the event there is any change in the source of material,
another mix design shall be submitted.

725.8 MI XING:

Machine mixing will berequired in all cases other than thosein which it would obviously proveto beimpractical; in which latter
event hand mixing will be permitted, only to the extent necessary. Regardless of the method employed, mixing shall be
commenced as soon as possible after the cement is placed in contact with the aggregates.

The temperature of materials as charged in the mixer shall be such that the temperature of the mixed concrete at the time it is
placed infinal position does not exceed 90°F. When the atmospheric temperature at the time of placing concreteislessthan 40°F
the temperature of the concrete, as placed, shall not be less than 60°F.

All concrete mixers shall be of such design and construction, and so operated, as to provide a thoroughly and properly mixed
concrete in which the ingredients are uniformly distributed.

725.8.1 Paving and Stationary Mixers. Paving and stationary mixers shall comply with the standards of the Concrete Plant
Manufacturer's Bureau and the certification requirements of the Arizona Rock Products Association. They shall be equipped with
an accurate automatic timing device so designed and constructed as to lock the discharge lever before aggregate, cement and
Pozzolan enter the drum, and release such lever only after the specified mixing time has elapsed. The regulation of the setting of
said device shall be under the supervision of the Engineer. Water control equipment as described in this specification shall also
be provided with each concrete mixer.

Mixers shall be maintained in proper and serviceable working condition, and any part or portion thereof that is out of order, or
becomes worn to such extent as to detrimentally affect the quality of mixing, shall be promptly repaired or replaced.

The proper proportions of aggregate, cement, Pozzolan and water for each batch of concrete shall be placed in the mixer, and shall
be mixed for a period of not less than 50 seconds after al such materials are in the drum.

The rotating speed at which the mixer shall be operated shall conform to that recommended by the manufacturer.

The total volume of materials mixed in any one batch shall neither exceed the water level capacity of the mixer nor the
manufacturer's catal og rated capacity of the mixer.

725.8.2 Transit Mixers: Transit mixers shall be high quality equipment and meet the reguirements of the Truck Mixer

Manufacturer's Bureau and the certification requirements of the Arizona Rock Products Association. Ready mix concrete shall
comply with ASTM C-94 except as herein specified.
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The total elapsed time between the addition of water at the batch plant and depositing the complete mix shall not exceed 90
minutes. Each mixer and agitator shall have attached thereto in a prominent place a metal plate or plates, installed by the
manufacturer, on which is plainly marked the capacity of the drum in terms of the volume of mixed concrete and the speed of
rotation for the agitating and mixing speeds of the mixing drum or blades.

Each mixer shall have an identification number painted on the truck in such alocation that it can be easily read from the batching
platform.

Thetotal volume of material sintroducedinto the mixer for mixing purposesshall not exceed the manufacturer'sguaranteed mixing
capacity. If the concrete so mixed does not meet the uniformity requirementsof this section, the amount of materials charged into
the mixer shall be reduced.

The rotation speed at which the mixer shall be operated shall conform to that recommended by the manufacturer.

The total volume of materials mixed in any one batch shall neither exceed the water level capacity of the mixer nor the
manufacturer's catal og rated capacity of the mixer.

Each batch of concrete placed in the mixer shall be mixed for not lessthan 70 nor more than 100 revol utions of the drum or blades,
at the speed designated by the manufacturer of the equipment as mixing speed. Additional mixing shall be at the agitating speed
designated by the manufacturer of the equipment. The revolving of the drum shall be continuous until the concreteis completely
emptied from the drum. Before any portion of the materialsfor any batch of concreteis placed therein, the drum of the mixer shall
be completely emptied of the previously mixed batch.

At the time of delivery to the job site, the Engineer shall be provided with a legible weighmaster's certificate (delivery ticket)
which shall contain the following information:

Date and Truck Number.

Name of the Supplier.

Name of the Contractor.

Specific designation of job (name and location).

Number of cubic yardsin the batch.

Type of cement.

Type of Pozzolan, if any.

Time the transit mixer isloaded.

Amount of water added at the job site at request of receiver, and his signature or initials.

Suppliers mix design code number.

Type and amount of admixture, if any.

Serial number of the ticket.
The type, capacity and manner of operation of the mixing and transporting equipment for ready-mix concrete shall conform to
the current Standards for Operation of Truck Mixers and Agitators of the National Ready-Mixed Concrete Association and the
Truck Mixer and Agitators Standards of the Truck Mixer Manufacturer's Bureau. Water shall not be added to the batch during
transit. Additional water may be added at the point of dischargeto adjust slump providing the slump after such water addition does
not exceed the maximum allowed by these specifications and that water so added is mixed into the batch for a minimum of 30
additional revolutions at mixing speed. Loss of cement mortar during discharge which in the opinion of the Engineer would be

of sufficient amount to affect the homogeneity of the concrete will be cause for rejection of the load. The Contractor shall be
responsible for all concrete to which water is added at the job site.
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725.8.3Hand Mixed Concrete: Hand mixed concrete shall be prepared onawatertight level platformin batchesof not to exceed
1/3 cubic yard each. The required amount of coarse aggregate shall first be spread on the platform in an even and uniform layer,
over which the proper proportion of fine aggregate shall then be likewise spread. The combined depth of both such layers shall
not be greater than one foot. The required quantity of cement shall then be evenly distributed over the fine aggregate; following
which the entire batch shall be turned with shovels at | east twice before the water is added. The proper amount of water shall then
be uniformly sprinkled or sprayed over the batch, which shall thereafter be returned with shovel snot lessthan 3timesbefore being
removed from the platform.

725.8.4Drybatched Unmixed Concrete: Shouldthe Contractor el ect to use drybatched unmixed concrete, an accurate automatic
batch weight recorder shall be provided to record the quantities of cement, aggregate and water batched into the containers; the
weight of cement shall be recorded on either a separate charge from the aggregate or on the same chart using a separate needle.
Therecorder shall produce an autographic readable record on avisible chart of the weights of each of the materialsbatched. After
batching, the needle on the chart shall return to zero. The chart scale along the ordinate shall be such that the major portion of the
chart is used to record the total weights of the aggregates and water, and the cement. The date of batching, the container number
and the batching certificate number shall be recorded on the recorder chart at the time of batching. The recorder charts, or copies
thereof, shall become the property of the Contracting Agency and shall be submitted upon request.

All drybatched unmixed concrete delivered to the job site shall be stored in containers so constructed that the cement cannot
comingle with the water and aggregate within the container. Any admixture added to powder form shall be added to the cement;
added in liquid form, it shall be added to the water.

The contents of the container shall be discharged into a mixer at the job site. Following discharge of the first container into the
mixer, the mixer shall be operated at mixing speeds during the discharge of the remaining containers. After the contents of the
last container have been discharged into the mixer, the concrete shall be mixed as specified in thisspecification for transit mixers,
and drum or turbine type mixers.

Any spillage of cement, aggregate, water or admixture during the filling, transporting, or the discharging of the container, shall
be cause for rejection of the container or the contents of the mixer if any portion of the rejected container is discharged into the
mixer.

725.9 LOADING AND TRANSPORTATION OF MATERIALSAND MIXED CONCRETE:

The compartments of trucks or other equipment used for the purpose of transporting proportioned aggregates, bulk cement or
mixed concrete, shall be sufficiently high and tight, and otherwise suitably constructed and adequately protected, to prevent loss
or leakage of the contents thereof during transit or charging.

725.10 TESTS:

Concrete specimensfor compression testswill betakeninthefield by arepresentative of the Engineer in accordancewith ASTM
C-172 and C-31 or AASHTO T-23, except as hoted hereinafter.

Concrete samples shall be taken from the approximate middle 50 percent of the batch in an uninterrupted stream from the chute
directly into the wheelbarrow or similar equipment. Where excessive slump is suspected, a controlling slump test may be made
from any portion of the batch, except for the approximate 5 percent on each end of the discharge. If excessive slump is verified,
at any time, the remainder of the load shall be rejected and removed from the project and a set of cylinders for compressive
strength shall be taken from the batch, if any concrete from the batch was placed. The rate of discharge of the batch shall be
regulated by therate of revolutions of the drum and not by the size of the gate opening. Specimens for compression tests shall be
stored in the field in accordance with methods approved by the Contracting Agency and protected from vibration and other
disturbances, for aminimum of 28 hours and maximum of 76 hours. A maximum storage period would be involved only where
weekends or holidaysareinvolved. Cylinders stored in thefield for the maximum period shall have the samevalidity ascylinders
that have been stored overnight and brought in the following day.

Not lessthan 4 cylinder specimenswill be made for each 50 cubic yards of each class of concrete with aminimum of 4 specimens

for each class placed or not |ess than 4 specimens for each half-day's pour. Specimens will be tested in alaboratory designated
by the Engineer in accordance with ASTM C-39 at the expense of the Contracting Agency.
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Two cylinders shall be tested at 14 days. If their strength meets or exceeds the minimum 14-day requirements, the Contracting
Agency will accept the concrete. The Engineer may test the other two cylinders at 28 days or discard at 60 days.

If this strength does not meet the 14-day requirement, the Contractor shall schedule and pay for two coresto be taken, on the 29th
day, from the area of concrete represented by the cylinders. The Engineer shall be present when the coring is accomplished or
additional coreswill be required.

The Engineer will test the remaining two cylinderson the 28th day. If thistest meets or exceedsthe 28-day minimum compressive
strength regquirement, the Contracting Agency will accept the concrete and the Contractor may cancel the scheduled coring.

If the 28-day cylinder test does not meet the minimum 28-day compressive strength requirement, the cores will be tested in
accordance with ASTM C-42 in alaboratory designated by the Contracting Agency. If the cores meet or exceed the minimum
28-day strength, the concrete will be accepted by the Contracting Agency.

If the strength of the 28-day cylinders and the strength of the cores as calculated in accordance with ASTM C-42 are deficient,
the Contractor shall remove al of the concrete represented by the failing test specimenswith the exception that if the Contractor
believesthat the deficient concrete was confined to asingle batch, he may immediately cut aminimum of 4 additional cores, two
on either side of the affected batch. The cores would be compared with the minimum specified compressive strength, for the
purpose of defining the confines of the deficient concrete. All coring done to establish this premise would be at the expense of
the Contractor. Evaluation of the cores shall be by the Engineer, or by a substitute agent designated by the Contracting Agency,
and his decision shall befinal.

725.11 ACCEPTANCE:

Concreterepresented by astrength test of at | east 95% of therequired 28-day compressive strength will beacceptable. All concrete
failing to meet this requirement as evidenced by tests of either standard cylinder or drilled core specimens shall be rejected,
removed and replaced by the Contractor at the Contractor's expense.

When concreteisaccepted on the basis of strength tests of lessthan 100% of the required minimum 28-day compressive strength,
an adjustment in the contract unit price will be made for the quantity of concrete represented by such strength testsin accordance
with the following schedule:

Adjustment in Contract Unit Price for Strength Deficiency

Per cent of Specified Minimum 28-Day Compressive

Strength Attained (Nearest 1%) Per cent of Concrete Unit Price Allowed

100% or greater 100
98-99 90
96-97 85

95 80
End of Section
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CONCRETE CURING MATERIALS
726.1 GENERAL:
Curing materials shall consist of waterproof paper, polyethylene film or liquid membrane-forming compounds which, when
applied to fresh concrete, will inhibit moisture loss and reduce temperature rise during the curing period. All curing materialsand
methods shall be approved by the Engineer prior to use. Wet coverings such as burlap, cotton mats, or other moisture-retaining
fabrics al'so may be used, or may be required by special provisions.
726.2 MATERIALS:
(A) Waterproof paper, or polyethylene film, shall conform with AASHTO M-171.
(B) Liquid membrane-forming compounds shall conform with AASHTO M-148. Type 1 compound with either a Class A or
Class B vehicle shall be used for concrete structures, except bridge decks. Type 2 compound, with either a Class A or Class B

vehicle shall be used for portland cement concrete pavement, bridge decks and approach slabs.

(C) Burlap cloth made from jute or kenaf shall conform to AASHTO M-182.

End of Section

726-1



SECTION 727

STEEL REINFORCEMENT
727.1 GENERAL:
The following specifications set forth the requirementsfor bar reinforcement, wire reinforcement, and wire mesh reinforcement.
Thereinforcement shall conform accurately to the dimensionsand detailsindicated on the plansor otherwise prescribed and before
being placed in any concrete work, shall be thoroughly cleaned of al loose rust, mill scale, mortar, oil, dirt, or coating of any
character, which would be likely to destroy, reduce, or impair its proper binding with the concrete.
No reinforcing steel will be accepted under this specification until it has been approved by the Engineer. When required by the
Engineer, the Contractor or supplier shall furnish aspot sample taken on the project and notify the Engineer asto when and where
they will be available. Such samples shall be furnished at the expense of the Contractor or supplier, but the cost of any testing that
may be required will be borne by the Contracting Agency. Samples shall only be taken in the presence of the Engineer. The
Contractor shall furnish 3 certified mill test reportsor certificates of compliance for each heat or size of steel which can beclearly
identified with the lot. When such information has been furnished, placing of the steel will not be held up until results of spot
samples have been received. Unless otherwise specified, all reinforcing steel bars shall be deformed intermediate grade 40 billet
steel conforming with ASTM A-615 and the shapes shall conform with ASTM B-670.
In testing bar reinforcement, only the theoretical cross-sectional areawill be used in all computations.
Bending of steel shall conform to the requirements of Section 505.5.2.
The various grades of steel shall not be used interchangeably in structures.
727.2 WIRE REINFORCEMENT:
Wire reinforcement shall in all respects fulfill requirements prescribed in ASTM A-82.
727.3WIRE MESH REINFORCEMENT:
Mesh reinforcements shall conformto ASTM A-185. The gage of the wire and the dimension of the mesh will be specified in the
specia provisions or shown on the plans. The wire mesh reinforcement shall be so constructed asto retain its original shape and
form during necessary handling. The effective cross-sectional areaof the metal shall be equal to that specified or indicated on the
plans.

727.4AWIRETIES:

Wire for ties shall be black, annealed, not lighter than 16 gage.

End of Section
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SECTION 728

CONTROLLED LOW STRENGTH MATERIAL
728.1 GENERAL:
Controlled Low Strength Material (CLSM) is a mixture of portland cement, aggregate and water that, as the cement hydrates,
forms a soil replacement. CLSM is a self-compacting, flowable, cementitious material that is primarily used as a backfill or
structural fill in lieu of compacted fill or unsuitable native material.
728.2 MATERIALS:
Portland Cement shall conform to Section 725.2.
Coarse and fine aggregates shall conform to Section 701.
Water shall conform to Section 725.5.
728.3 PROPORTIONING OF MIXTURES AND PRODUCTION TOLERANCES:

Proportioning of the mixture shall comply to Section 701.3.5, Section 725.7 and Table 728-1. A mix design shall be submitted
with test data for the Engineer’s approval prior to the excavation for which the material isintended for use.

TABLE 728-1
CONTROLLED LOW STRENGTH MATERIAL REQUIREMENTS
Description of Cement Content, Slump, Compressive Strength at
CLSM Ibs/cuyd inches 28 days, psi
1/2 Sack CLSM 47+5% 71 70+30
1 Sack CLSM 94+5% 71 150+50
11/2 Sack CLSM 141+5% 71 425475

Notes for Table 728-1:

1. The values specified in the table are for both mix design requirements and field production. The deviations are for
production, testing and sampling tolerances.

2. Slump shall betested in accordance with ASTM C-143. Flow consistency test can be substituted for the slump test. When
used, the CLSM shall have aflow consistency of 8 inches as tested in accordance with ASTM D-6103.

3. Compressive strength shall betested inaccordancewith ASTM D-4832. The supplier shall providelaboratory and/or field

test data to verify the design strength.

Sampling shall be in accordance with ASTM D-4832.

Unit weight shall be obtained by ASTM D-6023.

Temperature shall be taken in accordance with ASTM C-1064.

Cement content shall be tested in accordance with ASTM D-5982.

No oA~

Where CLSM isto be used as backfill around gas pipelines (totally encapsulating the gas pipeline), the material shall meet a
minimum permeability coefficient (k) of 1 x 10" crm/sec or more, based on ASTM D-5048.

728.4 M1 XING:

The total elapsed time between the addition of the water and placement of the complete mix shall not exceed 90 minutes. The
Engineer may waive this limitation if the slump is such that the material can be placed without addition of water.

Mixing shall continue until the cementitious material and water are thoroughly dispersed throughout the material. Mixes shall
be homogenous, readily placeable and uniformly workable. Proportioning of ingredients shall produce consistency, durability,
workability and other required properties appropriate for the intended usage. When the CLSM is mixed other than at the project
site, the mixing shall comply with Section 725.8. When the CLSM ismixed at the job site, the Contractor will submit for the
Engineer’s approval, the methods, equipment and procedures for proportioning and mixing of the material.

728-1
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SECTION 729
EXPANSION JOINT FILLER
729.1 PREMOLDED JOINT FILLER:

Expansionjoint filler materialsshall consist of premolded stripsof adurableresilient compound and comply with ASTM D-1751,
D-1752, or D-2628, as specified by the Contracting Agency.

729.2 POUR TYPE JOINT FILLERS:

Pour type joint fillers shall comply with ASTM D-1850, D-1190, D-1854, or with the following formulation, as specified by the
Contracting Agency.

Asphalt latex joint filler shall consist of asphalt latex emulsion and sodium fluosilicate furnished in separate contai ners and mixed
on the site. The emulsion shall consist by volume of 60 parts AR-1000 asphalt conforming to the requirements of Section 711,
40 parts of synthetic latex, GRS-Type 4, and 5 to 10 parts of sodium fluosilicate, half strength. The emulsion and sodium
fluosilicate shall not be mixed until thejoint isready to befilled. The amount of sodium fluosilicate to be mixed with theemulsion
shall be approximately 3to 5 percent by weight of theemulsion. Thejoint to befilled shall bethoroughly cleaned and surfacedry.

The sealing compound shall consist of paving asphalt, Grade AR-1000 conforming to the provisions of Section 711, emulsified
with rubber latex in the presence of a suitable emulsifying agent. Rubber latex designated as GRS-Type 4, or any other approved
type, containing approximately 40 percent solids.

Theresulting emulsion shall consist of aminimum of 55 percent of paving asphalt and a minimum of 36 percent of rubber latex
and shall conform to the requirements set forth in Table 729-1.

TABLE 729-1
ASPHALT-LATEX EMULSION JOINT SEALING COMPOUND-
SPECIFICATION TEST
DESIGNATION METHOD LIMITS REMARKS
Furol Viscosity AASHTO 50-250 . .
at 77°F. T-72 ——. Before adding gelling agent.
Sieve Test AA_\FS;;I' o 1% Max. Before adding gelling agent.
Thepenetration test ismade on aspecimen prepared by stirring
5% of sodium fluosilicate into the asphalt latex emulsionin a6
Penetration ASTM 50-250 ounce deep ointment can. The specimen is then alowed to
at 77°F. D-217 stand inthe air at atemperature of 77°F. +2° for aperiod of 30

minutes and is then penetrated with a grease cone under atotal
load of 150 grams.

After addition of 5% of sodium fluosilicate and curing for 24
Elasticity 70% Min. hours at 100°F.£2°, the specimen shall have an elastic recover
of not less than 70%.

Twenty-five grams of emulsion, prior to adding the gelling
Loss 30% agent, isplaced in an 8 ounceflat ointment can and dehydrated

Denydration maximum in asuitable oven maintained at atemperature of 200°F.+2° for
aperiod of 24 hours.

15-60 After mixing the emulsion with 1% to 4% by weight of

Time of Set minutes powdered sodium fluosilicate the emulsion shall harden or

develop aset in from 16 to 60 minutes, under field conditions.
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SECTION 729
729.3 TEST REPORT AND SHIPMENT CERTIFICATE:

Each shipment shall be accompanied by a certificate in triplicate from the supplier that the material will comply with the above
specificationsand such certificate shall bedelivered to the Engineer. Thecertificate shall show the shipment number for theentire
lot of material contained in the shipment and shall also show a list which will enable the Engineer to identify each individual
container by the supplier's batch number, with which each container shall be plainly marked.

729.4 APPLICATION:

At no time shall emulsion types be subjected to atemperature below 40°F. Prior to application, the material may be warmed, if
necessary, to permit proper pouring of the joints. The method of heating shall be carefully controlled to avoid overheating of any
part of the container or mixture and under no circumstances shall emulsions be heated to a temperature greater than 130°F.
Jointsand cracks shall be thoroughly cleaned by hand or mechanical meansimmediately in advance of pouring thefiller material.
When new pavement has been cured by the Pigmented Sealing Compound Method, the joints and cracks shall be thoroughly
scrubbed by means of awire brush or a cloth mop saturated with gasoline or by other approved means.

All jointsand cracks shall be surfacedry before application of thejoint sealer. No sealer shall be placed during unsuitable weather
or when the atmospheric temperature is below 50°F., or when weather conditions indicate that the temperature may fall to 32°F
within 24 hours.

Thejointsand cracks shall befilled in aneat and workmanlike manner by means of a cornucopia pot or other approved method.

End of Section
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SECTION 795

LANDSCAPE MATERIAL
795.1 GENERAL:
Material used for landscaping purposes shall be in conformance with this Section.
The common and scientific namesof plantsshall conformto the approved namesin Standard Plants Names (SPN) or its successor,
American Association of Nurserymen (ASN). For identification and inspection, durable, legible |abels, bearing the plant's name
in water-resistant ink, shall be attached to al nursery stock or container of stock delivered to the project site.
795.2 TOPSOIL.:
Topsoil shall beafertile, friable soil, obtained from well-drained arableland, and shall befreefrom nut grass, refuse, roots, heavy
clay, clods, noxious weeds or any other material toxic to plant growth. At least 10 days prior to delivery of topsoil to the site, the
Contractor shall furnish the Engineer at no additional cost, with a soil sample from each source for analysis and tests.
To be acceptable the pH factor shall not exceed 8.0 or be lower than 5.5, soluble salts shall not exceed 1500 PPM, the plasticity

index shall beintherange of 3and 15inclusive, and it shall contain approximately 1 1/2%, by dry weight, or organic matter either
natural or added. Gradation shall be in accordance with the following:

Sieve Size Per cent Passing
linch 100

1/2inch 95-100

No. 4 90-100

No. 10 70-100

No. 200 15-70

795.3 SOIL FERTILIZING MATERIAL:

Fertilizing material shall comply with the applicable requirements of the State Agricultural Code. All fertilizing material shall be
packaged, first grade, commercial quality productsidentified asto source, type of material, weight and manufacturer's guarantee
anaysis. It shall not contain toxic ingredients or fillersin quantities harmful to human life, animals or plants. It shall be delivered
in unopened contai nersand shall havethe chemical analysisas specified inthe plansor specifications. Material which hasbecome
caked or otherwise damaged shall not be used.

795.4 ORGANIC SOIL CONDITIONERS:

In general, soil conditioners shall consist of aground or processed wood product derived from redwood, ground or shredded fir,
redwood or ponderosabark. It shall have anitrogen content of 1%, apH not exceeding 7.5, and organic matter not |ess than 85%.
Its gradation shall be such that at least 85% passes the 1/4 inch screen. In addition, it shall be treated with a non-toxic agent so
as to be hygroscopic.

When manureis used as a soil conditioner, it shall be the product of yard fed cattle, free of weed seeds, straw or any other inert
material and aged at least 3 months. This manure shall have been processed by grinding and screening and shall be of a
consistency that will readily spread with a mechanical spreader.

795.5 CHEMICAL SOIL CONDITIONER:

Chemical soil conditioners such as soil sulfur, gypsum or iron additive shall be commercially approved brands designated for
agricultura use. Material which has become caked or otherwise damaged shall not be used.

795-1



SECTION 795
795.6 SEEDS:

Seeds shall be fresh, clean seeds, pre-mixed to the specified proportion. They shall be delivered to the sitein original, unopened
containersbearing the deal er'sguaranteed anal ysi sand germinati on percentage. They shall haveacertificate or astamp or arelease
accomplished by an agricultural commission.

795.7 PLANTS, TREES, AND SHRUBS:

795.7.1 General: All landscape stock shall be grown in nurseries approved by the State Department of Agriculture. They shall
have agrowth habit normal to the specie. Stock shall be sound, healthy, and vigorous; free frominsect pests, sun scald, excessive
bark abrasions and other objectionable disfigurements. They shall have normal, well-devel oped branch systems and vigorous,
fibrous root systems which are neither root nor pot-bound and are free of kinkled or girdling roots.

All stock shall have been grown in pots, cans, tubs, or boxes for a minimum of three months and a maximum of one year. They
shall have sufficient roots to hold earth together after removal from the containers. This earth shall be free from noxious weeds
including bermuda grass.

Stock shall be inspected and approved by the Engineer at the Contractor's storage site prior to delivery to the project.

795.7.2 Flatted Plants. Flatted plants shall be grown and remain in the flats until transported to the project site. The soil and
spacing of the plantsin the flats shall insure the minimum disturbance of the root system at transplanting.

795.7.3 Trees. Treesshall be of the specified height, spread and caliper and shall stand erect without support. The height shall
be measured from the root crown to the last division of the terminal leader with the branchesin anormal position and the caliper
shall be measured 12 inches above the crown roots. For palm trees only, the height shall be measured from the ground line to the
base of the growing bud.

795.7.4 Shrubs: Shrubs shall be of the specified type, height and spread. They shall be selected from high quality, well-shaped
nursery stock.

795.8 MISCELLANEOUSMATERIAL:

795.8.1 Headersand Stakes. Lumber for landscaping shall be construction heart, rough-sawn redwood in the sizes specified;
splicing will not be permitted. Stake used with header boards shall be 2 x 4 inches, pointed and at least 18 inches long.

795.8.2 Tree Stakes. Unless otherwise specified, tree stakes shall be 2 x 2 inch redwood posts, free of knots and reasonably
straight, and of sufficient length to properly support the tree.

795.8.3 TieWires: Tiewire shall be No. 12 AWG zinc coated wire and the cover for this wire shall be 1/2 inch garden hose.
795.8.4 Decomposed Granite: Decomposed granite shall be as per Subsection 702.4 with the following exceptions. All material

used for a specific project or location shall be from a single source and shall present a uniform appearance. The gradation shall
be as shown below. If a specific color or typeisrequired, it will be so indicated in the Contracting Agency's specifications.

Sieve Size Per cent Passing
3/4inch 100%
1/2inch 60-70
No. 40 5-20

End of Section
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